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DISCHARGE CATEGORY: SHORT TERM AND EMERGENCY DISCHARGES
TO: ALL INTERESTED PARTIES
Subject: Reissued General Permit for Short Term and Emergency Discharges

The Louisiana Department of Environmental Quality (LDEQ) has reissued Louisiana
Pollutant Discharge Elimination System (LPDES) General Permit number LAG420000.

The Office of Environmental Services (Office) has published a public notice announcing
the proposal to reissue this general permit one time in the official state journal, THE
ADVOCATE of Baton Rouge, and one time in each of the following local newspapers
throughout the state: THE TIMES of Shreveport, THE LAKE CHARLES AMERICAN
PRESS, THE TIMES-PICAYUNE of New Orleans, THE NEWS-STAR of Monroe, THE
TOWN TALK of Alexandria, THE DAILY ADVERTISER of Lafayette, and THE
COURIER of Houma. Subsequent to publication of the public notice in these newspapers
a 30 day public comment period began. A public notice was also mailed to all persons on
the mailing list of the Office of Environmental Services, and placed on the LDEQ Permits
Public Web Page at http://www.deg.louisiana.gov/apps/pubnotice/default.asp.  All
interested persons were invited to submit written comments to this Office or request a
public hearing relative to the issuance of the permit within this 30-day comment period.
No comments were received during the comment period.

Other than the following major changes, the final permit limits and conditions are
equivalent to those in the current LPDES General Permit for Short Term and Emergency
Discharges (LAG420000) issued February 16, 2012:

(1) Part ], Section A., Page 7 of 30, 8.: This general permit shall not apply to oil and gas
wastewater discharges from Onshore facilities.

(2) Part ], Section A., Page 3 of 30, Table: Discharges, if eligible for coverage under this
general permit, that are located in an area that has been included in an effective
Declaration of Emergency issued by the Louisiana Governor’s Office, are considered
provisionally covered until an NOI is submitted.

(3) Part I, Section B., Schedule A (Pages 9-10 of 30) and Schedule H (Pages 21-28):
Added effluent limitations for Enterococci.
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(4) Part I, Section B., Schedule D (Pages 14-15 of 30): Added effluent limitation for
Total Lead (consistent with the LPDES General Permit for Discharges of Hydrostatic
Test and Vessel Testing Wastewater).

(5) Part I, Section B., Schedule H (Pages 21-28 of 30): Added effluent limitation for
Total Phenols.

(6) Part I, Section B., Schedule H (Pages 21-28 of 30): Changed effluent limitations for
the following effluent characteristics (these were incorrect in the previous permit):
Total Antimony, Total Arsenic, Total Beryllium, Total Cadmium, Total Chromium,
Total Copper, Total Lead, Total Mercury, Total Nickel (Fresh water), Total
Selenium, Total Silver, Total Thallium, Total Zinc, Total Cyanide, Acrylonitrile,
Benzene, Tetrachloroethylene, Toluene, Vinyl Chloride, Acenaphthene,
Acenapthylene,  Anthracene,  Benzo(a)anthracene,  Benzo(a)pyrene, 3,4-
Benzofluoranthene { Benzo(b)fluoranthene}, Benzo(k)fluoranthene, Bis(2-
ethylhexyl)phthalate, Chrysene, Diethyl phthalate, Di-n-butyl phthalate,
Fluoranthene, Fluorene, Naphthalene, Phenanthrene, Pyrene, and Total PCBs.

(7) Part I, Section C., Pages 29-30 of 30, 6.: Added a provision that monitoring results
shall be reported to the Enforcement Division through a department-approved
electronic document receiving system (NetDMR) per the schedule specified in the
permit.

(8) Part II, Section T. Pollution Prevention Activities (Page 22 of 37): From the current
permit, Part II, Section W. Best Management Practices (BMP) — Washdown
Wastewaters was removed. Applicable portions were added to this permit, Part II,
Section T. Pollution Prevention Activities (consistent with the LPDES General
Permit for Discharges from Light Commercial Facilities).

Other minor changes were made, as described in the Fact Sheet.

Wastewater and/or stormwater types covered under this general permit include, but are not
limited to: treated sanitary wastewater and/or dewatering of oxidation ponds discharges;
stormwater discharges; hydrostatic test wastewater; utility wash waters, including but not
limited to pavement and building washdown waters with or without soaps and detergents;
equipment and vehicle wash water; potable water treatment plant filter backwash, clarifier
blowdown, water softening, iron and manganese removal, and disinfection of source water;
discharges of landfill wastewater from a construction/demolition debris and woodwaste
landfill related to post-emergency clean up; non-contact stormwater discharges from a
construction/demolition debris and woodwaste landfill related to post-emergency clean up;
emergency discharges related the preparation for natural disasters or the clean-up of
natural disasters or in emergency situations, such as hurricanes, fires, or explosions; and
other emergency wastewater discharges which can be controlled by the limitations in this
permit.

Those facilities seeking coverage under this permit may obtain coverage by submitting
Notice of Intent (NOI) form STED-G (or other approved form) as described in the permit.
The STED-G form and other approved NOI forms may be obtained from the LDEQ
Internet website at http://www.deq.louisiana.gov/portal/. Go through the following links to
find the NOI form: DIVISIONS — Water Permits — LPDES Permits — LPDES Permit
Application Forms — General Permit Notices of Intent — STED-G (or other approved
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form), or by contacting the LDEQ Customer Service Center at 1-866-896-LDEQ. If
electronic NOIs (e-NOIs) become available during the term of this permit, the use of paper
NOIs may be suspended by the Department. An annual malntenance and surveillance fee
will be assessed for each permit authorization.

All persons operating a source or conducting an activity that results in a short term or
emergency discharge, which is eligible for coverage under this general permit, may be
authorized to discharge upon the receipt of a hand-delivered, correctly completed Notice of
Intent (NOI) by the Office of Environmenta! Services, Water Permits Division; 72 hours
after the postmark date on the envelope that contains the correctly completed NOI; or upon
submission of an electronic NOI (e-NOI). Additionally, eligible discharges in an area of
an effective Declaration of Emergency may be provisionally covered immediately. See
Part 1.A. of the general permit for more information. Submission of an NOI is an
acknowledgement that the conditions of this general permit are applicable to the proposed
discharge, and that the applicant agrees to comply with the conditions of the general
permit.  Unless notified otherwise by the Secretary or his designee, eligible
owners/operators are authorized to discharge wastewater and/or stormwater under the
terms and conditions of the permit. If activity is currently being conducted and has not
been permitted, an NOI shall be submitted immediately. If unpermitted discharges have
occurred or are occurring, the applicant may be subject to enforcement action. Operators
who fail to notify this Office of their intent to be covered are not authorized to discharge
under this general permit.

Dischargers who are currently permitted under the LPDES version of this permit that
expired on March 30, 2017 are not required to submit a new NOI. Provided the
applicability requirements of the reissued permit are met, these permitted dischargers will
be automatically covered under the reissued LPDES permit. Per 40 CFR 122.28(b)(2)(vi),
LDEQ will notify each permittee in writing after permit finalization.

Should you have any questions concerning any part of this general permit, please contact
Gene Jarreau, Water Permits Division, at the address on page one of this letter, by
telephone at (225) 219-3222, or by e-mail at Gene.Jarreau@la.gov.

Sincerely,

Elliott B. Vega
Assistant Secretary

gvj
Enclosures: Final Permit; Notice of Intent; DMR Information & Instructions

c: I0-W
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ec: Chief Engineer
Department of Transportation and Development

Public Health Chief Engineer
Office of Public Health
Department of Health and Hospitals

Supervisor, Louisiana Field Office
U.S. Fish and Wildlife Service

Scenic River Coordinator
Department of Wildlife and Fisheries

State Historic Preservation Officer
Department of Culture, Recreation & Tourism
Office of Cultural Development/Division of Archaeology

Gene Jarreau

Laura Thompson
Melissa Reboul
Kimberly Corts,
Melanie Connor

Water Permits Division

ALL LDEQ Regional Offices
Permit Compliance Unit
Office of Environmental Compliance

Evelyn Rosborough (6WQ-CA)
U.S. EPA, Region VI
Rosborough.Evelyn@epamail .epa.gov
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OFFICE OF ENVIRONMENTAL SERVICES
Water Discharge Permit

MASTER GENERAL PERMIT NUMBER LAG420000
SHORT-TERM AND EMERGENCY DISCHARGES
AINUMBER: 173392

Pursuant to the Clean Water Act, as amended (33 U.S.C. 1251 et seq.), and the Louisiana Environmental
Quality Act, as amended (La. R. S. 30:2001 et seq.), rules and regulations effective or promulgated under the
authority of said Acts, this Louisiana Pollutant Discharge Elimination System (LPDES) General Permit is
issued. This permit authorizes persons who meet the requirements of Part I.A and have been approved by the
Office to discharge to waters of the State wastewaters from short-term and emergency discharges in
accordance with effluent limitations, monitoring requirements, and other conditions set forth herein.

This permit shall become effective on 4 ! 4 ! 11

This permit shall expire five (5) years from the effective date of the permit.

Issued on Y ! = !)7

s

Elliott B. Vega
Assistant Secretary

GALVEZ BUILDING ¢'602 N. FIFTH STREET ¢P.0. BOX 4313 ¢ BATON ROUGE, LA 70821-4313 ¢ PHONE (225) 219-9371
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PARTI

SECTION A, APPLICABILITY

Coverage under this general permit is available for discharges from emergency or abnormal
situations and/or short-term discharges. Types of situations in which this general permit may be
utilized include, but are not limited to: abnormal discharges associated with natural disasters;
discharges associated with or resulting from fires, explosions, etc; and discharges that will occur
one-time or for a limited duration (e.g. a few weeks or a couple of months), and are not covered or
eligibie for coverage under an existing general or individual permit. Abnormal discharges associated
with a natural disaster may occur from equipment failures where the facility is not already covered
under an LPDES permit or from temporary activities that take place to prevent damage before, after,
or during a naturai disaster (e.g. discharges from aqua dams or pumping of accumulated storm water
from leveed areas to prevent levee failure). Examples of short-term, non-emergency discharges
may include dewatering of excavation sites associated with a remediation activity or temporary
discharges from a facility that is completing equipment upgrades, where that discharge is not already
covered under the individual LPDES permit. This general permit is not intended to cover discharges
that may be covered under bypass or upset provisions under existing individual or general LPDES
permits.

Waste waier types covered under this general permit include, but are not limited to: treated sanitary
wastewater and/or dewatering of oxidation ponds discharges; stormwater discharges; hydrostatic test
wastewaier; utility wash waters, including but not limited to pavement and building washdown
waters with or without soaps and detergents; equipment and vehicle wash water; potable water
treatment plant filter backwash, clarifier blowdown, water softening, iron and manganese removal,
and disinfection of source water; discharges of landfill wastewater from a construction/demolition
debris and wocdwaste landfill relaied to post-emergency clean up; non-contact stormwater
discharges irom a consiruction/demolition debris and woodwaste landfill related to post-emergency
clean up: emergency discharges related the preparation for natural disasters or the clean-up of
natural disasters or in emergency situations, such as hurricanes, fires, or explosions; and other
emergency wasiewater discharges which can be controlled by the limitations in this permit.

This gereral permit is intended to cover discharges of wastewater for periods of no greater than one
hundred eighty (180) days. The permittee is covered under the terms and conditions of this general
permit for up 10180 days after authorization, after which time the authorization to discharge under
this permit will expire. Permittees with coverage for short term discharges may have authorizations
with duraiions less than one hundred eighty (180) days (e.g. | or 2 months). If a permittee foresees
the discharge lasiing beyond 180 days, an additional 180 days may be granted on a case by case
basis (authorization for a facility shali not exceed the combined total of 360 days). [n this situation,
perniittess must submit a new notice of intent in order o renew permit coverage. The purpose of
renewing coverage for an additional 180 days is to provide additional time for short-term or
emergency discharges to be terminated, or, if the discharge is no longer deemed short-term, to allow
the permiitee time to submit an individual permit application. The NOI must be submitted before
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the completion of the previous 180 days of coverage, at least 72 hours prior to the expiration date of

the general permit authorization.

If a short-term or emergency discharge is going to exceed 360 days, then the discharge is no
longer shori-term or emergency and the permittee must apply for the appropriate LPDES

permit,

Notice of Intent Deadlines and Permit Authorization Dates

Type of Discharge

NOI Submittal Deadline'

Permit Authorization Date”

New, short-term or emergency
discharges located in an area
that has NOT been included in a
Declaration of Emergency
issued by the Louisiana
Governor’s Office

At least 72 hours prior to
commencing a  short-term
discharge or as soon as
practicable after an emergency
situation (e.g. fire, explosion,
eic.)

72 hours afier the postmark
date or upon hand-delivery or
electronic  submittal of a
complete and correct NOI,
unless otherwise notified by
LDEQ

New short-term or emergency
discharge located in an area that

No later than 10 business days
after commencing discharge

A permittee is considered
provisionally covered under the

has been included in an terms and conditions of this
effective Declaration of’ permit immediately, and fully
| Emergency issued by thej covered 72 hours after the
| Louisiana Governor’s Office | postmark date or upon hand-
,  delivery or electronic submittal
of a complete and correct NOI,
unless otherwise notified by
LDEQ
Renewal of an  existing| At least 72 hours prior to the| 72 hours after the postmark date
| permitied shori-term or| expiration of existing permit| or upon hand-delivery or
| emergency discharge, not to| coverage electronic  submittal of a
exceed 360 days | complete and correct NOI,

unless otherwise notified by
LDEQ

Should electronic NOIs (e-NOIs) become available during the term of this permit, the Department

may suspend use of paper NOls.

" If you miss the deadline to subrmit your NOI, any and all discharges from your construction activities will continue to
be unauthorized until they are covered by this or an alternate LPDES permit.

* Discharges are not authorized if the NOI is incomplete or inaccurate or if the discharge is not eligible for permit

coverage.
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Each NOI received to request authorization under this LPDES general permit will be evaluated by
the DEQ to assess the reasonable potential for the discharge of pollutants from the facility to cause
or contribuie to a violation of water quality standards. The LDEQ may provide written notice to
any facility requiring sampling of the proposed discharge for specific parameter(s), including but
noi limited to Whole Effluent Toxicity (WET) testing. This may be required in situations where the
permittee is unable to specify potential contaminants in the wastewater, which typically fall under
Schedule H, Other Wastewater Discharges. Any such notice will specify that automatic coverage
(i.e. 72 hours after the post mark date or upon hand-delivery or electronic submittal) has not been
granied and will briefly state the reasons for the monitoring, parameter(s) to be monitored,
frequency and period of monitoring, sample types, and reporting requirements. All notifications
and associated data will be filed and publicly available in LDEQ’s Electronic Document
Management System (EDMS). Coverage under the general permit may be denied and regulation
under an individual permit required if more stringent limitations than the limitations contained in
the gensral permit are required for protection of a receiving stream. LDEQ encourages potentizl
permit applications o contact Water Permiis Division staff prior to submitting an NOI in order to
determine eligibility, appropriate schedules, and limits.

Submission of an NOI is an acknowledgement that the conditions of this general permit are
applicable to the proposed¢ discharge, and that the applicani agrees to comply with the
condiiions of this general permit. The applicant’s signature on the NOI certifies that the
applicant quelifies for coverage under the permit and agrees te comply with zll terms and
conditions of ihe authorization to discharge to waters of the State of Louisiana. Unless notified
otherwise by the Secretary or an appointed designee, eligible owners/operators are authorized to
discharge wastewaters under the terms and conditions of this permit. Permittees authorized to
discharge under Schedule H — Other Wastewater Discharges of this general permit shall contact the
appropriate Regional Office 24 hours prior to discharge in accordance with Part I, Section B,
Schedule H of the permit. Permittees authorized to discharge under Schedule H — Other
Wastewater Discharges of this general permit and that will discharge into sensitive hydrological
subszgmenis listed in the joint Memorandum between LDEQ and USFWS shall contact the USFWS
24 hours prior to discharge in accordance with Part I, Section B, Schedule H of the permit.

Notice of Intent (NOI) to be covered under this general permit shall be made using form STED-G or
an approved equivalent. The STED-G form and other approved NOI forms may be obtained from
the LIEQ Inteimet website at hitp://www.deq.louisiana.gov/portal/. Go through the following links
1o find the NOI form: DIVISIONS - Water Permits — LPDES Permits — LPDES Permit Application
Forms — General Permit Notices of Intent — STED-G form (or other approved form). This notice of
intent shail be signed in accordance with LAC 33:IX.2503 and shall be sent to this Office. Should
electronic NOIs (e-NOIs) become available during the term of this permit, the Department may
suspend use of paper NOls. -

If circumstances change in the future at a permitted facility that result in the addition or elimination
of penmiited outfells, or & change in the composition of effluent from a permitted outfall, the
permitiee is required to notify the Water Permits Division of the elimination/change of any outfalls
that were identitied in the NOI or the addition of outfalls that were not identified in the NOI that was
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submitted for general permit coverage. Notification of the addition or elimination/change of
permitted outfalls, or a change in the composition of effluent from a permitted outfall, must be made
in writing immediately upon discovery of the changes and must be accompanied by a site diagram
that clearly illustrates and identifies current outfall locations at the site applicable to the general
permit.

A printed hard copy of this permit may be obtained by contacting LDEQ’s Water Permits Division at
(225) 219-9371, or a copy can be downloaded from the LDEQ Internet website at
www.deq.louisiana.gov/portal/. Go through the following links to find the permit: DIVISIONS —
Water Permits — LPDES Permits — LPDES General Permits -~ LAG420000.

Authorization fo discharge under this permii does not relieve the permittee of any liability for
damages {0 public or private preperty nor relieve the permiitee of any liability for violating
Water Quality Standards. DEQ reserves the right to take enforcement action as the situations
warrami. For example, DEQ may take enforcement action if it is determined that the
permittee had not taken appropriate action to prevent the emergency or abnormal situation or
if it is determined that the permittee could have done more to minimize or prevent the
discharge. The permittee musi take all reasonable steps to prevent or minimize the discharge, to
mitigate or minimize the impact of the discharge, and to monitor the discharge and receiving water
body to assess the impact of the discharge.

Whern fiow limits are stipulated for a wastewater type, the stated flow limits are the maximum daily
discharge of that type of wastewater from the entire facility that will be permitted under this general
permit. Facilities that are expected to discharge more wastewater than the maximum daily discharge
that is allowed under this general permit must apply for permit coverage under an individual facility-
specific or a general LPDES permit.

Short-term or emergency discharges of the following wastewaters are covered by this general
permit:

1. treated sanitary wastewater and/or dewatering of oxidation ponds discharges;

2. stormwater discharges;

142

hydrostatic test wasiewater;

4. utility wash waters, including but not limited to pavement and building washdown waters
with or without soaps and detergents;

5. potable water treatment plant filter backwash, clarifier blowdown, water softening, iron and
manganese removel, and disinfection of source water;

6. discharges of landfill wastewater from a construction/demolition debris and woodwaste
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landfill reiated to post-emergency clean up;

non-contact stormwater discharges from a construction/demolition debris and woodwaste
landfill related to post-emergency clean up;

emergency discharges related to the clean-up of spills, such as transportation accidents;

emergency discharges related the preparation for natural disasters or the clean-up of natural
disasters or in ernergency situations, such as hurricanes, fires, or explosions;

discharges resulting from unanticipated equipment malfunctions, which result in a discharge
not covered by an individual or general LPDES permit; and

other short-term or emergency wastewater discharges which can be controlled by the
limitations in this permit including, but not limited to, swimming pools and fountain
dewatering, gray water, bridge washing activities, exterior vehicle and equipment wash
water, pressure washing activities of parking lots or building exteriors, water from flushing
of water wells, and hydroblasting.

Coverage under tiie Short-Term and Emergency Discharge General Permit is not intended to
replace LPDES permits for reoccurring or on-going discharges. Further, this general permit

is not

intended for facilities with existing LPDES permits which already cover discharges

zllowed by this permit. The LAG420000 shall not be used to supersede emergency and/or
bypass provisions contained in any other applicable LPDES permit.

This general permit shail not apply to:

1.

S

discharges which are likely to have unauthorized adverse effects upon threatened or
endangered species, or on the critical habitat for these species as determined in conjunction
with the U.S. Fish and Wildlife Service (USFWS) and the National Marine Fisheries Service
(NMFS);

discharges which adversely affect properties listed, or eligible for listing, in the National
Register of Historic Places, unless they are in compliance with requirements of the National
Histoiic Preservation Act and any necessary activities to avoid, or minimize impacts have
been coordinated with the Louisiana State Historic Preservation Officer (for questions,
the operator should contact the Section 106 Review Coordinator, Office of Cultural
Developrent, P. O. Box 44247, Baton Rouge, LA 70804, or telephone (223) 342-8170);

discharges of wasiewater determined by this Office to present an environmental risk, or
potentiai risk of discharging pollutants other than those intended to be regulated by this

permit;

facilities that intend to have long - term discharges (i.e. reoccurring or on-going activities);
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discharges that are mixed with other, non-covered discharge types unless those other
discharges are in compliance with another LPDES permit;

facilities which discharge substances that are not addressed by pollution prevention plan
requirements or would not be adequately regulated by the effluent limitations in this permit;

discharges which have limits assigned to them in the Louisiana Water Quality Management
Plan or by an approved Waste Load Allocation which are different from the limits contained
in this permit; and

discharges from onshore facilities associated with production, field exploration, drilling,
well completion, or well treatment, where the discharge is potentially contaminated with raw
material, intermediate products, finished products, byproducts, or waste products (see 40
CFR Part 435.30).

This general permit may not apply to:

1
i.

o

discharges from facilities not in compliance with a previously issued individual or general
wastewater discharge permit;

discharges from facilities which have previously been in violation of state water quality
regulations;

discharges from facilities which are located in an environmentally sensitive area;

discharges which cause or contribute to the violation of a state water quality standard;

discharges into water bodies designated by the State pursuant to Section 303{(d) of the Clean
Water Act; and

discharges from surface impoundments at refineries, organic and inorganic chemical
manufacturing faciliiies, and hazardous waste landfills.

The Departinent may deny coverage under this permit and require submittal of an application for an
individual or other general LPDES permit based on a review of the NOI or other information. This
Office reserves the right to issue such facilities an individual or other general LPDES permit with
more appropriate limitations and conditions.
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SECTION B. EFFLUENT LIMITATIONS

During the period beginning with coverage under this permit and lasting through the expiration of
authorization (no greater than 180 days or unless extended), all permittees covered under this general
permit are authorized to discharge wastewater as specified in Appendix A, which will be attached to
the cover letter granting authorization to discharge under this permit. Specific other conditions
applicable to the wastewater discharge will also be identified in Appendix A.
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Schedule A: Treated Sanitary Wastewater and / or Dewatering of Oxidation
Ponds less than 5,000 GPD

The permittee shouid refer to Appendix A (attached to the individual authorization letter) to
determine the outfall number assigned to each discharge. Appendix A also indicates the effluent

limiiation page(s) that applies to each outfall.

In accordance with the Monitoring and Reporting

Requirements section of the permit, DMRs shall be submitted for each outfall location. In cases
where there are multiple limitations listed for the same parameter in the table below, instructions will
be given in Appendix A of the cover letier indicating the appropriate limitation to be used.

EFFLUENT | DISCHARGE MONITORING I

CHARACTERISTICS LIMITATIONS REGUIREMENTS
| MONTHLY PAILY MEASUREMENT | SAMPLE
AVERAGE | MAXIMUM FREQUENCY!' TYPE

Flow - GPD Report Report 1/discharge or weekly Estimate
BOD;s 30 mg/L 45 mg/L 1/discharge or weekly Grab
T8S 30 mg/L 45 mg/L 1/discharge or weekly Grab
TSS* 30 mg/L 135 mg/L 1/discharge or weekly | Grab
Oil & Grease’ - 15 mg/L 1/discharge or weekly Grab 1!
Fecal Coliform
Colonies/100 mL* 200 400 }/discharge or weekly | Grab
Fecal Coliform
Colonies/100 mi*?> 43 100 1/discharge or weekiy Grab
pH, s.u. 6.0 (min) 9.0 (max) 1/discharge or weekly Grab
Enterococci, e . e . ’
Colonies/100 L 35 mg/t 135 mg/L 1/discharge or weekly Grab

When feasible, the permittee shall sample the wastewater once prior to discharge in order to
cnsure permit compliance, If any discharge extends beyond one week in duration, then
sampling of the above parameters shall continue on a weekly basis until the discharge ends.

For an oxidation pond treatment unit, the Monthly Average is 90 mg/L and the Daily
Maximum is 135 mg/L.

Required only for discharges which include food service waste.

Fuiure water quality studies may indicate potential toxicity from the presence of residual
chlorine in the ireatment facility’s effluent. Therefore, the permittee is hereby advised that a
future Total Residual Chlorine Limit may be required if chlorine is used as a method of
disinfection. In many cases, this becomes a NO MEASURABLE Total Residual Chlorine
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Limit. If such a limit were imposed, the permittee would be required to provide for
dechlorination of the effluent prior to discharge.

If this discharge is located in an oyster propagation-area, the Fecal Coliform limitation will
be 43 colonies/100 mL Daily Maximum.

On a case-by case basis, Enterococci monitoring requirements may be required of facilities
that are located in a subsegment for which Enterococci water quality standards are
applicable. Upon written notification of coverage under this permit, the permittee shall
comply with the effluent limitations schedule(s) stated in Appendix A of this permit.
Enterococci monitoring requirements will apply to facilities located in coastal marine waters
for which Enterococci criteria have been finalized in LAC 33.IX.1123, Table 3.

There shall be no discharge of floating or settleable solids or visible foam in other than trace
amounts, or of free oil or other oily materials, or of toxic materials in quantities such as to cause
acute toXicity io aquatic organisms. Furthermore, there shall be no visible sheen or stains
attributable to this discharge. There shall be no accumulation of solids in the receiving stream which
- has the potential 10 negatively impact aquatic life or hinder natural drainage. The use of dilution
(Part III, Srandard Conditions. Section A.13) or flow augmentation (LAC 33:IX.3705.F) to achieve
effluent concentration Emitations is prohibited.
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Schedule B: Uncontaminated Stormwater Discharges and Utility Wash Water
without soaps and/or detergents’

The permittee should refer 1o Appendix A (attached to the individual authorization leiter) to
determine the outfall number assigned to each discharge. Appendix A also indicates the effluent
limitation page(s) that applies to each outfall. In accordance with the Monitoring and Reporting
Requirements section of the permit, DMRs shall be submitted for each outfall location.

DISCHARGE MONITORING
LIMITATIONS REQUIREMENTS
EFFLUENT MONTHLY DAILY MEASUREMENT | SAMPLE

CHARACTERISTICS | AVERAGE | MAXIMUM FREQUENCY> TYPE
rlow (GPD) Report Report 1/discharge or weekly Estimate
TOC wmn 50 mg/L 1/discharge or weekly Grab
Oil and Grease - 15 mg/L I/discharge or weekly Grab
pH - Allowable Range | 6.0 9.0 .

{{_(Standard Units) (Minimum) (Maximum) /discharge or weekly Grab

! See Part 11, Section T: Pollution Prevention Activities.

i)

When feasible, the permittee shall sample the wastewater once prior to discharge in order to
ensure permit compliance. If any discharge extends beyond one week in duration, then
sampling of the above parameters shall continue on a weekly basis until the discharge ends.

There shall be no discharge of floating or settleable solids or visible foam in other than trace
amounts, or of free 0il or other oily materials, or of toxic materials in quantities such as to cause
acute toxicity to aquatic organisms. Furthermore, there shall be no visible sheen or stains
attributable to this discharge. There shall be no accumulation of solids in the receiving stream which
has the potential to negatively impact aquatic life or hinder natural drainage. The use of dilution
{Part 1lI, Standard Conditions, Section A.13) or flow augmentation (LAC 33:1X.3705.F) to achieve
effluent concentration limitations is prohibited. '
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Schedule C: Utility Wash Waters with Soaps and/or Detergents’

The permittee should refer to Appendix A (attached to the individual authorization letter) to
determine the outfall number assigned to each discharge. Appendix A also indicates the effluent
limitation page(s) that applies 1o each outfall. In accordance with the Monitoring and Reporting
Requirements section of the permit, DMRs shall be submitted for each outfall location. The
permittee musi contact the appropriate MS4to determine any local requirements prior to
discharge. In cases where there are multiple limitations listed for the same parameter in the table
below, instructions will be given in Appendix A of the cover letter indicating the appropriate
limitation to be used.

DISCHARGE MONITORING
EFFLUENT LIMITATIONS REQUIREMENTS |
CHARACTERISTICS | MONTHLY DAILY MEASUREMENT SAMPLE
: AVERAGE | MAXIMUM FREQUENCY? TYPE
Flow (GPD) Report Report 1/discharge or weekly Estimate
T8S ———- 45 mg/L 1/discharge or weekly Grab
COD 200 mg/L 300 mg/L 1/discharge or weekly Grab
CcoD? ~-- 125 mg/L 1/discharge or weekly Grab
Oil and Grease e 15 mg/L 1/discharge or weekly Grab
pH - Allowabie Range 6.0 9.0 .
(Standard Units) (Minimur) | (Maximum) | /discharge or weekly | Grab
Soaps and/or Detergents * | N/A N/A Record Inventor.y
_ L o Calculation

See Part I, Section T: Pollution Prevention Activities.

%]

When feasible, the permittee shall sample the wastewater once prior to discharge in order to
ensure permit compliance. If any discharge extends beyond one week in duration, then
sampling of the above parameters shall continue on a weekly basis until the discharge ends.

L]

If process wastewater is combined with storm water, the COD limitation shall be 125 mg/L
Daily Maximum (no Monthly Average limitation is set).

Keep inventory records of the quantity and type of each Soap and/or Detergent used and a
Safety Data Sheet (SDS) for each material used. Retain the inventory records and the SDSs at
the facility for three years after the date of a particular entry. No DMR reporting is required
for Soaps and/or Detergents [LAC 33:IX.2701.1.2); therefore, do not report Soaps and/or
Detergents on the quarterly BDMR form that is used to report lab analysis for other parameters
(flow, COD, TSS, Qil & Grease, and pH).
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There shall be no discharge of floating or settleabie solids or visible foam in other than trace
amounts, or of free oil or other oily materials, or of toxic materials in quantities such as to cause
acute toxicity to aquatic organisms. Furthermore, there shall be no visible sheen or stains
attributable to this discharge. There shall be no accumulation of solids in the receiving stream which
has the potential to negatively impact aquatic life or hinder natural drainage. The use of dilution
(Part 111, Srandard Conditions, Section A.13) or flow augmentation (LAC 33:IX.3705.F) to achieve
effluent concentration limitations is prohibited.
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Schedule D: Hydrostatic Testing and Vessel Testing Wastewaters'

The permittee should refer to Appendix A (attached to the individual authorization letter) to
determine the outfall number assigned to each discharge. Appendix A also indicates the effluent
limitation page(s) that applies to each outfall. In accordance with the Monitoring and Reporting
Requirements section of the permit, DMRs shall be submitted for each outfall location.

i

DISCHARGE MONITORING
EFFLUENT LIMITATIONS REQUIREMENTS
CHARACTERISTICS [ wiontHEY|  BAILY MEASUREMENT | SAMPLE
| AVERAGE | MAXIMUM|  FREQUENCY >* TYPE

Flow (GPD) Report Report 1/discharge or weekly Estimate
TSg % e 90 mg/L 1/discharge or weekly Grab

Oil and Grease ° - 15 mg/L l/discharge or weekly Grab
TOC? e 50 mg/L 1/discharge or weekly Grab
| Benzene ° e 50 pg/L 1/discharge or weekly Grab

Total BTEX * ¢ 250 pg/L 1/discharge or weekly Grab f
Total Lead® e 50 ng/l 1/discharge or weekly Grab

2H - Allow: 2 )

"gm’;;l";“gzgs?nge g,éinimm) Zﬁaximm) Udischarge or weekly | Grab

All “heels” or free liquids must be removed from a container before washing, rinsing or
conducting a hydrostatic test on the storage tank, vessel, or similar container.

When feasible, the permittee shall sample the wastewater once prior to discharge in order to
ensure permit compliance. If any discharge extends beyond one week in duration, then
sampling of the above parameters shall continue on a weekly basis until the discharge ends.

For discharge of wastewater from the hydrostatic testing of new pipes, vessels, and/or tanks,
approvai may be requested from the appropriate regional office to sample and run analysis
for the required parameters at the time of discharge (i.e., not prior to discharge). Current
regional office address and telephone numbers are available on the LDEQ website at
http://www.deg.louistana.gov/portal/tabid/62/ Default.aspx.

Report either a TSS effiuent value or a TSS net value on the DMR. If a TSS effluent value is
reported, than a no data indicator (NODI) code of 9 for conditional/not required should be
used for the TSS net value. If a TSS net value is reported, then a no data indicator (NODI) of
9 for conditional/not required should be used for the TSS effluent value.

If the effluent is being returned to the same water source from which the intake waier was
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obtained, a TSS net value may be calculated. In these cases, concurrent sampling of the
influent and the effluent is required, and the net value shall not exceed 90 mg/L. If TSS net
value is calculated, enter the effluent and intake values in the comment section of the DMR.

Flow, TSS, Oil and Grease, and pH shail be measured on discharges from all new and
existing pipelines, flowlines, vessels, or tanks. In addition, Total Organic Carbon (TQC)
shall be measured on discharges from existing pipelines, flowlines, vessels, or tanks which
have previously been in service; (i.e., those which are not new). Benzene, Total BTEX, and
Total Lead shall be measured on discharges from existing pipelines, flowlines, vessels, or
ranks which have been used for the storage or transportation of liquid or gaseous petroleum
hydrocarbons.

BTEX shall be measured as the sum of benzene, toluene, ethylbenzene, ortho-xylene, meta-
xylene, and para-xylene, as quantified using the methods prescribed by the latest approved 40
CFR 136, fables A, B,C, B, E, F, G.

There shall be no discharge of floating or settleable solids or visible foam in other than trace
amounts, or of free oil or other oily materials, or of toxic materials in quantities such as to cause
acute toxicity 1o aquatic organisms. Furthermore, there shall be no visible sheen or stains
aitributable to this discharge. There shall be no accumulation of solids in the receiving stream which
has the potential to negatively impact aquatic life or hinder natural drainage. The use of dilution
(Part 111, Standard Conditions, Section A.13) or flow augmentation (LAC 33:1X.3705.F) to achieve
effluent concentration Himitations is prohibited.

No discharge shall generate a flow condition within any drainage conveyance or water body which,
either alone or in concert with storm water runoff, represents a threat to public safety by virtue of
discharge velocity.,

Additives such as corrosion inhibitors, bactericides, and dyes may not be added to the test water to
be discharged without prior written approval from this Office. Written requests for approval must
include toxicity data for each additive proposed for use, as well as a clear description of the proposed
discharge including projected volumes of wastewaters and additive levels in the wastewaters.

There shall be no discharge of PCBs. Proof that PCBs are not present in the pipe is required for
all pipelines which have been in use for transmission of natural gas. Such proof shall consist of a
statement, signed by a responsible company official, certifying that either the pipeline has been
tested for, and found to be free of PCBs, or that compressors or other equipment that contained
PCBs were never used on the pipeline. If the permittee cannot furnish such certification, then the
discharge water must be tested for PCBs prior to any discharge, in accordance with the methods
prescribed by the latest approved 40 CFR 136, Tables A, B, C, D, E, F, G., and the results submitted
to the Water Permits Division. For certification purposes, analytical concentrations less than 0.2
pg/l. are considered non-detects.



Part |
Page 16 0of 30
LAG420000

Schedule E: Potable Water Treatment Plant Filter Backwash, Clarifier
Blowdown, Water Softening, Iron and Manganese Removal, and Disinfection of
Source Water

The permittee should refer to Appendix A (attached to the individual authorization letter) to
determine the outfall number assigned to each discharge. Appendix A also indicates the effluent
limitation page(s) that applies to each outfall. In accordance with the Monitoring and Reporting
Requirements section of the permit, DMRs shall be submitted for each outfall location.

‘ DISCHARGE MONITORING
" EFFLUENTT S LIMITATIONS REQUIREMENTS
| CHARACTERISTICS PO v | DALY MEASUREMENT | SAMPLE
! | AVERAGE | MAXIMUM FREQUENCY ' TYPE
Flow (GPD) Report Report 1/discharge or weekly | Estimate
fptal Suspended Solids | 3 o7 45 mg/L. 1/discharge or weekly | Grab i
11 i
4C larifying Agents Used Report Report Record glglir&tlg{l ons
| Chiorides ™ e 250 mg/L 1/discharge or weekly | Grab
H P ey ] {
3 ;rﬁo tal Recoveravle Iron : e ieclii rt 1/discharge or weekly | Grab
pH - Allowabie Range | 6.0 9.0 : o or weel
(Standard Units) _, (Minimum) | (Maximum) | /discharge or weekly | Grab -

i

: When feasible. the permiitee shall sample the wastewater once prior to discharge in order to

ensure permit compliance. If any discharge extends beyond one week in duration, then
sampling of the above parameters shall continue on a weekly basis until the discharge ends.

I

Limitations and monitoring requirements for TSS, Chlorides, and Total Recoverable Iron
are not applicable to discharges comprised exclusively of water treatment clarifier sludge
and/or clarifier blowdown (not combined with any other untreated waste source, including
demineralizer and softener wastes), so long as the discharge is to the source stream. If the
permittee meets the conditions of this footnote, the permittee shall use a no data indicator
(NODI) code of 9 for conditionai/ not required for TSS, Chlorides, and Total Recoverable
Iron. .

L¥Y]

Unless aotiiied by this Office, TSS monitoring from filter backwash, clarifier sludge, or
clarifier blowdown (higher water content than sludge) is only required when it is
discharged to a receiving water body that is different from the intake water body (so long as
it is not combined with demineralizer and softener wastes). If the permittee meets the

conditions of this footnote, the permittee shall use 2 no data indicator (NODI) code of 9 for
conditional/ not required for TSS.
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Each type of Clarifying Agent used shall be listed separately on the Discharge Monitoring
Report (DMR} along with the total amount used and the monthly agverage during the
monitoring period. Additionally, a Safety Data Sheet for each clarifying agent used shall
be kept on file at the plant.

The chlorides limitation shall only be applicable at facilities that use a sodium chloride
solution to regenerate filters and discharge wastewsater from the sodium chloride treatment
process treated by a system designed to meet the 250 mg/L daily maximum end-of-pipe
chlorides limitation. Facilities that do not utilize a sodium chloride solution during the
source water freatment process shall use a no data indicator (NODI) code of 9 for
conditional/ niot required for chlorides. Facilities that do utilize a sodium chloride solution
auring the source water treatment process but do not discharge wastewater from the sodium
chloride treatment process shall use a no data indicator (NODI) code of 9 for conditional/
not required for chlorides.

Wastewater discharged as a result of iron and manganese removal from source water shall
be monitored for Total Recoverable Iron if an iron removal treatment unit is used.

There shall be no discharge of floating solids or visible foam in other than trace amounts, or of free
oit or other oily materials, or of toxic materials in quantities such as to cause acute toxicity to aquatic
organisms. Furthermore, there shall be no visible sheen or stains attributable to this discharge.
There shall be no accurnulation of solids in the receiving stream which have the potential to
negatively impact aquatic life or hinder natural drainage. For all parameters except Chlorides, the
use of dilution (Part I, Srandard Conditions, Section A.13) or flow augmentation (LAC
33:1X.3705.F) to achieve effluent concentration limitations is prohibited.
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Schedule F: Discharges of Landfill Wastewater' from a Construction/Demolition
Debris and Woodwaste Landfill

The permittee should refer to Appendix A (attached to the individual authorization letter) to
determine the outfall number assigned to each discharge. Appendix A also indicates the effluent
Himitation page(s) that applies to each outfall. In accordance with the Monitoring and Reporting
Requirements section of the permit, DMRs shall be submitted for each outfall location.

3 DISCHARGE MONITORING I
EFFLUENT LIMITATIONS REQUIREMENTS
CHARACTERISTICS MONTHLY DAILY MEASUREMENT || SAMPLE
AVERAGE | MAXIMUM | FREQUENCY? TYPE
Flow - MGD Report Report l_ldlscharge or Estimate
. weekly
TSS 27 mg/l, 88 mg/L I/discharge or Girab
weekly
BODs 37 mg/L 140 mg/L Vdischarge or Grab
= weekly
ROD;’ 16 mg/L 15 mg/L H/discharge or Grab
= = weekly
Amnonia 4.5 mg/L 10 mg/L /discharge or Grab
: weekly
Alpha Terpineol 0.016 mg/L 0.033 mg/L I/discharge or Grab
i : weekly
Benzoic Acid 0.071 mg/L 0.12 me/L /discharge or Grab
weekly
- 1/discharge or
p-Cresol 0.014 mg/L 0.025 mg/L weekly Grab
Phenol 0015mg/L | 0.026mgn, | /dischargeor Grab
weekly
e e I/discharge or
Zine (Toual} b 0.11 mg/L 0.20 mg/L weekly Grab
pH - Allcwable Range 5.0 9.0 1/discharge or Grab
(Standard Units) {Minimum}) (Maximum) weekly .

!

Inctuding, but not limited to, cell dewatering wastewater, contaminated storm water and

vehicie wash water, see Storm Water Provisions, Part II, Section X, and definition, Part

Ii, Section A.28.

[\N.]

When feasibie, the permittes shall saraple the wastewater once prior to discharge in order

to ensure permit compliance. If any discharge extends beyond one week in duration, then
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sampling of the above parameters shall continue on a weekly basis until the discharge
ends.

If this discharge is into a stream that is impaired for dissolved oxygen, a 10 mg/L
monthly average and 15 mg/L daily maximum may be required. Instructions will be given
in the cover letter and/or Appendix A if this more stringent BODjs applies.

There shall be no discharge of floating solids or visible foam in other than trace amounts, or of free
oil or other oily materials, or of toxic materials in quantities such as to cause acute foxicity to
aquatic organisms. Furthermore, there shall be no visible sheen or stains attributable to this
discharge. There shall be no accumulation of solids in the receiving stream which has the potential
to negatively impact aquatic life or hinder natural drainage. The use of dilution (Part IIl, Standard
Conditions, Section A.13) or flow augmentation (LAC 33:IX.3705.F) to achieve effluent
concentration limitations is prohibited.
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Scheduie G: Non-Contact Stormwater' Discharges from a
Construction/Demolition Debris and Woodwaste Landfill

The permittee should refer to Appendix A (attached to the individual authorization letter) to
determine the outfall number assigned to each discharge. Appendix A also indicates the effluent
limitation page(s) that applics to each outfall. In accordance with the Monitoring and Reporting
Requirements section of the permit, DMRs shall be submitted for each outfall location.

l[ | DISCHARGE MONITORING
EFFLUENT LIMITATIONS REQUIREMENTS
CHARACTERISTICS | MONTHLY DAILY MEASUREMEI:IT SAMPLE
1 AVERAGE | MAXIMUM FREQUENCY~ TYPE
Flow - (MGD) Report Report I/discharge or weekly Estimate
TOC e 50 mg/L 1/discharge or weekly Grab
Oil & Grease® - 15 mg/L 1/discharge or weekly Grab
TSS ——u- 100 mgL. I/discharge or weekly Grab
Iron, Total Recoverable | ~--- 1.0 mg/L. 1/discharge or weekly Grab

' Includes storm water runoff from the cap and intermediate, daily, and final covers; see

Storm Water Provisions, Part I, Section X, and definition, Part 11, Section A.31.

When feasible, the permittee shall sample the wastewater once prior to discharge in order
to ensure permit compliance. If any discharge extends beyond one week in duration, then
sampiing of the above parameters shall continue on a weekly basis until the discharge
ends.

There shall be no discharge of floating solids or visible foam in other than trace amounts, or of free
o1l or other oily materials, or of toxic materials in quantities such as to cause acute toxicity to
aquatic organisms. Furthermore, there shall be no visible sheen or stains attributable to this
discharge. There shall be no accumulation of solids in the receiving stream which has the potential
to negatively impact aquatic life or hinder natural drainage. The use of dilution (Part 111, Standard
Conditions, Section A.13) or flow augmentation (LAC 33:IX.2469.F) to achieve effluent
conceniration lirnitations is prohibited.
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Schedule H: QOther Wastewater Discharges

The permittee shall notify the appropriate Regional Office 24 hours prior to the
commencement of discharge for wastewater covered by Schedule H. Curreni regional office
address and telephone numbers are available on the LDEQ  website at:
http://www.deq.louisiana.gov/portal/tabid/62/ Default.aspx. The permittee that will discharge into
sensitive hydrological subsegments shall notify the USFWS and NMFS (if applicable) 24 hours
prior to the commencement of discharge for wastewater covered by Schedule H. The current
Memorandum between LDEQ and USFWS are available on the LDEQ website at:
http://www.deq.lovisiana.gov/portal/Portals/0/permits/Ipdes/pdf/Fish%20and %20 Wildlite%2 0MOA
Ya20letter%20051816.pdf

The permittee should refer to Appendix A (attached to the individual authorization letter) to
determine the outfali number assigned to each discharge. Appendix A also indicates the effluent
limitation pages and effluent limitation parameters ID numbers that apply to each outfall. In
accordance with the Monitoring and Reporting Requirements section of the permit, DMRs shall be
submitted for each outfall location. In cases where there are multiple limitations listed for the same
parameter in the table below, instructions will be given in Appendix A of the cover letter indicating
the appropriate limitation to be used.

The LDEG may provide written notice to any facility requiring sampling of the proposed discharge
for specific parameter(s), including but not limited to Whole Effluent Toxicity (WET) testing. This
may be required in situations where the permittee is unable to specify potential contaminants in the
wasiewater, which typically fall under Schedule H, Other Wastewater Discharges. Any such notice
will specify that automatic coverage (i.e. 72 hours after the post mark date or upon hand-delivery)
has not been granted and will briefly state the reasons for the monitoring, parameter(s) to be
monitored, frequency and period of monitoring, sample types, and reporting requirements.

B  DISCHARGE MONITORING
D . EF?LJEI‘%T LIMITATIONS REQUIREMENTS
CHARACTERISTICS MONTHLY DALY MEASUREMENT' | SAMPLE "
AVERAGE | MAXIMUM FREQUENCY TYPE
1 Flow (GPD) Report Report 1/discharge or weekly | Estimate
2 | BODs/CBOD;s? 30 mg/L 45 mg/L. 1/discharge or weekly | Grab
3 BOD;/ CROD;s 10 mg/L 15 mg/L t/discharge or weekly | Grab
4 | BODs/ CBODs’ 5 mg/L 7.5 mg/L 1/discharge or weekly | Grab
5 ggiﬁiiﬁ%@ L3 35 mg/L 135 mg/L 1/discharge or weekly | Grab
6 ?\Ingg -(;\II“L)}a-Nm-ogen 4 mg/L 8 mg/L. 1/discharge or weekly | Grab
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oT i DISCHARGE " MONITORING
i | EFFLUENT LIMITATIONS REQUIREMENTS |
{ CHARACTERISTICS MONTHLY DAILY MEASUREMENT' | SAMPLE
AVERAGE | MAXIMUM FREQUENCY TYPE
Ammonia-Nitrogen 5 ;
7 (NH;-N) 2 mg/L 4 mg/L I/discharge or weekly | Grab
|L8 Dissolved Oxygen ?mr?f)ﬂ‘ --- 1/discharge or weekly | Grab |
9 COD --- 100 mg/L 1/discharge or weekly | Grab
10 | cop? . 300 mg/L 1/discharge or weekly | Grab
11 | TSS 30 mg/L 45 mg/L 1/discharge or weekly | Grab
112 | 188° 90 mg/L 135 mg/L 1/discharge or weekly | Grab
i3 788" 90 mg/L 1/discharge or weekly | Grab #!
14 | TSS 15 mg/L 23 mg/L 1/discharge or weekly | Grab
15 | TSS 5 mg/L 7.5 mg/L 1/discharge or weekly | Grab
16 | Oil & Grease --- 15 mg/L 1/discharge or weekly | Grab
17 rl;eLcaI Calii Lolelen 100 200 400 1/discharge or weekly | Grab
_ - T gy, ;
8 fﬂ e{:?l Coliform Colonies/100 | ,, 100 /discharge or weekly | Grab
13 1100 --- 50 mg/L 1/discharge or weekly | Grab i
20 | Total BTEX® 250 ug/L 1/discharge or weekly | Grab
21 | Total Dissolved Sclids - 500 mg/L 1/discharge or weekly | Grab
22 | Chlorides - 250 mg/L 1/discharge or weekly | Grab
23 | Sulfates -—- 250 mg/L 1/discharge or weekly | Grab
24 | Total Nitrogen - Report 1/discharge or weekly | Grab
It 25 | Total Phosphorous --- Report 1/discharge or weekly | Grab !
26 | Total Residual Chiorine . 0.2 mg/L 1/discharge or weekly | Grab
27 | Temperature (Freshwater) - Report 1/discharge or weekly | Grab
Temperature (Estuarine & :
28 Coastal Waters) --- Report 1/discharge or weekly | Grab
pH - Allowable Range 6.0 9.0 ;
1~ (Standard Units) {(Minimum) | (Maximum) Wdischargeonweskly | Gab
30 | Total Antimony --- 549 ug/L 1/discharge or weekly ~ Grab
3 Total Arsenic - 137 pg/L 1/discharge or weekly  Grab
32 | Total Beryllium - 275 ug/L 1/discharge or weekly Grab

i
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- T DISCHARGE MONITORING
D EFFLUENT : LIMITATIONS REQUIREN{ENTS
CHARACTERISTICS MONTHLY DAILY MEASUREMENT | SAMPLE
: AVERAGE | MAXIMUM FREQUENCY TYPE
33 | Toial Cadmium - 275 pug/L 1/discharge or weekly | Grab
34 | Total Chromium - 343 pg/L 1/discharge or weekly | Grab q
35 | Total Copper --- 824 pg/L. - 1/discharge or weekly | Grab )
36 | Total Lead --- 275 pg/L 1/discharge or weekly | Grab
37 | Total Mercury --- 93 ug/l. 1/discharge or weekly | Grab
38 | Total Nickel (Fresh water) - 549 ng/L 1/discharge or weekly | Grab
{39 | Total Selenium o 110 ug/L 1/discharge or weekly | Grab it
{40 | Total Silver 110 pg/L 1/discharge or weekly | Grab
[ 41 | Total Thallium - 549 ug/L 1/discharge or weekly | Grab
42 | Total Zinc --- 686 ug/L 1/discharge or weekly | Grab
g 43 | Total Cyanide - 1,200 pg/L 1/discharge or weekly | Grab
i 44 | Acrolein - 100 pg/L 1/discharge or weekly | Grab
45 | Acrylonitrile --- 232 pgll 1/discharge or weekly | Grab
46 | Benzene --- 134 pg/l 1/discharge or weekly | Grab
47 | Bromoiorm - 100 pg/L 1/discharge or weekly | Grab
48 | Carbon Tetrachloride - 38 pg/L 1/discharge or weekly | Grab
49 ¢ Chlorobenzene - 28 pg/L 1/discharge or weekly | Grab
i 50 | Chlorodibromomethane --- 100 pg/L 1/discharge or weekly | Grab
51 | Chloroethane == 268 ug/l. 1/discharge or weekly | Grab
52  2-Chloroethy! viny! ether -— 160 pg/L 1/discharge or weekly | Grab
53 | Chloroform 46 pg/l 1/discharge or weekly | Grab
54 | Dibromochloromethane --- 100 pg/L 1/discharge or weekly | Grab
55 | 1,2-Dichlorobenzene - 163 pg/L 1/discharge or weekly | Grab
56 | 1,3-Dichlorobenzene --- 44 pgfl. 1/discharge or weekly | Grab
57 ;ig;ﬁgﬁ;ﬁiﬁ; “-- 28 ug/L 1/discharge or weekly | Grab
! 58 | 1,1-Dichloroethane --- 59 ug/L 1/discharge or weekly | Grab
r59 1,2-Dichloroethane {EDC) -—- 211 ug/L 1/discharge or weekly rab
_t-SO ;’11, E{;fgllf;f:;}g;gf - 25 ug/L /discharge or weekly | Grab
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' DISCHARGE MONITORING
D EFFLUENT LIMITATIONS REQUIREMENTS
CHARACTERISTICS MONTHLY DAILY MEASUREMENT' | SAMPLE
. AVERAGE | MAXIMUM FREQUENCY TYPE
1,2-frans-Dichloroethylene - ’ "
61 {1.2-dichloroethene) -—- 54 ug/L 1/discharge or weekly | Grab
62 | 1,2-Dichloropropane - 230 pg/L 1/discharge or weekly | Grab
1,3-Dichloropropene :
63 {1,3-Dichloropropylene} --- 44 ug/l. 1/discharge or weekly | Grab
64 | Ethylbenzene - 108 ng/L 1/discharge or weekly | Grab
Methyl Bromide . .
65 {Bromomethane} --- 100 ug/L 1/discharge or weekly | Grab
Methyl Chloride .
66 {Chloromethane} - 190 pg/L 1/discharge or weekly | Grab
67 | Methylene Chloride --- 89 ug/L 1/discharge or weekly | Grab
68 | 1.i,2,2-Tetrachioroethane - 100 pg/L 1/discharge or weekly | Grab
t 69 | Tetrachicroethylene --- 54 ug/L 1/discharge or weekly | Grab
70  Toluene - 74 ug/L 1/discharge or weekly | Grab
71 i 1,1,1-Trichioroethane --- 54 pg/L 1/discharge or weekly | Grab
# 72 | 1,1,2-Trichloroethane --- 54 pg/L 1/discharge or weekly | Grab it
a richloroethyiene = ;
73 fTrichloroethene} - 54 ug/L 1/discharge or weekly | Grab “
74 | Vinyl Chioride --- 172 ug/L 1/discharge or weekly | Grab
- | 2-Chlorophenol y
75 {o-Chlorophenol} --- 98 pg/L I/discharge or weekly | Grab
76 | 2,4-Dichiorophenol --- 112 pg/L 1/discharge or weekly | Grab
77 | 2,4-Dimethylphenol - 36 ug/L 1/discharge or weekly | Grab
4,6-Dinitro-o-cresol
78 | {4,6-Dinitro-o-phenol} --- 277 vg/L 1/discharge or weekly | Grab
| {4,6-Dinitro-Z-methy! phenol}
79 | 2,4-Dinitrophenol - 123 pg/L 1/discharge or weekly | Grab
80 | 2-Nitrophenol - 69 ug/L 1/discharge or weekly | Grab
81 | 4-Nitrophenoi - 124 nug/L i/discharge or weekly | Grab
p-Chloro-m-cresol . .
82 {Parachlorometacresol} - 100 ug/L I/discharge or weekly | Grab ]I
83 | Pentachiorophenol --- 100 ug/L 1/discharge or weekly | Grab i
84 PhEEEI e 26 pg/L 1/discharge or weekly | Grab
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T " DISCHARGE ~ MONITORING
D | EFFLUENTF N ‘ EIMITATIONS REQUIREIV{ENTS ,
CHARACTERISTICS MONTHLY DAILY MEASUREMENT' | SAMPLE
: AVERAGE | MAXIMUM FREQUENCY TYPE
85 | 2,4,6-Trichlorophenol --- 100 pg/L 1/discharge or weekly | Grab
86 | Acenaphthene --- 47 ug/L 1/discharge or weekly | Grab
87 | Acenapthylene --- 47 pg/L l/discharge or weekly | Grab
88 | Anthracene - 47 pg/L. 1/discharge or weekly | Grab
I 89 | Benzidine e 100 pg/L 1/discharge or weekly | Grab
90 | Benzo{a)anthracene - 47 ug/l 1/discharge or weekly | Grab
91 | Benzo(a)pyrene --- 48 ng/L 1/discharge or weekly | Grab
| 92 *{’;eﬁz":é‘;gizzﬂniﬁ:z} 48 pg/L I/discharge or weekly | Grab |

93 | Benzo(ghi)perylene -- 100 pg/L. 1/discharge or weekly | Grab
‘ 94 | Benzo(k)fluoranthene - 47 ug/L. 1/discharge or weekly | Grab
95 | Bis(2-chloroethylether - 100 pg/L 1/discharge or weekly | Grab
‘EG Bis(Z-caloroethoxv)methane | --- 100 ug/L 1/discharge or weekly | Grab
i 97 | Bis(2-chloroisopropvijeiher - 106 pg/L 1/discharge or weekly | Grab
98 | Bis(2-ethylhexyl)phthalate --- 258 pg/L l/discharge or weekly | Grab
IP9 4-Bromophenyl phenyl ether | --- 100 pg/L 1/discharge or weekly | Grab
100 {B};ﬁgﬁ ’t?:g;lp :i}:iﬁze} -—- 100 pe/L. 1/discharge or weekly | Grab
101 { 2-Chloronaphthalene --- 100 pe/L 1/discharge or weekly | Grab
I 102 | 4-Chloropheny! phenvi ether | --- 100 pg/L Vdischarge or weekly | Grab
103 | Chrysene - 47 ug/L 1/discharge or weekly | Grab
104 | Dibenzo(a,h)anthracene -e- 100 pg/L. i/discharge or weekly | Grab
I 105 | 3,3-Dichiorobenzidine - 100 pg/L 1/discharge or weekly | Grab
106 | Diethyl phthalate --- 113 ug/L l/discharge or weekly | Grab
107 { Dimethyl phthaiate --- 47 ng/L 1/discharge or weekly | Grab
l 108 | Di-n-butyi phthaiate --- 43 pg/L 1/discharge or weekly | Grab
109 | 2,4-Dinitrotoluene - 285 pg/L 1/discharge or weekly | Grab
110 | 2,6-Dinitroioluene - 641 ug/L 1/discharge or weekly | Grab
iﬁ 11 | Di-n-octyl phthalate - 100 pg/L 1/discharge or weekly | Grab
112 I,Z-Diphenylhydra_zini --- 100 pg/L 1/discharge or weekly | Grab
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D EFFLUERNT LIMITATIONS REQUIREleENTS
CHARACTERISTICS MONTHLY DAILY MEASUREMENT | SAMPLE
AVERAGE | MAXIMUM FREQUENCY TYPE

113 | Fluoranthene - 54 pg/l. 1/discharge or weekly | Grab

114 | Fluorene - 47 pg/l. 1/discharge or weekly | Grab

115 | Hexachlorobenzene - 28 pg/L 1/discharge or weekly | Grab

116 | Hexachlorobutadiene - 49 ng/L 1/discharge or weekly | Grab

117 | Hexachlorocyclopentadiene - 100 pg/L l/discharge or weekly | Grab

118 | Hexachloroethane e 54 ng/L 1/discharge or weekly | Grab

119 | Ideno(1,2,3-cd)pyrene - 100 pg/L 1/discharge or weekly | Grab

120 | Isophorone --- 100 pg/L 1/discharge or weekly | Grab

121 | Naphthalene - 47 ug/l. 1/discharge or weekly | Grab

122 | Nitrocbenzene -e- 68 ng/L 1/discharge or weekly | Grab

123 | N-nitrosodimethylamine - - 100 pg/L 1/discharge or weekly | Grab ]
{124 : N-nitrosodi-n-propylamine --- 100 ug/L 1/discharge or weekly | Grab 1
! 125 | N-nitrosodiphenylamine -—- 100 pe/L 1/discharge or weekly | Grab

126 | Phenanthrene --- 47 ug/l, 1/discharge or weekly | Grab

127 i Pyrene --- 48 ug/L 1/discharge or weekly | Grab H

128 | 1,2,4-Trichlorobenzene - 140 pg/L i/discharge or weekly | Grab

129 | Aldrin —- 10 pg/l 1/discharge or weekly | Grab

130 | Alpha-BHC --- 10 pg/L 1/discharge or weekly | Grab

131 | Beta-BHC --- 10 pg/l. 1/discharge or weekly | Grab

132 | Delta-BHC - 10 pg/L I/discharge or weekly | Grab

133 | Gamma-BHC (Lindane) - 10 pg/L 1/discharge or weekly | Grab

134 | Chlordane “m- 10 pg/L 1/discharge or weekly | Grab

135 | 4,4-DDT -n- 10 ug/L 1/discharge or weekly { Grab
136 | 44 -DDE “ee 10 ug/L 1/discharge or weekly | Grab

137 | 4,4'-DDBD - 10 ug/l 1/discharge or weekly | Grab

138 | Dieldrin - 10 pg/l. 1/discharge or weekly | Grab

139 | Endosulfan-o --- 10 pg/lL 1/discharge or weekly | Grab

140 | Endosulfan-p - 10 pg/L 1/discharge or weekly | Grab
ﬂ‘141__ Endosulfansiﬂfate -~ _ 10 pg/L 1/discharge or weekly | Grab
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CHARACTERISTICS MONTHLY DAILY MEASUREMENT | SAMPLE
AVERAGE | MAXIMUM FREQUENCY TYPE

142 | Endrin - S pg/L 1/discharge or weekly | Grab

143 | Endrin aldehyde - 10 pg/L 1/discharge or weekly | Grab

144 | Heptachlor - 10 pg/L 1/discharge or weekly | Grab

145 | Heptachlor Epoxide --- 10 pg/L l/discharge or weekly | Grab

146 | Total PCBs --- 5 pg/l 1/discharge or weekly | Grab

147 | PCB-10i6 --- 5 ug/L 1/discharge or weekly | Grab

148 | PCB-1221 - 5ug/l 1/discharge or weekly | Grab

149 | PCB-1232 - 5 ug/L 1/discharge or weekly | Grab

150 | PCB-1242 --- 5 ng/L 1/discharge or weekly | Grab li
{151 | PCB-1248 5 ug/L 1/discharge or weekly | Grab

152 | PCB-1254 - 5 ug/l. 1/discharge or weekly | Grab

153 | PCB-1260 - 5 pg/L 1/discharge or weekly | Grab

154 | Toxaphene --- 10 pug/L 1/discharge or weekly | Grab

155 | i:i}zfif?f;gg‘g;“}'dlbenzo‘ 0.00002 pe/L | 1/discharge or weekly | Grab
{ 156 | Total Phenc:}s - 300 pg/L 1/discharge or weekly | Grab

(V5]

When feasible, the permittee shall sample the wastewater once prior to discharge in order to
ensure permit compliance. If any discharge extends beyond one week in duration, then
sampiing of the above parameters shall continue on a weekly basis until the discharge ends.

CBOD;s limitations are required when NH;-N limits are placed in the permit. BOD;
limitetions are required when NH;-N limits are not placed in the permit.

On a case-by case basis, Enterococci monitoring requirements may be required of facilities
that are located in a subsegment for which Enterococci water quality standards are
applicable. Upon written notification of coverage under this permit, the permittee shail
compiy with the effluent limitations schedule(s) stated in Appendix A of this permit.
Enterococei monitoring requirements will apply to facilities located in coastal marine waters
for which Enterococci criteria have been finalized in LAC 33.IX.1 123, Table 3.

If process wastewater is combined with storm water, the COD limitation shall be 125 mg/L
Daily Maximum (no Monthly Average limitation is set).
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For discharges from oxidation ponds the monthly average is 90 mg/L and the daily maximum
is 135 mg/L.

Report either a TSS effluent value or a TSS net value on the DMR. If a TSS effluent value is
reported, than a no data indicator (NODI) code of 9 for conditional/not required should be
used for the TSS net value. if a TSS net value is reported, then a no data indicator (NODI) of
9 for conditional/not required should be used for the TSS effluent value.

If the effluent is being returned to the same water source from which the intake water was
obtained, a TSS net valuc may be calculated. In these cases, concurrent sampling of the
influent and the effluent is required, and the net value shall not exceed 90 mg/L. I TSS net
value is calculated, enter the effluent and intake values in the comment section of the DMR.

If this discharge is located in an oyster propagation area, the Fecal Coliform limitation will
be 14 colonies/100 m! monthly average and 43 colonies/100 ml daily maximum.

Total BTEX shail be measured as the sum of benzene, toluene, ethylbenzene, ortho-xylene,
meta-xyiene, and para-xylene, as quantified using the methods prescribed by the latest
approved 40 CFR 136.

There shail be nc discharge of floating or setileable solids or visible foam in other than trace
amounts, or of free oil or other oily maierials, or of toxic materials in quantities such as to cause
acuie toxicity to aquatic organisms. Furthermore, there shall be no visible sheen or stains
atiributable to this discharge. There shall be no accumulation of solids in the receiving stream which
has the potential to negatively impact aquatic life or hinder natural drainage. The use of dilution
(Part 11I, Standard Conditions, Section A.13) or flow augmentation (LAC 33:1X.3705.F) to achieve
eftiuent concentration limitations is prohibited.
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SECTICN C. MONITORING REQUIREMENTS

1. Samples shall be taken at the monitoring points specified in Appendix A attached to the cover
letter from LDEQ that authorizes coverage under the general permit. Unless specified
otherwise in Appendix A, samples shall be taken before the effluent joins or is dituted by any
other wastestream, body of water, or substance (immediately after exiting the treatment
mechanisim, if treatment is applied). A facility-specific Appendix A will be attached to each
cover letter that authorizes facility-specific discharges under this general permit.

2. Provisions must be made during the installation of the treatment unit for obtaining a proper
sample.

(W8]

Proper sampling techniques shall be used to ensure that analytical results are representative of
pollutants in the discharge.

4. If a discharge is found to be in violation of specified limits, the permittec will be subject to
enforcement action, including civil penaliies, and may be required to obtain an individual
permit,

5. All monitoring records must be retained for a period of at least three years from the date of the
saraple measurements. The permittee shall make available to this Office, upon request, copies
of ail monitoring data required by this permit (see Part 111, Standard Conditions, Section C.4).

.O\

Moritoring results for each discharge point {outfall number) listed in Appendix A attached to
the permittee’s cover letter must be submitted through a department-approved electronic
document receiving system (NetDMR) in accordance with LAC 33:1.Chapter 21 unless the
state administrative authority gives written authorization to the permittee to submit monitoring
results in an alternative format such as paper DMRs. When reporting electronically and
monitoring is not required during a certain quarter(s), use a no data indicator (NODI) code of
9 for conditional or not required. For additional information regarding NetDMR, see the
LDEQ’s NetDMR website: www.deq.louisiana, gov/netdmr. Permittees shall submit a DMR
for each outfall identified in Appendix A attached to the permittee’s cover letter for every
monitoring period even if there were no discharges during a monitoring period.

For daily maximum and monthly average discharge limitations, the permit stipulates that
monitoring shall occur once per discharge (1/discharge) or weekly. For discharges that exceed
one week, one sample per week must be collected. Laboratory results for each regulated
parameter in the discharge shall be averaged for each sample analyzed during the month and
summarized on a Discharge Monitoring Report (DMR) form. DMR General Instruction
Number 5 defines “Average” as the arithmetic average (geometric average for bacterial
parameters) of all sample measurements for each parameter obtained during the “Monitoring
Period”. Nete that Daily Maximum values cannot be averaged.  If more than one
sampie is collected during = monitoring period, the Daily Maximum value that is
reported on the DMR is the highest value recorded for a particular parameter during
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the raonitoring events that occurred for that reporting period. The permitiee must
complete one DMR form each month for each outfall even if there were no discharges from
the outfall. Submita DMR by the 28th day of the following month.

The “Monthiy Average” concentration that is reported on the DMR form is calculated using
one formula when flow is _not measured as a continuous record and is calculated using a
different formuia when flow is measured as a continuous record or with a totalizer. Part IlI,
Standard Conditions, Section F.17 of the permit explains which formula should be used and
how to calculate “Monthly Average” concentrations when flow is not measured as a
continuous record versus when flow is measured as a continuous record or with a totalizer.

In accordance with [LAC 33:IX.2503.A and B, DMRs must be signed (electronically) and
certified by an authorized person. Be aware that LDEQ will accept laboratory results only
from “LDEQ accredited” iaboratories (see Part I, Standard Conditions, Section C.10).

An electronic DMR reporting system (NetDMR) is available at www.deq.louisiana.gov/portal/
using the following path: Online Services — NetDMR. Permittees must use this online sysiem,
unless a waiver is granted by the Office of Environmental Compliance — Enforcement
Division, Permit Compliance Unit (PCU). If granted, Discharge Monitoring Reports shall be
submitted to the Enforcement Division, Office of Environmental Compliance, Department of
Environmental Quality, P. O. Box 4312, Baton Rouge, LA 70821-4312. DMRs must be
electronically submitted in accordance with LAC 33:1.2101.A and B no later than the 28"
day of the mouth feilowing the reporiing period.
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PART il

OTHER REQUIREMENTS

The permitice must comply with all applicable provisions of the Louisiana Water Quality
Regulations including standard conditions found in LAC 33:IX.2701. This Office has established
the following definitions and requirements in accordance with those regulations. The definition of
other terms may be found in the Louisiana Water Pollution Control Regulations (LAC 33:1X.2313).

SECTION A. DEFINITIONS

For definitions of monitoring and sampling terminology see Part Il1, Standard Conditions, Section F.

Additional definitions:

I

|5 ]

n
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Act: means Act 449 of the 1979 Louisiana Legislature which established Section 2001, et
seq. of Title 30 of the Louisiana Revised Statutes of 1950 and any subsequent amendment to
these Sections.

Activily: means any conduct, operation or process which causes or may cause the discharge
of polltiants into the waters of the state.

Biochemical oxygen demand (BOD): means the amount of oxygen required by bacteria
during the decay of organic and nitrogenous material,

Bypass: means the intentional diversion of waste streams from any portion of a treatment
facility.

Clarifier Blowdown: means water discharged from a clarifier for the purpose of reducing
the suspended solids concentration.

Clarifier Sludge: sludge from the clarifier that has less water content than clarifier
blowdewn that is discharged for the purpose of removing solids from the bottom of the
clarifier. Same as clarifier blowdown with less water content.

Chemical oxygen demand (COD): means the amount of OXYygen organic matter can consume
in wastewater. It is expressed as the amount of oxygen consumed from a chemical oxidant in
mg/L.

Commingled Discharges: means waste streams that are mixed prior to final discharge and
can not be sampled separaicly as internal outfalls.
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Construction/Dermolition (C&D) Debris: nonhazardous waste generally considered not
water-soluble that is produced in the process of construction, remodeling, repair, renovation,
or demolition of structures, including buildings of all types (both residential and
nonresidential). Solid waste that is not C&D debris (even if resulting from the construction,
remodeling, repair renovation, or demolition of structures) includes, but is not limited to,
regulated asbestos containing material (RACM) as defined in LAC 33:111.5151.B, white
goods, creosoie, treated lumber, and any other item not an integral part of the structure.

Contaminated Storm Water: means storm water which comes in direct contact with landfill
wastes, the waste handling and treatment areas, or landfill wastewater as defined below in
item number 28. Some specific areas of a landfill that may produce contaminated storm
water include (but are not limited to): the open face of an active landfill with exposed waste
(no cover added); the areas around wastewater treatment operations; trucks, equipment or
machinery that has been in direct contact with the waste; and waste dumping areas.

Discharge: when used without qualification means the “discharge of a pollutant”.

Discharge Menitoring Report (DMR): The form used (including any subsequent additions,
revisions, or modifications) to report seif-monitoring results of effluent discharges by
NPDES permitiees and permitiees in delegated states. EPA Form 3320-1 is the DMR form
that must be used by permittees in the state of Louisiana (LPDES permittees) to report self-
monitoring results.

Effluent: means wastewater discharged to the waters of he state.

Effluent_Limitations: means any applicable state or federal quality or quantity limitation
which imposes any resiriction or prohibition on quantities, discharge rates, and
conceitrations of pollutants which are discharged into the waters of the state.

Emergency Discharge: includes but is not limited to: abnormal discharges associated with
natural disasters and discharges associated with or resulting from fires, explosions.

Fociility:  means a pollution source, or any public or private property or site and all
contiguous land and structures, other appurtenances and improvements, where any activity is

conducted which discharges or may result in the discharge of pollutants into waters of the
State.

Facility-specific: means any fixed location at which the activities covered by this permit
occur. A fixed location may have several discharge points at that location.

Fecai coliform: means a gram negative, non-spore forming, rod-shaped bacteria found in the

intestinal tract of warm-blooded animals.
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Filter Backwash: means water from the reverse flow through a filter used to unclog or clean
the fiiter media.

Friable Asbestos Containing Material: any material containing more than 1 percent asbestos
as determined by using the method specified in Appendix A, Subpart F, 40 CFR, Part 763,
Section 1, Polarized Light Microscopy that, when dry, can be crumbled, pulverized, or
reduced to powder by hand pressure. If the asbestos content is less than 10 percent as
determined by a method other than point counting by polarized light microscopy (PLM),
verify the asbestos content by point counting using PLM, or equivalent EPA approved
estimation technique, or assume the amount to be greater than one percent and treat the
material as asbestos-containing material,

General Permil: means an LPDES permit authorizing a category of similar discharges
within a geographicaj area.

Gray Water: means galley, bath, and shower water, as well as wastewater from lavatory
sinks, laundry, interior deck drains, water fountains, and shop sinks.

Hydrosiatic Test: is a leakage determination test that is conducted on a hollow object or
ptece of squipment by filling the tested item with water and subjecting it to pressure.

Hydrostatic Test Wastewater: water that has been used to conduct a hydrostatic test.
Internal Ouifalls: means sampling points already in existence in a combined effluent outfall

thar are posifioned such as to allow the different wastewater streams to be sampled before
they combine.

Iron and Manganese Removal Wastewater: means wastewater from the backwashmg of
filters after oxidizing chemicals have been added to the source water to precipitate iron and
manganese. Also the water discharge from the dewatering of lime or lime and soda ash
sludge used to remove iron and manganese.

Landfill: means a facility for the disposal of solid waste, other than landfarm(s) or surface
impoundmeni(s), that disposes of solid waste by placing it on or into the land surface and
usually also compacting and covering with suitable cover material to a depth and at a
frequency sufficient ic controt disease vectors and odors and in a manner that protects human
health and the environment,

Landfill Wasiewater: means all wastewater associated with, or produced by, landfilling
activities except for sanitary wastewater, non-contact siorm water, contaminated ground
water, and wastewater from recovery pumping wells. Landfill wastewater includes, but is
not limited 1o leachate, gas coliection condensate, drained free liquids, laboratory derived
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wastewater, contaminated storm water and contact wastewater from washing truck,
equipment, and railcar exteriors and surface areas which have come in direct contact with
solid waste at the landfill facility. (40 CFR 445.2)

Minor Facility: means any facility not classified as a major facility by the administrative
authority.

NetDMR: means a web-based tool that allows facilities to electronically sign and submit
LPDES discharge monitoring reporis (DMRs) to the LDEQ.

Non-contact Storm Water: means storm water which does not come in direct contact with
landfill wastes, the waste handling and treatment areas, or landfill wastewater as defined
above in item number 28. Non-contact storm water includes storm water which flows off
the cap, cover, intermediate cover, daily cover, and/or final cover of the landfill. (40 CFR
443.2)

Non:friable asbestos: any material containing more than one percent asbestos as determined
by using the meirod specified in Appendix a, Subpart F, 40 CFR, Part 763, Section 1,
Polarized Light Microscopy, that, when dry, cannot be crumbled, pulverized, or reduced to
powdzr by hand pressure.

Office: mezns the Office of Environmental Services within the Department of Environmental
Cuality.

Operator: means the person or legal entity responsible for the operation and/or maintenance
of a facility with a discharge covered by the Title 33 regulations.

Cutfall: means the point at which wastewater or storm water from a facility is monitored
prior to mixing with other waters. An outfall can be identified either at the point that effluent
or storm water discharges by pipe from a treatment plant or treatment system or the point at
which effluent or storm water discharges into a drainage ditch on the property, into a
roadside ditch, into a storm drain, or directly into a receiving water body such as a creek,
coulee, stream, bayou, canal, or river.

Owner: means the person or legal entity holding legal title to a facility with a discharge
covered by the Title 33 regulations.

Ferson: means an individual, municipality, public or private corporation, partnership, firms,
the United States Government and any agent or subdivision thereof, or any other juridical
DEISOn.

Peiroleum: means crude oil, gasoline, diesei fuel, aviation fuel, fuel oils, gasoline additives
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stored and used in conjunction with gasoline storage, petroleum lubricants, petroleum
solvents and petroleum derived asphalts.

Pollutant: means any substance introduced into the waters of the state by any means that
would tend to degrade the chemical, physicai, biological, or radiological integrity of such
environment.

Process Wastewater: means any water which, during manufacturing or processing, comes
into direct contact with or results from the production or use of any raw material,
intermediate product, finished product, byproduct, or waste product. Process wastewater
may include interior or exterior washing of plant trucks or product receptacles.

Reportable Cuantity (RQ) Release: means for oil, as defined at 40 CFR Part 110, “the
amount of oil that violates applicable water quality standards or causes a film or sheen upon
or a discoleration of the surface of the water or adjoining shorelines or causes a sludge or
emulsion to be deposited beneath the surface of the water or upon adjoining shorelines.”

Safety Data Sheer: means a compilation of information required under the OSHA
Communication Standard on the identity of hazardous chemicals, health, and physical
hazards, exposure Jimits, and precautions.

SDS: see Safety Data Sheet.

Sanitary _wastewater: means treated or untreated wastewaters which contain human
meiaboiic and domestic wastes.

Secreiary: means the Secretary of the Louisiana Department of Environmental Quality.

Short Term Discharge: discharges that will occur one-time or for a limited duration.

Source Water: means the water body (waters of the state) from which the process water is
withdrawn.

Standard Methods: means Standard Methods for the Examination of Water and Wastewater,
Amenican Public Health Association, Washington, DC.

State Administrative Authority: means the Secretary of the Department of Environmental
Quality or his designee or the appropriate assistant secretary or his designee.

Toral Organic Carbon (TOC): means the amount of various organic matter in a range of
oxidation states. It is direct expiession of total organic content. TOC measurement is
independent of the oxidation state of the organic content and does not measure other
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organically bound elements or inorganics that can contribute to the oxygen demand
measured by BOD and COD.

Total suspended solids (TSS): means the amount of solid material suspended in water
commonly expressed as 2 concentration in terms of mg/L.

Unauthorized Discharge: means a continuous, intermittent or one-time discharge, whether
intentional, anticipated, or unanticipated, from any source, permitted or unpermitted, which is
in contravention of any provision of the Act or of any permit terms and conditions, or of any
applicable regulation, compliance schedule, variance or exception of the administrative
authority.

Utility Wash Water: means wash water, excluding internal and external vehicle wash water.
This wastewater may include wash water from the washing of uncontaminated tanks or
vessels, items at a rental store, warehouse floors, etc. with or without soaps and/or detergents.

Vessel Testing Wastewater: means, after removing all “heels” or free liquids from a
pipe, pipeline, flowlize, storage tank, vessel or similar conduit or container, wastewater
generated by cleaning or rinsing either the interior or the exterior surface of a new conduit or
container; wastewster generaied by cleaning or rinsing either the interior or the exterior of a
conduil or container that has been used to coniain, transfer, transport, or store natural gas,
crude oil, liquid or gaseous petroleum hydrocarbons, or materials of similar nature; or
wastewater generated during the hydrostatic test of either a new or a petroleum
contaminated conduit or container.

Water Softening Wastewater: means water discharged from the recharging of the zeolite
media with a brine solution in an ion exchange column used to soften water. Also the water
discharged from the dewatering of lime or lime and soda ash sludge used to soften water.

White Goods: means discarded domestic and commercial appliances, such as refrigeraiors,
ranges, washers, and water heaters.

Woodwaste: yard irash and types of waste typically generated by land and right-of-way
clearing operations, sawmills, plywood mills, and woodyards associated with the lumber and
paper indusiry, such as wcod residue, cutoffs, wood chips, sawdust, wood shavings, bark,
wood refuse, wood-fired boiler ash, and plywood or other bonded material that contains only
polyurethane, phenolic-based giues or other glues that are approved specifically by the
administrative authority. Uncontaminated, un-treated or un-painted lumber or wooden
pailets are considered woodwaste under this definjtion.

Yard Trash: means vegetative matter resulting from landscaping, maintenance, or iand-
clearing operations, including tree and shrubbery leaves and limbs, grass clippings, and



Part i1
Page 7 of 37
LAG420000

flowers (LAC 33:VIL115).

SECTION B. COMPLIANCE SCHEDULE

The permittee shall be in compliance with the effluent limitations and monitoring requirements
specified herein on the date of authorization of coverage under this general permit. If a discharge is
found to be in violation of specified limits, the permittee will be subject to enforcement action,
inciuding civil penalties, and may be required 1o obtain an individual permit.

SECTION C. OTHER DISCHARGES

This permit does not in any way authorize the permittee to discharge a pollutant not limited or
monitored for in the permit, not normally associated with the activity represented in the notice of
intent, or from a source not eligible for coverage under this general permit.

SECTION B. STATE WATER QUALITY STANDARDS

LAC 33:IX.1113 describes numerical and general criteria that apply to all water bodies of the State.
Criteria are clemerits of the water quality regulations which set limitations on the permissible
amounts of a substance or other characteristics of state waiers. The General Criteria, as described in
the Louisiana Administrative Code, limit discharges to0 maintain aesthetics, color, turbidity, the
biologic ard aquatic community integrity, and many other elements in the receiving water body.
Any noncompliance with the General or Numerical Criteria is not authorized under this permit.

Discharges from facilities permitied under LPDES general permits typically consist of low volume
flows, and discharges that are intermittent in nature. This general permit is applicable to very
specific types of facilities and allows very limited types of discharges that specifically occur at
industrial faciiities that are cligible for coverage under this permit. The effluent limitations and
other conditions are determined to be sufficient to assure protection to state waters. Pursuant to
LAC 33:1¥.2317.A.9 new source discharges or new discharges of wastewater from a facility whose
discharges are in compliance with the general permit requirements should not adversely impact
water quality of 303(d) listed impaired water bodies nor should they cause or contribute to the
violation of stzte water quality standards in receiving water bodies throughout the state, including
303(d) listed impaired water bodies. Discharges from industrial facilities which are authorized
under this general permit will not negatively impact the water quality of receiving streams because
permitted facilities are required to be in compliance with the general permit requirements
immediately upon coverage by the permit. In accordance with Other Requirements, Sections E and
G, measures can be taken by the permitting authority to prohibit any discharge that is not protective
of state water quality standards.

LDEQ will review and evaluate each NOJ submitted in accordance with the State Antidegradation
Policy to assess eligibility for coverage under the general permit. Through the analysis of each
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discharge, its effects upon the receiving water body, the characteristics of the receiving water body
in combination with other water quality factors (including point source discharges in near
proximity), LDEQ will determine if the discharge is eligible for coverage. If LDEQ determines the
discharge will have reasonable potential to adversely impact water quality, coverage under the
general permit will not be granted.

SECTION E. REQUIRING AN INDIVIDUAL PERMIT OR AN ALTERNATIVE

L

GENERAL PERMIT

Applicants who fail to meet all permit eligibility conditions are not authorized and will be
provided wriiten notice of ineligibility. These operators may pursue coverage under an
individual permit or alternative general permit by submitting the appropriate application
form.

The LDEQ may require any person authorized by this permit to apply for and/or obtain
either an individual LPDES permit or an alternative LPDES general permit. Any interested
person: may petition the LDEQ to take action under this paragraph. Where the LDEQ
requires 2 discharger authorized to discharge under this permit to apply for an individual
LPDES permit, the LDEQ shall notify the discharger in writing that a permit application or
alternative general permit application is required. This notification shall include a brief
staternent of the reasons for this decision, an application form, a statement setting a deadline
for the discharger tc file the application, and a statement that on the effective date of
issuance or denial of the individual LPDES permit or the alternative general permit as it
applies to the individual permitiee, coverage under this general permit shall automatically
terminaie. The LDEQ may grant additional time to submit the application upon request of
the applicant. 1f 2 discharger fails to submit in a timely manner an application as required
by the LDEQ under this paragraph, then the applicability of this permit to the permitiee is
automatically terminated at the end of the day specified by the LDEQ for application
submittal.

Any discharger authorized by this permit may request to be excluded from the coverage of
this permit by applying for an individual permit. In such cases, the permitiee shall submit an
individual appiication in accordance with the requirements of LAC 33:1X.2515.B.3.c., with
reasons supporting the request, to the State Administrative Authority at the Louisiana
Department of Environmental Quality, Office of Environmental Services, P. O. Box 4313,
Baton Rouge, LA 70821-4313, ATTN: Water Permits Division. The request may be granted
by issuance of an individual permit or an alternative general permit if the reasons cited by
the permittee are adequate to support the request.

In order to appropriately cover all discharges that might occur at a facility, a permittee
authorized to discharge under this LPDES permit might also need coverage under an
individual LPDES permit or other LPDES general permits for discharges that occur at the
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facility/site that are not authorized by this general permit. The permittee shall maintain
appropriate permit coverage for the permitied facility/site and shall maintain compliance
with all effective LPDES permits issued to the facility/site.

5. When an individual LPDES permit is issued to a discharger otherwise subject to this permit,
or the discharger is authorized to discharge under an alternative LPDES general permit, the
applicability of this permit to that LPDES permittee is automatically terminated on the
effective date of the individual permii or the date of authorization of coverage under the
alternative general permit, whichever the case may be. When an individual LPDES
permit is denied to an owner or operator otherwise subject to this permit, or the owner
or operator is denied coverage under an alternative LPDES general permit, that owner
or operator then becomes ineligible for autherization to discharge under this general
permit, uniess the LDEQ determines that specific discharges from the owner or
operator’s tacilily may be autherized by this permit.

SECTIONF. COMBINED OUTFALLS

If two or more different wastewater types are to be discharged from a single outfall point, then that
outfal; shall be subject to all the effluent limitations and monitoring requirements that apply to each
separate wastewater type (effluent schedule). If an effluent characteristic (monitoring parameter) is
listed in more than one outfall schedule that applies to the combined outfall, then the more stringent
numerical effiuent limitation and/or monitoring requirement for that parameter must be met.

Laboratory analysis shall be conducted for all of the limited parameters (effluent characteristics)
contained in each of the applicable outfall schedules. If different outfall schedules contain different
daily maximum values or different monitoring frequencies then the most stringent value or
frequency is applicable to the discharges from the outfall.

SECTION G. PERMIT REQOPENER CLAUSE

If there is evidence indicating that the discharges authorized by this permit cause, have the
reasonable potential to cause, or coniribute to a violation of water quality standard, the discharge
may be required to obtain an individual permit or an alternative general permit in accordance with
Other Requirements, Sections D and E of this permit, or the permit may be modified to include
different requirements and /or limitations.

SECTION H. 24-HOUR ORAL REPORTING: DAILY MAXIMUM LIMITATION
YVIOLATIONS

Under the provisions of Part 111, Siandard Conditions, Section D.6.b. of this permit, violations of
daily maximum limitations for the following pollutants shall be reported to the Office of Emergency
Response. Notification of all violations of daily maximum limitations for these parameters must be
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reported to the Office of Environmental Compliance Single Point of Contact (SPOC) within 24
hours upon discovering the unauthorized discharge or release. Notification can be made by email or
orally utilizing any one of the following procedures: (1) use the Online Incident Reporting report
and procedures found at www.deq.louisiana.gov/portal/: ONLINE SERVICES — Online Incident
Reporting; (2) use a direct email addressed to spoc(@la.gov; or (3) verbally notify LDEQ by calling
the LDEQ Hotline at (225) 342-1234, which is manned 24 hours a day, 7 days a week, or by calling
the LDEQ-SPOC at (225) 219-3640 which is manned during normal office hours (M-F, 8:00 am —
4:30 pm). The online notification procedure removes the need to make a verbal call to the LDEQ
Hotline or the SPOC phone number and allows the notification to be submitted directly to the SPOC
electronically. The Excursion Form found at www.deq.louisiana.gov/apps/forms/irf/forms/ may be
completed and emailed to spoc@la.gov to satisty the 24-hour reporting requirement. Under the
provisions of Part III, Standard Conditions, Section D.6.d of this permit, the facility must also
submit a Written Notification Report within seven (7) calendar days after submitting the 24-hour
electronic or verbal notification of any LPDES permit limit excursion. Written notification Reports
may be either faxed or mailed to the LDEQ, Office of Environmental Compliance, Surveillance
Division. Written Notification Reports should be either faxed to (225) 219-4044, or mailed to the
Louisiana Department of Environmental Quality, ATTN: Surveillance Division SPOC,
Unauthorized Discharge Notification Report, P. O. Box 4312, Baton Rouge, LA 70821-4312.

METALS. CYANIDE, TOTAL PHENOLS

Antimony
Arsenic
Beryllium
Cadmium
Chromium
Copper

Lead
Mercury
Nickel
Selenium
Silver
Thallium
Zinc

Total Cyanide
Total Phenols

DIOXIN

2,3,7,8-TCDD



VOLATILE COMPOUNDS

Acrolein

Actrylonitrile

Benzene

Bromoform

Carbon Tetrachloride
Chlorobenzene
Chlorodibromomethane
Chloroethane
2-Chloroethyl Vinyl Ether
Chloroform
Dichlorobromomethane
i,2-Dichlorobenzene
1,3-Dichlorobenzene
1,4-Dichlorobenzene
1,1-Dichloroethane
1,2-Dichlorcethane
1,1-Dichloroethylene
1,2-Dichioropropane
1,3-Bichloropropylene
Ethylbenzene

Methy! Bromide
Methy! Chloride
Meihylene Chloride
1,1,2,2-Teira-Chloroethane
Tetrachloroethylene
Toluene
1-2-Trans-Dichloroethylene
1.1,1-Trichloroethane
1,1,2-Trichloroethane
Trichlorethylene

Vinyl Chioride

ACID COMPOUNDS

" Pheno!
2-Nitrophenol
4-Nitrophenol
2,4-Dinitrophenol
4,6-Dinitro-C-Cresol
P-Chloro-M-Cresol

Part I1
Page 11 of 37
LAG420000



Part 11
Page 12 of 37
LAG420000

Pentachlorophenol
2-Chlorophenol
2,4-Dichlorophenol
2,4,6-Trichlorophenol
2,4-Dimethylphenol

BASE/NEUTRAL COMPOUNDS

1,2-Diphenylhydrazine
1,2,4-Frichlorobenzene
2-Chloronaphthalene
2.4-Dinitrotoluene
2,6-Dinitrotoluene
3,3-Dichiorobenzidine
3,4-Benzcofluoranthene
4-Bromophenyl Phenyl Ether
4-Chloropheny! Phenyl Ether
Acenaphthene
Acenaphthylene

Anthracene

Benzidine

Benzo (a) Anthracene

Benzo (a) Pyrene

Benzo, {g,h,i) Perylene
Benzo (k) Fluoranthene

Bis (2~Chloroethoxy) Methane
Bis (2-Chloroethyl} Ether
Bis (2-Chloroisopropyl) Ether
Bis (2-Ethylhexyl) Phthalate
Butyl Benzyl Phthalate
Chrysene

Divenzo (a,h) Anthracene
Diethyl Phrhalate

Dimethyl Phthalate
Di-N-Buty! Phthalate
Di-N-Octyl Phthalate
Fluoranthene

Fluorene

Hexachlorobenzene
Hexachlorobutadiene
Hexachlorocyclopentadiene
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Hexachloroethane

Ideno (1,2,3-c,d) Pyrene
Isophorone

Naphthalene

Nitrobenzene
N-Nitrosodimethylamine
N-Nitrosodi-n-propylamine
N-Nitrosodiphenylamine
Phenanthrene

Pyrene

PESTICIDES/HERBICIDES

Alpha-Endosulfan
Beta-Endosulfan
Endosulfan Sulfate
Aldrin
Alpha-BHC
Beta-BHC
Gamma-BHC
Deiia-BHC
Dieldrin
4,4°-DDE
4.4°.DDD
4,4°-DDT
Heptachlor
Endrin Aidehyde
Heptachlor Epoxide
Chlordane
Toxaphene
PCB-1242
PCB-1254
PCB-1221
PCB-1232
PCB-1248
PCB-1260
PCB-1016

Endrin

SECTION I. MINIMUM QUANTIFICATION LEVEL { MQL)

 If any individual analytical test result is less than the minimum quantification level listed below, a
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value of zero (0) may be used for that individual result for the Discharge Monitoring Report (DMR)
calculations and reporting.

NONCONVENTIONAL MOL (ug/L
Phenolics, Total Recoverable (4AAP) 5
METALS AND CYANIDE MOL (ng/1)
Antimony (Total) 60
Arsenic (Total) 5
Beryllium (Total) 0.5
Cadmium (Total) 1
Chromium (Total) 10
Chromium (3+) 10
Chromium (6+) 10
Copper (Total) 3
Lead (Total) 2
Mercury (Totai) 0.005
Molybdenum (Total) 30
Nickel (Total) Freshwater 5
Nickei (Total) Marine 5
Selenium (Total) . 5
Silver (Total) 0.5
Thallium (Total) ' 0.5
Zinc (Total) 20
Cyanide (Total) 10
DIOXIN MQOL (ug/L
2,3,7,8-TCDD 0.00001
VOLATILE COMPOUNDS MOL (ug/1)
Acrolein 50
Acrylonitrile 20
Benzene 10
Bromoform 10
Carbon Tetrachioride 2
Chlorobenzene 10
Chlorodibromomethane 10
Chloroethane 50
2-Chloroethylvinylether 10

Chloroform 10
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i,2-Dichlorobenzene - 10
1,3-Dichlorobenzene 10
1,4-Dichlorobenzene 10
Dichlorobromomethane 10
1,1-Dichloroethane 10
1,2-Dichloroethane 10
1,1-Dichloroethylene 10
1,2-Dichloropropane 10
1,3-Dichloropropylene 10
Ethylbenzene 10
Methyl Bromide [Bromomethane] 50
Methyl Chioride [Chloromethane] 50
Methylene Chloride 20
1,1,2,2-Tetrachloroethane 10
Tetrachloroethylene 10
Toluene 10
1,2-trans-Dichloroethylene 10
1,1,1-Trichloroethane _ 10
1,1,2-Trichloroethane 10
Trichloroethyiene 10
Vinyl Chioride 10
ACID COMPOUNDS MOQL (ug/L)
2-Chlorophenol 10
2,4-Dichlorophenol 10
2,4-Dimethylphenol 10
4,6-Dinitro-o-Cresol [2-Meihyl-4,6-Dinitrophenol] 50
2,4-Dinitrophenol 50
2-Nitrophenol 20
4-Nitrophenol 50
p-Chloro-m-~Cresol {4-Chloro-3-Methylphenol] 10
Pentachlorophenol 5
Phenol 10
2,4,6-Trichlorophenol 10
BASE/NEUTRAL COMPOUNDS MOL (pg/l.
Acenaphthene 10
Acenaphthylene 10
Anthracene 10
Benzidine 50
Benzo(a)anihracene 5

Benzo(a)pyrene 5



3,4-Benzofluoranthene
Benzo(ghi)perylene
Benzo(k)fluoranthene
Bis(2-chloroethoxy) Methane
Bis(2-chloroethy!) Ether
Bis(2-chloroisopropyl) Ether
Bis(2-ethylhexyl) Phthalate
4-Bromopheny! Phenyl Ether
Butylbenzyl Phthalatie
2-Chloronapthalene
4-Chlorophenyl Phenyl Ether
Chrysene
Dibenzo(a,h)anthracene
3,3'-Dichlorobenzidine
Diethy! Phthalate

Dimethy! Phthalate
Di-n-Butyl Phthalate
2,4-Dinitrotoluene
2,6-Diniirotoluene
Di-n-octy! Phthalate
1,2-Diphenylhydrazine
Flucranthene

Fluorene

Hexachlorobenzene
Hexachlorobuiadiene
Hexachlorocyclopentadiene
Hexachloroethane

Indeno(1,2,3-cd)pyrene [2,3-0-Phenylene Pyrene]

Isophorone

Naphthalene

Nitrobenzene
n-Nitrosodimethylamine
n-Nitrosodi-n-Propylamine
n-Nitrosodiphenylamine
Phenanthrers

Pyrene
1,2,4-Trichlorobenzene

PESTICIDES

Aldrin
Alpha-BHC

10
20

10
10
10
10
10
10
10
10

10
10
10
10
10
20
10
10

10
10
20

10
10
10
50
20
20
10
10
10
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MOL (ug/t

0.01
0.05



Part 11
Page 17 of 37

LLAG420000
Beta-BHC 0.05
Gamma-BHC {Lindane] 0.05
Delta-BRC 0.05
Chlordane 0.2
4.4-DDT 0.02
4,4'-DDE [p,p-DDX] 0.1
4,4'-DDD {p,p-TDE] ' 0.1
Dieldrin 0.02
Alpha-Endosulfan 0.01
Beta-Endosulfan 0.02
Endosulfar Sulfate 0.1
Endrin 0.02
Endrin Aldehyde 0.1
Heptachlor 0.01
Heptachlor Epoxide {BHC-Hexachlorocyclohexane) 0.01
PCRB-1242 0.2
PCB-1254 0.2
PCB-1221 0.2
rCB-1232 0.2
BCB-1248 0.2
PCB-1260 0.2
PCB-1016 0.2
Toxaphene 0.3

The permittee may develop an effluent specific method detection limit (MDL) in accordance
with Appendix B to 40 CFR Part 136 (See LAC 33:1X.4901). For any pollutant for which the
" permittee determines an effluent specific MDL, the permittee shall send to this Office a report
containing QA/QC documentation, analytical resulis, and calculations necessary to demonstrate
that the effluent specific MDL was correctly calculated. An effluent specific minimum
quantification level (MQL) shall be determined in accordance with the following calculation:

MQL =3.3 x MDL
Upon written approval by this Office, the effluent specific MQL may be utilized by the
permittee for all future Discharge Monitoring Report (DMR) calculations and reporting

requirernents.

SECTION J. OXIDATIQN PONDS

If the permittee is closing or undergoing closure of an oxidation pond under this permit, then all
applicable iules and regulations relative to the proper closure of sanitary sewer oxidation ponds
shall be followed. This permit only authorizes the permittee to dewater this facility.
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‘SECTION K. FLOW CONDITION

The discharge shall not generate a flow condition within any drainage conveyance or waterbody
which, either alone or in concert with storm water runoff, represents a threat to public safety,
aquatic life, or channel integrity by virtue of discharge velocity.

SECTION L. PCBs

For hydrostatic tests, proof that PCBs are not present in the pipe is required for all pipelines which
have been in use for the transmission of natural gas. Such proof shall be submitted to this Office
with the notice of intent and shall consist of a statement, signed by a responsible company official,
stating that the pipeline has been tested for, and found to be free of, PCBs, or that compressor or
other equipment that contained PCBs were never used on the pipeline. If the permittee cannot
furnish such certification, then the discharge water must be tested for PCBs using the methods
prescribed by the latest approved 40 CFR 136, and the results shall be submitted to the regional
office indicated or the cover letter accompanying this permit along with other parameters as
required by Part 11, Section H of this permit.

SECTION M. SITE RUNQFF

This permit does ot in any way authorize the permittee to discharge a pollutant not listed or
quantified in the notice of intent or as otherwise authorized in the permit. Any runoff leaving the
permitied site, other than the permitied outfalls, exceeding 50 mg/L Total Organic Carbon (TOC),
15 mg/L Oil and Grease, or having a pH less than 6.0 or greater than 9.0 standard units shall be a
violation of this permit.

SECTION N, BRIDGE MAINTENANCE BEST MANAGEMENT PRACTICES

BEST MANAGEMENT PRACTICES (BMPs) FOR HYDROCLEANING/HYDROBLASTING
ACTIVITIE

1. Perform all hydrocleaning operations in a manner to minimize the discharge of
hydrocleaning debris into the receiving water, which shall include the following:

a. Removing by hand all loose rust and debris from each section of the bridge
components prior to hydrocleaning;

b. Scraping and removing all large accumulations of nesting material and pigeon waste
prior to hydrocleaning; and

c. Installing mesh screening in drainage areas to protect marine traffic from any

materials that may become loose during hydrocleaning activities; hydrocleaning per
the specification of each section using 3,500 to 5,000 psi while monitoring screening
covetrs to prevent pooling of water;
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2. All debris collected as a resuit of the hydrocleaning activity shall be properly disposed of in
accordance with the Solid Waste Regulations. Loose rust, debris, nesting material, and
pigeon waste can be disposed of as ordinary household waste.
3. Any changes to the proposed work activities shall be approved by the Department prior to

commencement of the hydrocleaning.

SECTION O. SURFACE DRINKING WATER PROTECTION AREA

If an unauthorized discharge from bridge maintenance, hydrocleaning, or hydroblasting activities is
to a receiving stream with a designated use listed as “drinking water supply”, the discharger shall
notify the nearby drinking water treatment facility immediately, but in no case later than one (1)
hour after learning of the discharge, after learning of the unauthorized discharge. The notification
shall be by telephone or other means of rapid communication.

There shall be no discharge within one mile upsiream of any drinking water intake. The permittee

is responsible for determining the existence and the location of the nearest drinking water intake
prior to each discharge.

SECTICN P. PEICING/ANTI-ICING OPERATIONS

Perform all deicing/anti-icing operations in a manner to minimize the discharge of deicing/anti-
icing chemicals into the receiving water. Facilities which conduct deicing/anti-icing operations shall
maintain a record of the types (including the Safety Data Sheets (SDS) and monthly quantities,
cither as measured or, in the absence of metering, as estimated to the best of your knowledge. This
includes all deicing chemicals, not just glycols and urea (e.g., potassium acetate), salt, and/or sand
because large quantities of these other chemicals or materials can still have an adverse impact on
receiving waters.

SECTION Q. SANITARY BISCHARGE

Future water quality studies may indicate potential toxicity from the presence of residual chlorine in
the treatment facility's effiuent. Therefore, the permittee is hereby advised that a future Total
Resicual Chlorire Limit may be required if chlorine is used as 2 method of disinfection. In many
éases, this becomes a NO MEASURABLE Total Residual Chlorine limit. If such a limit were
imposed, the permiftee would be required to provide for dechlorination of the effluent prior to
discharge. Please be aware, concentrations of Total Residual Chlorine above 0.01 mg/L can cause
or coniribute to significant toxicity in receiving streams and biomonitoring testing. It is the
permittee’s responsibility to assure that no Total Residual Chiorine remains in the effluent after
dechlorination in order o prevent toxicity in the receiving stream.

The Depariment of Environmenta! Quality reserves the right to impose more stringent discharge
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limitations and/or additional restrictions in the future to maintain water quality integrity and the
designated uses of the receiving water bodies based upon waier quality studies. These studies may
indicate the need for more advanced wastewater freatment. Studies of similar discharges and
receiving water bodies have resulted in monthly average effluent limitations of 5 mg/L. CBOD; and
Z mg/t. NH3-N. Therefore, prior to upgrading or expanding this facility, the permittee should
contact the Department to determine the status of the work being done to establish future effluent
himitations and additional permit conditions.

SECTION R. FLOW MEASUREMENT

The flow monitoring sample type for the effluent schedules contained in this general permit is
specified as “estimate”. Therefore, the permittee shall not be subject to the accuracy provisions for
flow measurement established in the Part IIl, Standard Conditions, Section C.6 of this permit.
When collecting samples for permit compliance purposes, the flow may be estimated using best
engineering judgment, {LAC 33:1X.2701}]

SECTION S, STATE LAWS

1. Nothing in this permit shall be construed to preclude the institution of any legal action or
relieve the permittee from any responsibilities, liabilities, or penalties established pursuant to
any applicable Siate law or regulation under authority preserved by Section 510 of the Clean
Waier Act.

o]

No condition of this permit shall release the permittee from any responsibility or
requirements under other environmental statutes or regulations.

SECTICNT. POLLUTION PREVENTION ACTIVITIES

The following pollution prevention activities shall be implemented at all facilities authorized to
discharge under this general permit. The permittee is not required to have a written storm water
pollution prevention plan (SWPPP) for the activities described below except as described in
Seciions T, U, and X; however, the operator of the facility is required to implement any of the
following pollution prevention activities that are applicable to operations that occur at the permitted
facility. Facilities covered under this permit and which have industrial storm water permit coverage
under the MSGP must have a written SWPPP that meets the requirements of the MSGP. In addition
to the pollution prevention requirements described below, a facility that is authorized to discharge
industrial storm water in accordance with the requirements of the Multi-Sector General Permit
(MSGP) must alse have a written siie-specific SWPPP that satisfies the appropriate industrial
sector-specific requirements for thai particular facility.

Chemical Sicrage:
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All chemical storage tank installations (including double-walled tanks) with a
capacity greater than 660 gallons for an individual container, or 1,320 gallons for
two or more containers in aggregate within a common storage area shall be
constructed so that a secondary means of containment is provided for the entire
contents of the largest tank plus sufficient freeboard to allow for precipitation.
Diked areas should be sufficiently impervious to contain spills.

All diked areas surrounding storage tanks or STORM WATER collection basins
shall be free of residual oil or other contaminants so as to prevent the accidental
discharge of these materials in the event of flooding, dike failure, or improper
draining of the diked area. All drains from diked areas shall be equipped with valves
which shall be kept in the closed position except during periods of supervised
discharge.

All check valves, tanks, drains, or other potential sources of pollutant releases shall
be inspected and maintained on a regular basis to assure their proper operation and to
nrevent the discharge of pollutanis.

Where a Spill Prevention and Control (SPC} plan is required in accordance with
LAC 33:X. Chapter 9, the Poliution Prevention Plan shall include the Spill
Prevention Control and Countermeasure (SPCC) procedures or refer to them by
reference.

General Housekeeping:

a.

All equipment, parts, dumpsters, trash bins, petroleum products, chemical solvents,
detergents, or other materials exposed to STORM WATER shall be maintained in a
manner which prevents contamination of STORM WATER by pollutanis.

All spilled product or other spilled wastes shall be immediately cleaned up and
disposed of according to all applicable regulations (SPC or SPCC). Use of
detergents, emulsifiers, or dispersants to clean up spilled product is prohibited except
where necessary to comply with State or Federal safety regulations (i.e., requirement
for non-slippery work surface). In all such cases, initial cieanup shall be done by
physical removal and chemical usage shall be minimized.

Any vehicle or equipment that is in a state of disrepair which increases the potential
for contaminating the discharge water (such as vehicle leaking fluids) shall be stored
in a designated area. Furthermore, efforts shall be made to prevent the
contamination of surface and ground water from such vehicles by means of drip
pans, repairs, etc.

Procedures shall be established for the handling of discarded batteries, waste
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avtomotive fluids and any other product that may be used and accrued at the facility
(ie., painis, solvents, eic.). Such procedures shall specifically describe the
method(s) 1o prevent STORM WATER and wastewater contact with these materials.

Washing Activities:

a.  All washing activities resulting in discharges shall be conducted either without soaps
and Getersents or with biodegradable soaps used in minimal amounts. The use of
non-biodegradable soaps and detergents, tire cleaners containing potentially
hazardous chemicals, and solvents in discharges authorized by this permit is
pronibited. Washing with soaps shall not be performed on the lot without adequate
treatment for the wastewaier siream. All washwaters using soaps and/or detergents
are subject to the requirements and limitations in Schedule C (utility wash waters
with soaps and/or detergents).

b. If the washing activity takes place on an impermeable surface (such as concrete or
asphalt paving), the area where the washing operation is to be conducted and the
subsecuent drainage path shall be swept clean of dirt and other dry substances
immediately prior to commencing the washing operation.

¢.  When washing at a location other than a washrack, any spills, drips of automotive
fluids, or other contamination to the washing area and/or the subsequent drainage
area shall be picked up by dry means prior to the beginning of the washing operation,
and the washing must be done without the use of soaps and/or detergents. The use of
detergents, emulsifiers, or dispersants to clean up spilled contaminants is prohibited
except where necessary to comply with State and Federal safety regulations (e.g,
requirement for non-slippery work surface). In all such cases, initial cleanup shall be
done by physical removal and chemical usage shall be minimized. Cosmetic
washing of the exterior of vehicles without the use of soaps and/or detergents is not
subject to the requirements and limitations in Schedule C (utility wash waters with
soaps and/or detergenis).

d.  Prior to steam cleaning, parts must be drained of all fluids, oils and other fluids
which must be disposed of properly. Steam cleaning of parts and vehicle shall be
performed in an arsa so that the wastewater from this activity is directed into the
wash rack or other appropriate ireatment system. Steam cleaning or pressure
washing engines, and/or indusirial equipment with non-biodegradable soaps
and/or detergents or with chemicals containing any of the 126 priority
poilutanis is prohibited.
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SECTION U. STORMWATER POLLUTION PREVENTION PLANS

This section applies to facilities that discharge stormwater and may require a stormwater pollution
prevention plan (SWPPP). If a SWPPP is necessary, the requirement will be specified in Appendix
A of the cover letter from LDEQ that authorizes coverage under the general permit.

1.

(W3]

N

This section applies to all stormwater discharges from the facility, either through permitted
outfalls or through outfalls which are not listed in the permit or as sheet flow. The purpose
of the pollution prevention plan is to identify potential sources of pollution that would
reasonably be expected to affect the quality of stormwater and identify the practices that wili
be used to prevent or reduce the pollutants in stormwater discharges.

Any runoff leaving the developed areas of the facility, other than the permitted outfall(s),
exceeding 50 mg/L TOC, 15 mg/L Oil and Grease, or having a pH less than 6.0 or greater
than 9.0 standard units shall be a violation of this permit. Any discharge in excess of these
limitations, which is attributable to offsite contamination shall not be considered a violation
of this permit. A visual inspection of the facility shall be conducted and a report made
anmually as described in Paragraph 4 below.

The permitiee shall prepare, implement, and maintain a Storm Water Pollution Prevention
Pian (SWPPP) within fourteen (14) days of the date permit authorization is granted. The
terms and conditions of the SWPPP shal! be an enforceable Part of the permit. EPA
document 833-R-92-006 (Storm Water Management for Industrial Activities) mayv be used
as a guidance and may be obtained at the following website:
hitp://waier.epa.gov/polwaste/npdes/stormwater/upload/industrial swppp_guide.pdf

‘The following conditions are applicable to all facilities and shall be included in the SWPPP
for the facility.

a.  The permittee shall conduct an inspection of the facility site at least one time during
the time the permittee is authorized to discharge to identify areas contributing to the
storm water discharge from developed areas of the facility and evaluate whether
measures 10 reduce pollutant loadings identified in the SWPPP are adequate and have
peen properly implemented in accordance with the terms of the permit or whether
additional control measures are needed.

b. The permittee shall develop a site map which includes all areas where stormwater may

contact potential pollutants or substances which can cause pollution. Any location
where reportable quantities leaks or spills have previously occurred are to be
documented in the SWPPP. The SWPPP shall contain a description of the potential
pollutant sources, including, the type and quantity of material present and what action
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has been taken to assure stormwater precipitation will not directly contact the
substances and result in ceniaminated runoff. -

Where experience indicates a reasonable potential for equipment failure (e.g. a tank
overflow or leakage), natural condition of (e.g. precipitation), or other circumstances
which result in significant amounts of pollutants reaching surface waters, the SWPPP
should include a prediction of the direction, rate of flow and total quantity of pollutants
which could be discharged from the facility as a result of each condition or
circumstance.

The permittee shall maintain for a period of three years a record summarizing the
results of the inspection and a certification that the facility is in compliance with the
SWPPP, and identifying any incidents of noncompliance. The summary report should
contain, at & minimum, the date and time of inspection, name of inspector(s),
conditions found, and changes to be made to the SWP3.

The summary report and the foliowing certification shall be signed in accordance with
LAC 33:IX.2503. The summary report is to be attached to the SWPPP and provided to
the Department upon request.

"I certify under penalty of law that this document and all attachments were prepared
under my dirsction or supervision in accordance with a system designed to assure that
qualified personnel properly gather and evaluate the information submitted. Based on
my inquiry of the person or persons who manage the system, or those persons directly
responsible for gathering the information, the information submitted is, to the best of
my knowledge and belief, true, accurate, and complete. I am aware that there are
significant penalties for submitting false information, including the possibility of fine
and imprisonment for knowing viclations."

Signatory requirements for the certification may be found in Part 1II, Srandard
Conditions, Section D.10 of this permit.

The permittee shall make available to the Department, upon request, a copy of the
SWPPP and any supporting documentation.

The following shall be included in the SWPPP, if applicable.

a.

The permittes shall utilize ail reasonable methods to minimize any adverse impact on
the drainage system including but not limited to:

maintaining adequate roads and driveway surfaces;
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ii.  removing debris and accumulated solids from the drainage system; and

ii. cleaning up immediately any spill by sweeping, absorbent pads, or other
appropriate methods.

All spilled product and other spilled wastes shall be immediately cleaned up and
disposed of according to all applicable regulations, Spill Prevention and Control (SPC)
plans or Spill Prevention Control and Countermeasures (SPCC) plans. Use of
detergents, emulsifiers, or dispersants to clean up spilled product is prohibited except
where necessary to comply with State or Federal safety regulations (i.e., requirement
for non-slippery work surface) except where the cleanup practice does not result in a
discharge and does not leave residues exposed to future storm events. In all such
cases, initial cleanup shall be done by physical removal and chemical usage shall be
minimized.

All equipment, parts, dumpsters, trash bins, petroleum products, chemical solvents,
detergents, or other materials exposed to stormwater shall be maintained in a manner
which prevents contamination of stermwater by pollutants.

All waste fuel, lubricants, coolants, solvents, or other fluids used in the repair or
maintenance of vehicles or equipment shall be recycled or contained for proper
disposal. Spills of these materials are to be cleaned up by dry means whenever
possible.

All storage tank installations (with a capacity greater than 660 gallons for an individual
container, or 1,320 gallons for two or more containers in aggregate within a common
storage arca) shall be constructed so that a secondary means of containment is
provided for the entire contents of the largest tank plus sufficient freeboard to allow for
precipitation. Diked areas should be sufficiently impervious to contain spills.

Al diked areas surrounding storage tanks or stormwater collection basins shall be free
of residual oil or other contaminants so as to prevent the accidental discharge of these
materials in the event of flooding, dike failure, or improper draining of the diked area.
All drains from diked areas shall be equipped with valves which shall be kept in the
closed condition except during periods of supervised discharge.

All check valves, tanks, drains, or other potential sources of pollutant releases shall be
inspected and maintained on a regular basis to assurc their proper operation and to
preveni the discharge of pollutants.

“The permittee shall assure compliance with all applicable regulations promulgated

under the Louisiana Solid Waste and Resource Recovery Law and the Hazardous
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Waste Management Law (L.R.S. 30:2151, etc.). Management practices required under
above regulations shall be referenced in the SWP3.

i.  The permitiee shall amend the SWPPP whenever there is a change in the facility or
change in the operation of the facility which materially increases the potential for the
ancillary activities to result in a discharge of significant amounts of pollutants.

j.  If the SWPPP proves to be ineffective in achieving the general objectives of
preventing the release of significant amounts of pollutants to water of the state, then
the specific objectives and requirements of the SWPPP shall be subject to modification
tc incorporate revised SWPPP requirements.

SECTION V. REPORTING TO REGIONAL OFFICES FOR HYDROCLEANING AND
HYDROBLASTING ACTIVITIES

The permitiee shall notify the regional office where the discharge will occur before commencement
of hydrocleaning and/or hydroblasting activities. Current regional office address and telephone
numbers are available on the LDEQ website at hitpi//www.deq.louisiana.gov/portal/tabid/62/
Detault.aspx. This notificaiion must include the following information:

1. the location of the proposed site;

2. a list of outfalis at the site along with a U. S. G. S. Quadrangle Map and site diagram
showing the discharge points and the efftuent pathway into receiving waters; and

3. the approximate date of start up.

Notification of termination of hydrocleaning and/or hydroblasting activities must be made in
wrliing to this Office and to the appropriate regional office where the discharge occurred. The
permifiee shall a2iso submit to this Office a final report of all hydrocleaning and/or hydroblasting
activities performed. The report shall include the start and end dates of the hydrocleaning
activities, a listing of the areas that were hydrocleaned and/or hydroblasted, the estimated discharge
to the receiving waters, and any solid waste accumulated and the method of disposal.

SECTION V. CHEMICAEL ADDITIVES

Chemical additives or soaps and/or detergents may not be added to the hydrocleaning/hydroblasting
waler without prior approval from this Office. Toxicity data for each additive must be submitted
vrior to approval, This approval may require a permit modification.

SECTION X, STORM WATER POLLUTION PREVENTION PLANS FOR
CONSTRUCTICN / DEMOLITION DEBRIS AND WOODWASTE LANDFILLS

A storm water pollution prevention plan (SWPPP) for the facility must be prepared and
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implemented within 14 days of the date permit authorization is granted. If a SWPPP is necessary,
the requirement will be specified in Appendix A of the cover letter from LDEQ that authorizes
coverage under the general permit. Copies of the plan should not be submitted to this Office unless
specifically requested by the Agency. Your SWPPP must be prepared in accordance with good
engineering practices. EPA has developed guidance entitled “Storm Water Management for
Industrial Activities: Developing Pollution Prevention Plans and Best Management Practices,” EPA
#832/R-92-006, September 1992, to assist permittees in developing and implementing poliution
prevention measurss. A copy may be obtained at the following website: :
http://water.epa.gov/polwaste/npdes/stormwater/upload/industrial swppp guide.pdf Use of a
registered professional engineer for SWPPP preparation is not required by the permit, but may be
independently required under state law and/or local ordinance. Your SWPPP must: identify
potential sources of pollution which may reasonably be expected to affect the quality of storm water
discharges from your facility; identify the structural, non-structural and other controls which you
will use to reduce the poliutants in storm water discharges from the facility; and assure compliance
with the terms and conditions of this permit.

1. Contents of Plan
a.  Poliution Prevention Team
You must identify the staff individual(s) (by name or titie) that comprise the facility’s storm
water Pollution Prevention Team. Your Pollution Prevention Team is responsible for
assisting the facility/plant manager in developing, implementing, maintaining and revising
the facility’s SWPPP. Responsibilities of each staff individual on the team must be listed.
b.  Site Description

Your siorm water pollution prevention plan (SWPPP) must include the following:

i. Activiiies at Facifity. Description of the nature of the industrial activity(ies) at your
facility;

. General Location Map. A general location map (e.g., U.S.G.S. quadrangle, or other
map) with enough detail to identify the location of your facility and the receiving
waters within one mile of the facility;

iti. 4 legible site map identifying the following:

¢ directions of storm water flow (e.g., use arrows 10 show which ways storm water
will flow);

s |ocations of all existing structural BMPs, see Section 1.g below;

e Jocations of all surface water bodies;
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locations of potential pollutant sources identified below under Section 1.d and
where significant materials are exposed 1o precipitation;

locations where major spills or leaks identified below under Section 1.e have
occurred;

locations of the following activities where such activities are exposed to
precipitation:  fueling stations, vehicle and equipment maintenance and/or
cleaning areas, loading/unloading areas, locations used for the treatment, storage
or disposal of wastes, and liquid storage tanks;

locations of active and closed landfill cells or trenches;

locations of active and closed land application areas;

locations where open dumping is oceurring or has occurred;

locations of any known leachate springs or other areas where uncontrolled
ieachate may commingle with runoff;

locations of storm water ouifalls and an approximate outline of the area draining

-to each outfall;

location and description of non-storm water discharges;

locations of the following activities where such activities are exposed to
precipitation: processing and storage areas; access roads, rail cars and tracks; the
location of transter of substance in bulk; and machinery,

location and source of runon from adjacent property containing significant
quantities of pollutants of concern io the facility (an evaluation of how the
quality of the runon impacts your storm water discharges may be included); and
Hlows with a significant potential to cause soil erosion must be identified.

Provide a narraiive description of the potential pollutant(s) associated with any of
the following:

3}

2

tertilizer, herbicide and pesticide application

earth/soil moving aciivities

wasie hauling and loading/unloading activities

outdoor siorage of significant materials including daily, interim and final cover
raterial stockpiles as well as temporary waste storage areas

exposure of active and inactive landfill areas

uncontrolled leachate flows

Sediment and FErosion Control Plan: You must provide details on temporary
stabilization methods used to control erosion from:

15

(5

materials siockpiled for daily, intermediate and final cover;

inactive areas of the landfill;

any landfill area that has received a final cover until vegetation has established
itself:
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o Examples of temporary stabilization methods include temporary seeding,
mulching, and placing geotextiles on stockpile areas and inactive landfill areas.

c.  Receiving Waters and Wetlands

You must provide the name of the nearest receiving water(s), including ditches, intermittent
streams, dry sioughs, arroyos and the areal extent and description of wetland or other special
aquatic sites that imay receive discharges from your facility.

d.  Summary of Potential Pollutant Sources

You must provide a narrative description of the potential pollutants associated with any of
the following: fertilizer, herbicide and pesticide application, earth/soil moving; waste
hauling and loading/unloading; outdoor storage of significant materials including daily,
interim and final cover material stockpiles as well as temporary waste storage areas;
exposure of active and inactive landfill and land application areas; uncontrolled leachate
flows; and failure or leaks from leachate collection and treatment systems. You must also
identify each separate area at your facility where industrial materials or activities are
exposed to storm water. Industrial materials or activities include, but are not limited to,
material handling equipment or activities, industrial machinery, raw materials, intermediate
products, by-products, final products, or waste products. Material handling activities
include the storage, loading and unloading, transportation, or conveyance of any raw
material, intermediate product, final product or waste product. For each separate area
identified, the descripiion must include:

1. Activities in Area. A list of the activities (e.g., material storage, equipment fueling
and cleaning, cutting steel beams); and

. Poliufants. A list of the associated pollutani(s) or pollutant parameter(s) (e.g.,
crankcase oil, iron, biochemical oxygen demand, pH, etc.) for each activity. The
pollutant list must include all significant materials that have been handled, treated,
stored or disposed in a manner to allow exposure to storm water between the time
of three (3) years before being covered under this permii and the present.

ili.  Record Keeping and Internal Reporting: You must implement and maintain a
tracking system for all types of wastes disposed of in each cell and trench of the
landfill.

e.  Spills and Leaks

You must clearly identify areas where potential spills and leaks, which can contribute
poliutants tc storm: water discharges, can occur, and their accompanying drainage points.
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You must provide a list of significant spills and leaks of toxic or hazardous pollutants that
occurred, within the three (3) years preceding the date of application for permit coverage, at
areas at the facility that are exposed to precipitation or that otherwise drain to a storm water
conveyance., Your list must include a description of the causes of each spill or leak, the
actions taken to respond to each release, and the actions taken to prevent similar such spills
or leaks in the future. Your list should also be updated if significant spills or leaks occur in
exposed areas of your facility during the time you are covered by the permit.

Significant spills and leaks include, but are not limited to releases of oil or hazardous
substances in excess of quantities that are reportable under LAC 33:1.3931 Reportable
Quantity List for Pollutants, which incorporates by reference and modifies requirements of
Section 311 of the CWA (see 40 CFR 110 and 40 CFR 117.3) and 40 CFR 302.4 (CERCLA
Hazardous Substances). Significant spills may also include releases of oil or hazardous
substances that are not in excess of reporting requirements and releases of materials that are
not classified as oil or a hazardous substance.

£ Sampling Data

You raust provide a summary of any existing storm water discharge sampling data taken at
your facilitv. All storm water sampling data collected during the term of this permit must
aiso be suminarized anc included in this part of the SWPPP.

g. Controls

i. Description of Existing and Planned BMPs. Describe the type and location of
existing non-structural and structural best management practices (BMPs), for each
of the areas identified in Other Conditions, Section X.1.d, where industrial
materials or activities are exposed to storm water. For areas where BMPs are not
currently in place, you must describe appropriate BMPs that you will use to control
pollutants in storm water discharges. Selection of BMPs should take into
consideration:

1]

the quantity and nature of the pollutants, and their potential to impact the water

quality of receiving waters;

¥ opportunities t¢ combine the dual purposes of water quality protection and
iocal flood control benefits (including physical impacts of high flows on
sireams - €.g., bank erosion, impairment of aguatic habitat, etc.);

s ppportunifies to offset the impact of impervious areas of the facility on ground

water techarge and base flows in local streamns (taking into account the

potential for ground water contamination).

1i. BMF Types to be Considered: You must describe how each of the following non-
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structural BMPs, structural BMPs, and other BMPs are or will be implemented at
the facility. If you determine that one or more of these BMPs are not appropriate
for your facility, you must include an explanation of why it is not appropriate. The
BMP examples listed below are not intended to be an exclusive list of BMPs that
you may use. You are encouraged to keep abreast of new BMPs or new
applications of existing BMPs to find the most cost-effective means of permit
compliance for your facility. If BMPs are being used or planned at the facility
which are not listed here (e.g., replacing a chemical with a less toxic alternative,
adopting a new or innovative BMP, etc.), include descriptions of them in this
section of the SWPPP.

o Non-Structural BvPs

Good Housekeeping: You must keep all exposed areas of the facility in a clean,
orderly manner where such exposed areas could contribute pollutants to storm
water discharges. Common problem areas include: around trash containers;
siorage areas and loading docks. Measures must also include: a schedule for
regular pickup and disposal of garbage and waste materials; routine inspections
for leaks and conditions of druuns, tanks and containers.

Minimizing Exposure: Where practicable, industrial materials and activities
should be protected by a storm resistant shelter to prevent exposure to rain,
snow, snowmelt, or runoff. NOTE: Eliminating exposure at all industrial
areas may make the facility eligible for the LAC 33:1X.2341.G “No Exposure”
xclusion from needing to have permit coverage.

Preventive Maintenance: You must have a preventive maintenance program
which includes timely inspection and maintenance of containers used for
outdoor chemical and significant materials storage to prevent leaking or
rupture; all elements of the leachate collection and treatment systems to prevent
commingling of leachate with storm water; the integrity and effectiveness of
any intermediate or final cover (including repairing the cover as necessary to
minimize the effects of settlement, sinking and erosion); storm water
management devices, (e.g., cleaning oil/water separators, catch basins) as well
as inspecting, lesting, maintaining and repairing facility equipment and systems
to avoid breakdowns or failures that may result in discharges of pollutants to
surface waters.

Spill Prevention and Response Procedures: You must describe the procedures
to be followed for cieaning up spills or leaks. Those procedures, and necessary
spill response equipment, must be made available to those employees that may
cause or detect a spill or leak. Where appropriate, you must explain existing or
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planned material handling procedures, storage requirements, secondary
containment, and equipment (e.g., diversion valves), which are intended to _
minimize spills or leaks at the facility. Measures for cleaning up hazardous
material spills or leaks must be consistent with applicable RCRA regulations at
40 CFR Part 264, 40 CFR Part 265, and applicable sections of the Louisiana
Hazardous Wasie Regulations, Part V.

Routine Facility Inspections: In addition to or as part of the comprehensive site
evaluation required under Other Conditions, Section X.1.g, you must have
qualified facility personnel inspect all areas of the facility where industrial
materials or activities are exposed to storm water. The inspections must
inciude an evaluation of existing storm water BMPs at both active and inactive
sites.

For operating landfills, inspections must be conducted at least once every 7
days to ensure that sediment and erosion control measures are operating
properly. Qualified personnel must inspect areas of landfills that have not been
finally stabilized, areas used for storage of material/wastes that are exposed to
precipitation, stabilization and structural contro! measures, leachate collection
and treatment systems, and locations where equipment and waste trucks enter
and exit the site. For stabilized sites, conduct inspections at least once every
morth,

For inactive landfills, inspections must be conducted at least quarterly by
qualified personnel to inspect landfill (or open dump) stabilization and
structural erosion control measures, leachate collection and treatment systems,
and all closed landfill areas.

If deficiencies in the implementation of your SWPPP are discovered during an
inspection, those deficiencies must be corrected as soon as practicable but not
later than within 14 days of the inspection. You must document in your
SWPPP the results of your inspection and the corrective actions you took in
response to any deficiencies or opportunities for improvement that you
identify.

Employee Training: You must describe the storm water employee training
program for the facility. The description should include the topics to be
covered, such as spill response, good housekeeping and material management
practices, and must identify periodic dates (e.g., every 6 months during the
months of July and January) for such training. You must provide employee
iraining for ali employees that work in areas where industrial materials or
activities are exposed to storm water, and for employees that are responsible
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for implementing activities identified in the SWPPP (e.g., inspectors,
maintenance people). The employee training should inform them of the
components and goals of your SWPPP.

Structural BMPs

Sediment and Erosion Control: You must identify the areas at your facility
which, due to topography, land disturbance (e.g., construction), or other factors,
have a potential for significant soil erosion. You must describe the structural,
vegetative, and/or stabilization BMPs that you will be implementing to limit
erosion from materials stockpiled for daily, intermediate and final cover; from
inactive areas of the landfill; from any landfill or open dump area that has
received a final cover but where vegetation has not yet established itself; and
from areas where waste application has been completed but final vegetation has
not vet been established.

Management of Runoff: You must describe the traditional storm water
management practices (permanent structural BMPs other than those which
control the generation or source(s) of pollutants) that currently exist or that are
planned for your facility. These types of BMPs typically are used to divert,
infiltrate, reuse, or otherwise reduce pollutanis in storm water discharges from
the site. All BMPs that you determine are reasonable and appropriate, or are
required by a State or local authority, or are necessary to maintain eligibility for
the permit {see Part LA - Limitations on Coverage) must be implemented and
maintained. Factors to consider when you are selecting appropriate BMPs
should include: 1) the industrial materials and activities that are exposed to storm
water, and the associated pollutant potential of those materials and activities; and
2} the beneficial and potential detrimental effects on surface water quality,
ground water quality, receiving water base flow (dry weather stream flow), and
physical integrity of receiving waters. Structural measures should be placed on
upland soils, avoiding wetlands and floodplains, if possible. Structural BMPs
may require a separate permit under section 404 of the CWA before installation
begins.

Example BMPs: BMPs vou could use include but are not limited to: storm water
detention structures (including wet ponds); storm water retention structures; flow
aitenuation by use of open vegetated swales and natural depressions; infiltration
of runoff onsite; and sequential systems (which combine several practices).

(Gther Controls

There shall be no discharge of floating solids or visible foam in other than trace
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amounts, nor of free oil or other oily materials, nor of toxic materials in
quantities such as to cause toxicity 1o aquatic organisms. Furthermore, there
shall be no visible sheen or stains attributable to this discharge. Off-site vehicle
tracking of raw, {inal, or waste materials or sediments, and the generation of dust
must be minimized. Tracking or blowing of raw, final, or waste materials from
areas of no exposure to exposed areas must be minimized. As appropriate to
protect the stream bed, velocity dissipation devices must be placed at discharge
locations and aiong the length of any outfall channel to provide a non-erosive
tflow velocity frem the structure to a water course so that natural physical and
biological characteristics and functions are maintained and protected (e.g., no
significant changes in the hydrological regime of the receiving water).

Mainienance

Ali BMPs you identify in your SWPPP must be maintained in effective operating condition.
If site inspections required by Other Conditions, Section X.1.g identify BMPs that are not
operating effectively, maintenance must be performed before the next anticipated storm
¢vent, or as necessary to maintain the continued effectiveness of storm water controls. If
maintenance prior to the next anticipated storm event is impracticable, maintenance must be
scheduled and accomplished as soon as practicable. In the case of non-structural BMPs, the
cffectiveness of the BMP must be maintained by appropriate means (e.g., spill response
supplies avaijable and personnel trained, ete.).

Copy of Permit Requirements

You must include a copy of the permit requirements (attaching a copy of this permit is
accsptable) in yvour SWPPP.

Applicable State, Tribal or Local Plans
Your SWPPP must be consistent (and updated as necessary to remain consistent) with
applicable State. Tribal and/or local storm water, waste disposal, sanitary sewer or septic
system reguliations to the extent these apply to your facility and are more stringent than the
requirements of this permit.
Comprehensive Site Compliance Evaluaiion
a.  Freguency and Inspectors

Operating landfills must conduct inspections at least once every 7 days. Inspections

must be conducted at least once every month at stabilized sites. Inactive landfills must
conduct inspections at least quarterly. The inspections must be done by qualified
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personnel provided by you. The qualified personnel you use may be either your own
employees or outside consultants that you have hired, provided they have the
knowledge and skills to assess conditions at your facility that could impact storm water
quality and assess the effectiveness of the BMPs you have chosen to use to control the
quality of your storm water discharges. If you decide to conduct more frequent
inspections, your SWPPP must specify the frequency of inspections.

Scope of the Compliance Evaluation

Your inspections must include all areas where industrial materials or activities are
exposed to storm water, as ideniified in Other Conditions, Section X.1.b.iv, and areas
where spills and leaks have occurred within 3 years preceding the inspection.
Inspectors should look for: a) industrial materials, residue or trash on the ground that
could contaminate or be washed away in storm water; b) leaks or spills from industrial
equipment, drums, barrels, tanks or similar containers; ¢) offsite tracking of industrial
materials or sediment where vehicles enter or exit the site; d) tracking or blowing of
raw, final, or wasie materials from areas of no exposure to exposed areas; e) waste
loading/unloading areas; f) erosion from daily, interim and finai cover material
stockpiles as well as from temporary waste storage areas; g) uncontrolled leachate
flows; h) failure or leaks from leachate collection and treatment systems; and i) for
evidence of, or the potential for, pollutanis entering the drainage sysiem. Storm water
BMPs identified in your SWPPP must be observed to ensure that they are operating
correctly. Where discharge locations or points are accessible, they must be inspected
to see whether BMPs are effective in preventing significant impacts to receiving
waters. Where discharge locations are inaccessible, nearby downstream locations must
be inspecied if possible.

Follow-up Actions

Based on the results of the inspection, you must modify your SWPPP as necessary
(¢.g., show additional controls on the site map and/or revise description of controls) to
include additional or modified BMPs designed to correct problems identified. You
must complete revisions to the SWPPP within 14 calendar days following the
inspection. If existing BMPs need to be modified or if additional BMPs are necessary,
implementation must be completed before the next anticipated storm event. If
implementation before the next anticipated storm event is impracticable, they must be
implemented as soon as praciicabie.

Compliance Evaluation Report

You must insure a report summarizing the scope of the inspection, name(s) of
personnel making the inspection, the date(s) of the inspection, and major observations
relating to the impiementation of the SWPPP is completed and reiained as part of the
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SWPPP for at least three years from the date permit coverage expires or is terminated.
Major observations should include: the location(s) of discharges of pollutants from the
site; location(s) of BMPs that need to be maintained; location(s) of BMPs that failed to
operate as designed or proved inadequate for a particular location; and location(s)
where additional BMPs are needed that did not exist at the time of inspection. You
must retain a record of actions taken in accordance with this permit’s Comprehensive
Site Compliance Evaluation as part of the SWPPP for at least three years from the date
that permit coverage expires or is terminated. The inspection reports must identify any
incidents of non-compliance. Where an inspection report does not identify any
incidents of non-compliance, the report must contain a certification that the facility is
in compliance with the SWPPP and this perrmit.  Both the inspection report and any
reporis of follow-up actions must be signed in accordance with Part IILD.10 of this
permit.

e.  Credit as a Routine Facility Inspection

Where compliance evaluation schedules overlap with inspections required under
Other Conditions, Section X.1.g.ii, your annual compliance evaluation may also be
used as one of the Other Conditions, Section X.1.g.1i routine inspections.

Maintaining Updated SWPPP
You must amend the SWPPP whenever:

there is a change in design, construction, operation, or maintenance at your facility which
has a significani effect on the discharge, or potential for discharge, of poliutants from your
facility; during inspections or investigations by you or by local, State, Tribal or Federal
officials it is determined the SWPPP is ineffective in eliminating or significantly minimizing
pollutants from sources identified under Other Conditions, Section X.1.b.iv, or is otherwise
not achieving the general objectives of controlling pollutants in discharges from your
facility. '

Signature, Plan Review and Making Plans Available

a.  You musi sign your SWPPP in accordance with the Signatory Requirements in Part
H1.D.10, and retain the plan on-site at the facility covered by this permit (see Part [11.C
for records retention requirements).

b, You must keep a copy of the SWPPP on-site or locally availabie to the LDEQ for

review at the time of an on-site inspection. You must make your SWPPP available
upon request to the LDEQ, a State, Tribal or local agency approving storm water
management plans, or the operaior of & municipal separate storm sewer receiving
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discharge from the site. Also, in the interest of public involvement, the LDEQ
encourages you to make your SWPPPs available to the public for viewing during
norial business hours.

¢.  The LDEQ may notify you at any time that your SWPPP does not meet one or more of
the minimum requirements of this permit. The notification will identify provisions of
this permit which are not being met, as well as the required modifications. Within
thirty {30) calendar days of receipt of such notification, you must make the required
changes to the SWPPP and submit to the LDEQ a written certification that the
requested changes have been made.

d.  You must make the SWPPP available to the USFWS or NMFS upon request.

SECTION Y. BEST MANAGEMENT PRACTICES FOR GRAY WATER

1.

[~

L

Attempts musi be made to route gray water to an existing wastewater collection system or
wastewater {reatment systermn whenever possible.

Dischargss of gray water shall be made directly into a ditch, drainage or waterbody where
feasible,

Human contact with gray water discharges shall be avoided to the greatest exient possible.
Surface application of gray water shall not be used for irrigation of food plants.

The discharge of gray water may not contain human waste or any chemicals derived from
activities such as cleaning car parts, washing greasy or oily rags, disposing of waste

solutions, or soiled or infectious garments.

The application of gray water shall be managed to minimize standing water on the ground
surface.

Any gray waier storage tank must be covered to restrict access and to eliminate habitat for
mosquitoes or other veciors.

The Loutsiana Depariment of Health and Hospitals, Office of Public Health, has given
written authorization for the discharge.
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PART #l
STANDARD CONDITIONS FOR LPDES PERMITS

SECTION A, GENERAL CONDITIONS

1.

2.

5.

Introduction

In accordance with the provisions of LAC 33:1X.2701, et seq., this permit incorporates either exprassly or by
reference ALL conditions and requirements applicable to the Louisiana Poliutant Discharge Elimination
System Permits (LPDES) set forth in the Louisiana Environmental Quality Act (LEQA), as amended, as well
as ALL applicable regulations.

Dutv to Comply
The permittee must comply with ail conditions of this permit. Any permit noncompliance constitutes a

violation of the Clean Water Act (CWA) and the Louisiana Environmental Quality Act and is grounds for
enforcement action; for permit termination, revocation and reissuance, or modification; or for denial of a
permit renewal application.

Penaities for Violation of Permit Conditions

a. La R. 5. 30:2025 provides for civil penalties for violations of these regulations and the Louisiana
Environmeniai Quality Act. La. R. S. 30:2076.2 provides for criminal penalties for violation of any
provisions of the LPDES or any ordar or any permit condition or limitation issued under or implementing
zny provisicns of the LPDES program.  (See Section E. Penalties for Violation of Permit Conditions for
additional details).

b. Any person may be assessed an administrative penalty by the State Administrative Authority under La.
R. S. 30:2025 for violating a permit condition or limitation implementing any of the requirements of the
LPDES program in & permit isstied under the regulations or the Louisiana Environmental Quality Act.

Toxic Pollutants

a. Other effluent limitations and standards under Sections 301, 302, 303, 307, 318, and 405 of the Clean
Water Act. If any appiicabie toxic effluent standard or prohibition (including any schedule of compliance
specified in such effluent standard or prohibition) is promulgated under Section 307(a) of the Clean
Water Act for & toxic pollutant and that standard or prohibition is more stringent than any limitation on
the poilutant in this permit, the state administrative authority shall institute proceedings under these
regulations io modify or revoke and reissue the permit to conform to the toxic effluent standard or
prohibition.

b. The permitiee shait comply with effluent standards or prohibitions established under Section 307(a) of
the Ciean Waier Act for toxic pollutants and with standards for sewage sludge use or disposal
established under Section 405(d) of the Clean Water Act within the time provided in the regulations that
establish these standards or prohibitions, or standards for sewage sludge use or disposal, even if the
permit has not yet been modified io incorporate the requirement.

Duty o Reaoply
a. Individual Permiis. !f the permittee wishes to continue an activity regulated by this permit after the

expiration date of this permit, the permiiiee must apply for and obtain a new permit. The new
application shall be submitted at least 180 days before the expiration date of the existing permit, unless
permission for 2 later date has been granted by the state administrative authority. (The state
administrative authority shall not grant permission for applications to be submitted later than the
expiration date of ihe existing permit.) Continuation of expiring permits shall be governed by regulations
promuigated at LAC 33:1X.2321 and any subsequent amendments.
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b. General Permiis. General permits expire five years after the effective date. The 180-day reapplication
period as defined above is not applicable to general permit authorizations. Reissued general permits
may provide automatic coverage for permittees authorized under the previous version of the permit, and
no new application is required. Requirements for obtaining authorization under the reissued generat
permit will be outfined in Part | of the new permit. Permitiees authorized to discharge under an expiring
general permit should follow the requirements for obtaining coverage under the new general permit to
maintain discharge authorization.

6. Parmit Action
This permit may be modified, revoked and reissued, or terminated for cause in accordance with LAC
33:1X.2803, 2905, 2907, 3105 and 6509. The causes may include, but are not iimited to, the following:

a. Noncompliance by the permitiee with any condition of the permit;

b. The permittee’s failure in the application or during the permit issuance process fo disclose fully all
relevani facts, or the permiitee’s misrepreseniation of any relevant facts at any time; or

c. A determination that the permitted activity endangers human health or the environment and can only be
regulaied {o accepiable levels by permii modification or fermination;

d. A change in any condition that requires either a temporary or a permanent reduction or elimination of
any discharge;

e. Failure fo pay applicable fees under the provisions of LAC 33; IX. Chapter 13;
f. Change of ownerghip or operational control.

Tae filing of a request by the permittee for a permit modification, revocation and reissuance, or termination,
or a notificaiion of ptannad changes or anticipated noncompliance does not stay any permit condition.

7. Property Rights
This permit does nof convey any properiy rights of any sort, or any exclusive privilege, nor does it authorize

any injury to private or public property, nor any infringement of federal, state, or local laws or regulations.

8. Duty to Provide information .
The permittee shall furnish to the state administrative authority, within a reasonable time, any information
which the state administrative authority may request to determine whether cause exists for modifying,
revoking and reissuing, or terminating this permit, or to determine compliance with this permit. The
perrnittee shalt also furnish fo the state administrative authority, upon request, copies of records required to
be kept by this permit.

8. Criminal and Civil Liability
Except as provided in permit conditions on "Bypassing" and "Upsets", nothing in this permit shall be
construed to relieve the permittee from civil or criminal penalties for noncompliance. Any false or materially
misleading representation or concsaiment of information required to be reporied by the provisions of the
permit, the Act, or applicable regulations, which avoids or effectively defeats the regulatory purpose of the
Parmit may subject the Permitiee to criminal enforcement pursuant to La. R.S. 30:2025.

10. Qil and Hazardous Substance Liability
Nothing in this permit shall be construed to preclude the institution of any legal action or relieve the
permittee from any responsibilities, liabiliies. or penalties to which the permittee is or may be subject under
Section 311 of the Clean Water Act.
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11

12.

13.

14

15.

State Laws

Nothing in this permit shall be construed to preclude the institution of any legal action or relieve the
permitiee from any responsibilities, liabilities, or penalties established pursuant to any applicable State law
or regulation under authority preserved by Section 510 of the Clean Water Act.

Severability

If any provision of these rules and regulations, or the application thereof, is held to be invalid, the remaining
provisions of these rules and regulations shall not be affected, so long as they can be given effect without
the invalid provision. To this end, the provisions of these rules and regulations are declared to be severable.

Dilution

A permittee shall not achieve any effluent concentration by dilution unless specifically authorized in the
permit. A permittee shall not increase the use of process water or cooling water or otherwise attempt to
dilute a discharge as = partial or compiete substitute for adequate treatment to achieve permit limitations or
water quality. -

. Faciliies Requiring Approval from Other Siate Agencies

in accordance with La. R.5.40.4(A)(6) the plans and specifications of all sanitary sewerage freatment
sysitems, both public and private, must be approved by the Depariment of Health and Hospitals state health
officer or his designee. it is unlawifu! for any person, firm, or corporation, both municipal and private to
operate a sanitary sewage treatment facility without proper authorization from the state health officer.

in accordance with La. R.S.40.1149, it is unlawful for any person, firm or corporation, both municipal and
private, aperaiing a sewerage sysiem o operate that system unless the competency of the operator is duly
certified by the Depariment of Healih and Hospitals siate health officer. Furthermare, it is unlawful for any
parson {c perform the duties of an operator without being duty certified.

in accordance with La. R.8.48.385, it is unlawful for any industrial wastes, sewage, septic tanks effluent, or
any noxious or harmful matter, solid, iiquid or gaseous to be discharged into the side or cross ditches or
placed upcn the rights-of-ways of state highways without the prior writiten consent of the Depariment of
Transportation and Development chief engineer or his duly authorized representative and of the secretary of
the Department of Health and Hospitals.

The standards provided in Chapter 11 -~ Surface Water Quality Standards are official regulations of the
state, and any person who discharges pollutants to the waters of the siate in such quantities as to cause
ihese standards to be violaied shall be subject fo the enforcement procedures of the state as specified in
R.8. 30:2025.

SECTICN B. PROPER OPERATION AND MAINTENANCE

1.

2.

Need io Halt or Reduce not a Defense
it shall not be a defense for 2 permitiee in an enforcement action that it would have been necessary to haft
or reduce the permitted aciivity in order to maintain compliance with the conditions of this permit.

Duty io Mitioate

The permittee shall take all reasonable steps to minimize or prevent any discharge in violation of this permit
which has a reasonable iikelihocd of adversely affecting human health or the environment. The permittee
shall alsc take all reasonable steps to minimize or correct any adverse impact on the environment resuiting
from noncompliance with the permit, including such accelerated or additionat monitoring as necessary to
determine the nature and impact of the noncomplying discharge.

Proper Oneration and Maintenance

z. The permittee shalt at all times properiy operate and maintain all facilities and systems of treatment and
controt {and related appurtenances) which are instailed or used by the permiitae to achieve compliance
with the conditions of this permit. Proper operation ang maintenance also includes adequate laboratory
controls and appropriate quality assurance procedures. This provision requires the operation of back-up
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or auxiliary facilities or similar systems which are instalied by a permittee only when the operation is
necessary to achieve compliance with the conditions of the permit,

b. The permittee shall provide an adeguate operaiing staff which is duly qualified to carry out operation,
maintenance and other functions necessary to ensure compliance with the conditions of this permit.

4. Bypass of Treaiment Facilities
a. Bvpass. The intentional diversion of waste streams from any portion of a treatment facility.

b. Bypass not exceeding limitations. The permittee may aliow any bypass to occur which does not cause
effluent limitations to be exceeded, but only if it also is for essential maintenance to assure efficient
operation. These bypasses are not subject to the provisions of Section B.4.c. and 4.d of these standard
conditions.

¢. Notice
(1) Anticipated bvpass. If the permittee knows in advance of the need for a bypass, it shall submit prior
natice {o the Office of Environmental Services, Water Permits Division, if possible at least ten days
before the date of the bypass.

(2) Unanticipated bypass. The permittee shall submit notice of an unanticipated bypass as required in
LAC 33:1X.2701.L.5 (24-hour notice) and Section D.6.e. of these standard conditions.

d. Prohibition of bypass
{1) Bypass is prohibited. and the state administrative authority may take enforcement action against a
permittee for bypass, uniess:

(@) Bypass was unavoidable to prevent loss of life, personal injury, or severe property damage;

{b} Thers were no feasible alternatives to the bypass, such as the use of auxiliary treatment
faciiities, retention of untreated wastes, or maintenance during normal periods of equipment
downiime. This condition is not satisfied if adeguate back-up equipment should have been
installed in the exercise of reasonable engingering judgment fo prevent a bypass which
oceurred during normal periods of equipment downtime or preventive maintenance; and,

(c) The permittee submitted notices as required by Section B.4.c of these siandard conditions.

(2) The state administrative authority may approve an anticipated bypass after considering iis adverse
effects, if the staie administrative authority determines that it will meet the three conditions listed in
Section B.4.d(1) of these standard conditions.

5. Upset Conditions
a. Upsef An exceptional incident in which there is unintentional and temporary noncompliance with
technology-based permit effluent limitations because of factors beyond the reasonable control of the
permittee. An upsel doss not include noncompliance to the exient caused by operational error,
improperly designed treatment facilities, inadequate treatment facilities, lack of preventive maintenance,
of cargless or impropar operation.

p. Efiect of an upset. An upset constitutes an affirmative defense to an action brought for noncampliance
with such technology-based permit effluent limitations if the requirements of Section B.5.c. are met. No
determination made during adminisirative review of claims that noncompliance was caused by an upset,
and before an action for noncompliance, is final administrative action subject to judicial review.

¢. Conditions necessary for a demonstration of upset. A permittee who wishes to establish the affirmative
defense of upset shall demonstrate, through properly signed, contemporaneous operating logs, or other
relevant evidence that:
(1} An upset occurred and that the permittee can identify the cause(s) of the upset;
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(2} The permilied facilily was at the time being properly operated; and

(3) The permittee submitted notice of the upset as required by LAC 33:1X.2701.L.6.b.ii. and Section
D.6.e.(2) of these standard conditions; and

(4) The permittee cornplied with any remedial measures required by Section B.2 of these standard
conditions.

d. Burden of proof. In any enforcemeni proceeding, the permitiee seeking to establish the occurrence of
an upset has the burden of proof.

6. Removed Substances

Solids, sewage siudges, filter backwash, or other pollutants removed in the course of treatment or
wastewater conirol shall be properly disposed of in a manner such as to prevent any pollutant from such
raterials from entering waters of the state and in accordance with environmenta! regulations.

Percent Removal

For publicly owned treatment works, the 30-day average percent removal for Biochemical Oxygen Demand
and Total Suspended Sclids shall not be less than 85 percent in accordance with LAC 33:1X.5805.A.3. and
B.3. Publicly owned treatment works utilizing waste stabilization ponds/oxidation ponds are not subject to
the 85 percent removal rate for Total Suspended Solids.

SECTION C. MONITORING AND RECORDS

1.

Inspection and Entry
The permittee shail sliow the siate administrative authority or an authorized representative (including an

authorized contractor acting as a representative of the Administrator), upon the presentation of credentials

and other documents zs may be required by the law ©:

a. Enter upon the permitiee's premises where a regulated facility or activity is located or conducted, or
where recerds must be kept under the conditions of this permit.

Enter upon the permitiee's premises where a discharge source is or might be located or in which
monitoring equipment or records required by a permit are kept for inspection or sampling purposes.
ost inspections wili be unannounced and should be allowed to begin immediately, but in no case shall
begin more than thirty (30} minutes after the time the inspector presents hisfher credentials and
announces the ourpose(s) of the inspection. Delay in excess of thirty (30) minutes shall constitute a
violation of this permit. However, additional time can be granted if the inspector or the Administrative
Authority determines that the circumstances warrant such action; and

o

Have access to and copy, ai reasonable times, any records that the department or its authorized
representative determines are necessary for the enforcement of this permit.  For records maintained in
gither a cenirai or private office inat is open only during normal office hours and is closed at the time of
inspection, the records shali be made availabie as soon as the office is open, but in no case later than
the close of business the next working day;

o)

Inspect at reasonable times any facilities, equipment (including monitoring and control equipment),
practices, or cperations regulated or reguired under this permit, and

d. Sample or monitor ai reasonable times, for the purposes of assuring permit compliance or as otherwise
authorized by the Clean Waler Act or the Louisiana Environmental Quality Act, any substances or
parameters at any location.

e. Sample Collection
{1} When the inspector announces that samples will be collected, the permittee will be given an

additional thirty {30) minutes to prepare containers in order to collect duplicates. If the permitiee
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cannot obtain and prepars sample containers within this time, he is considered to have waived his
right to collect duplicate samples and the sampling will proceed immediately. Further delay on the
part of the permittee in allowing initiation of the sampling will constitute a violation of this permit.

(2} At the discretion of the administrative authority, sample collection shall proceed immediately
{without the additional 30 minutes described in Section C.1.a. above) and the inspector shall supply
the permittee with & duplicaie sample.

f. It shaill be the responsibility of the permittee to ensure that a facility representative famitiar with
provisions of its wastewater discharge permit, including any other conditions or limitations, be available
either by phone or in person at the facility during all hours of operation. The absence of such personnel
on-site who are familiar with the permit shail not be grounds for delaying the initiation of an inspection
except in situations as described in Section C.1.b. of these standard conditions. The permittee shall be
responsible for providing witnesses/escorts during inspections. Inspectors shall abide by all company
safety rules and shall be equipped with standard safety equipment (hard hat, safety shoes, safety
glasses) normaily required by industrial facilities.

g. Upon written request copies of field notes, drawings, etc., taken by depariment personnel during an
inspection shali be providad to the permittee after the final inspection report has been completed.

2. Representative Sampling
Samples and measurements taken for the purpose of monitoring shall be representative of the monitored

activity. All samples shall be taken at the outfall location(s) indicated in the permit. The state administrative
authority shalt be notified prior to any changes in the ouffall location(s). Any changes in the outfall
{ocation(s) may be subject to modification, revocation and reissuance in accordance with LAC 33:1X.2903.

3. Retention of Records

Except for records ¢f monitoring information required by this permit related to the permittee’s sewage sludge
use and disposal activities, which shall be retained for 2 period of at least five years (or longer as required
by 40 CFR 503), the permittee shali retain records of all monitoring information, including ali calibration and
maintenance recoras and ali original strip chart recordings for continuous monitoring instrumentation, copies
of all reports required by this permit, and records of all data used to complete the application for this permit,
for a period of at least 3 years from the date of the sample, measurement, report, or application. This period
may be extended by request of the state administrative authority at any time.

4. Record Contenis
Records of menitoring information shall include:

&. The date, axact placs, and time of sampling or measuremenis;
b. The ingividual(s) who performed the sampling or measurements;
c. The date(s) analyses were performed;

d. The time(s) analyses were begun;

e. The individuai(s) who performed the analyses;

f. The analytical techniguss or methods used;

g. Th2 resulis of such analyses; and

h. The results of all quality conirei procedures.

Monitoring Procedures

a. Monitoring resulis must be conducted according to test procedures approved under 40 CFR Part 136 or,
in the case of sludge use or disposal, approved under 40 CFR Part 136 unless otherwise specified in 40
CFR Part 503, uniess cther test procedures have been specified in this permit,

&)

b. The permitiee shall calibrate and perform maintenance procedures on alt monitoring and analytical
instrumenis at intervals irequent enougn to ensure accuracy of measurements and shall maintain
appropiiate records of such activities.
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c. The permitiee or designated leboratory shall have an adeguate analytical quality assurance/quality
control program to produce defensible data of known precision and accuracy. All gquality control
measures shail be assessed and evaluated on an on-going basis and quality control acceptance criteria
shall be used to determine the validity of the data. All method specific quality control as prescribed in
the method shall oe followed. If quality control requirements are not included in the method, the
permitiee or designated taboratory shall follow the quality control requirements as prescrived in the
Approved Edition (40 CFR Part 136) Standard Methods for the Examination of Water and Wastes,
Sections 10204 and 1020B. General sampling protocol shall follow guidelines established in the
“Handbook for Sampling and Sample Preservation of Water and Wastewater, 1982 "U.S. Environmental
Protection Agency. This publication is available from the National Technical information Service (NTIS),
Springfield, VA 22161, Phone number (800) 553-6847. Order by NTIS publication number PB-83-
124503.

6. Flow Measurements

Appropriate flow measurement devices and methods consistent with accepted scientific practices shall be
selecied and used to ensure the accuracy and reliability of measurements of the volume of monitored
discharges. The devices shall be installed, calibrated, and maintained to ensure that the accuracy of the
measurements is consistent with the accepted capability of that type of device. Devices selected shall be
capable of measuring flows with a maximum deviation of less than 10% from true discharge rates
throughout the range of expected discharge volumes. Guidance in selection, installation, calibration and
operation of acceptable flow measurement devices can be obtained from the following references:

a. “A Guide to Methods and Standards for the Measurement of Water Flow, 1975," U.S. Department of
Commerce, National Bureau of Standards. This publication is available from the National Technical
Information Service (NTIS), Springfield, VA 22161, Phone number (800) 553-6847. Order by NTIS
publication number COM-75-10683.

b. “Flow Measurement in Open Channels and Closed Conduits, Volumes 1 and 2." U.S. Depariment of
Commerce, National Bureau of Standards. This publication is available from the National Technical
Service (NT!S), Springfield, VA, 22161, Phone number {800) 553-6847. Order by NTIS publication
aumber PB-273 535.

¢. "NPDES Compliance Flow Measurement Manual,” U.S. Environmental Protection Agency, Office of
Water Enforcemeni. This publication is available from the National Technical information Service
(NTIS), Springfieid, VA 22181, Phone number (800) 553-6847. Order by NTIS publication number PB-
82-131178.

7. Prohibition for Tampering: Penaltias
a. La. R.8. 30:2025 provides for punishment of any person who faisifies, tampers with, or knowingly renders

inaccurate any monitoring device er method required to be maintained under this permit.

b. La. R.S. 30:2076.2 provides for penalties for any person who knowingly makes any false statement,
representation, or certification in any record or other document submitted or required to be maintained
under this permit, including monitoring reports or reports of comptiance or non-compliance.

8. Additional Monitoring by the Parmitieg
If the Permittee monitors any pollutant more frequently than required by the permit using test procedures
approved under 40 CFR Part 136 (See LAC 33:(X.4901) or, in the case of sludge use and disposal,
approved under 40 CFR Part 136 (See LAC 33:1X.4901) unless otherwise specified in 40 CFR Part 503, or
as specified in the permit, the results of this monitoring shail be included in the calculation and reporting of
the data submitted in the DMR or sludge reporting form specified by the state administrative authority.

9. Averaging of Measuremenis
Calculations for all limitations which require averaging of measurements shall utilize an arithmetic mean
uniess otherwise specified by the siate administrative authority in the permit.
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10. Laboratory Accreditation

a. LAC 33:L.Supbpart 3, Chapters 45-59 provide requirements for an accreditation program specificaliy
applicable to commercial taboratories, wherever located, that provide chemical analyses, analytical
results, or other test data to the department, by contract or by agreement, and the data is:
(1) Submitted on behalf of any facility, as defined in La. R.8.30:2004:
(2} Required as part of any permit application;
(3} Required by order of the depariment;
{4} Required to be included on any monitoring reports submitted to the department;
(3} Required to be submitted by contractor
(€) Otherwise required by department regulations.

b. The department laboratery accreditation program, Louisiana Environmental Laboratory Accreditation
Program (LELAP) is designed to ensure the accuracy, precision, and reliability of the data generated, as
well as the use of depariment-approved methodologies in generation of that data. Laboratory data
generated by commercial environmental laboratories that are not (LELAP) accredited will not be
accepted by the department. Retesting of analysis will be required by an accredited commercial
laboratory.

Where retesting of effluent is not possible (i.e. data reported on DMRs for prior month's sampling), the
data generated will be considered invalid and in violation of the LPDES permit.

¢. Regulations on the Louisiana Environmental Laboratory Accreditation Program and a list of labs that
nave applied for accreditation are available on the department website located under DIVISIONS =
PERMIT SUPPORT SERVICES > LABORATCORY ACCREDITATION at the following link:

hitolhwwvw.deadouisiang. gov

Qiiesticne concerning the program may be directed to (225) 218-8800.

SECTION D. REPORTING REQUIREMENTS

1. Faciliiy Changes
The permitiee shail give notice to the state administrative authority as soon as possible of any planned
physical alterations or additions to the permitted facility. Notice is required only when:
a. The alteration or addition to a permitted facility may meet one of the criteria for determining whether
z facility is @ new source in 40 CFR 122.29(b); or

D. The alteration or addition could significantly change the nature or increase the quantity o pollutants
discharged. This notification applies to poliutants which are subject neither to effluent limitations in
the permit, rior to notification requirements under LAC 33:1X.2703.A.1.

¢. Eor Municipal Permits. Any new introduction of pollutants into the POTW from an indirect
discharger which would be subject io Section 301, or 306 of the CWA if it were directly cischarging
those oollutants; and any substantial change in the volume or character of poliutants being
introduced into that POTW by 2 source introducing poliutants into the POTW at the time of
issuance of the permit. In no case are any new connections, increased flows, or significant -
changes in influent quality permitted that will cause violation of the effluent limitations specified

herein.

AN

Anticipated Noncompliance
The permittee shall give advance notice io the state administrative authority of any planned changes in the

permittec facility or activity which may result in noncompliance with permit requirements.

3. Transfers
This permit is not transferable to any person excepi after notice o the state administrative authority. The
state administrative authority may require modification or revocation and reissuance of the permit to change
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the name of the permittee and incorporate such other requirements as may be necessary under the Clean
Water Act or the Louisiana Environmental Qualiy Act. {See LAC 33:1X.2901; in some cases, modification or
revocation and reissuance is mandatory.)

A permit may be transferred by the permittee to a new owner or operator only if. {1)the permit has been
modified or revoked and reissued (under LAC 33:1X.2803.A.2.b} by the permittee and new owner submitting
a Name/Ownership/Operator Change Form (NOC-1 Form) and approved by LDEQ (LAC 33:1.Chapter 19);
or (2) a minor modification made (under LAC 33:1X.2905) to identify the new permittee and incorporate such
other requirements as may be necessary under the Clean Water Act and the Louisiana Environmental
Quaiity Act.

The NOC-1 form can be found at the following link;
hito./imww.deq . louisiana gov/porial/Portals/0/assistance/NOC-1 %20FORM%20J2n%2025,%202006.0df

4. Monitoring Reporis
Monitoring resuits shall be reported at the intervals and in the form specified in Part | or Part |i of this permit.

The permitiee shall submit properly completed Discharge Monitoring Reports (DMRs) con the form
specified in the permit. Preprinted DMRs are provided to majors/92-500s and other designated
facilities. Please contact the Permit Compliance Unit concerning preprints. Self-generated DMRs must
be pre-approved by the Permit Compliance Unit prior to submittal. Seli-generated DMRs are approved
on an individual basis. Requests for approval of self-generated DMRs should be submitted to:

Supervisor, Permit Compliancs Unit
Office of Environmental Comgpliance
Post Office Box 4312

Baton Rouge, LA 70821-4312

Copies of blank DMR templates, plus instructions for completing them, and EPA’s LPDES Reporting
Mandbook are availabie at the depariment website focated at:

httn:flwww.deg.iouisiana.qov!gorta|IDefau!t.asgx?tabid=2276

5. Compliance Schedules
Reporis of compliance or noncompliance with, or any progress reports on, interim and final requirements
contained in any compliance schedule of this permit shall be submitted no later than 14 days following each
schedule date.

6. Regquirements for Notification

a. Emergency Nefification
As required by LAC 33.1.3915, in the eveni of an unauthorized discharge that does cause an emergency

condition, the discharger shall notify the hotline (DPS 24-hour Louisiana Emergency Hazardous
Materials Hotline) by telephone at (225) 925-6595 (collect calls accepted 24 hours a day) immediately (a
reasonaple period of time after taking prompt measures to determine the nature, guantity, and potential
off-site impact of a release, considering the exigency of the circumstances), but in no case later than
one hour afier learning of the discharge. (An emergency condition is any condition which could
reasonably be expected {0 endanger the health and safety of the public, cause significant adverse
impact to the tand, water, or air environment, or cause severe damage to property.) Notification required
by this section will be made regardiess of the amount of discharge, Prompt Notification Procedures are
listed in Section D.6.c. of these standard conditions.

A written report shalt be provided within seven calendar days after the notification. The report shall
contain ihe information lisied in Section D.6.d. of these siandard conditions and any additional
inforrmation in LAC 33:1.3925.8.
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k. Prompt Notification
As required by LAC 33:1.3917, in the event of an unauthorized discharge that exceeds a reportable
quantity specifted in LAC 33:1.Subchapter E, but does not cause an emergency condition, the discharger
shall promptly notify the department within 24 hours after learning of the discharge. Notification should
be made to the Office of Environmental Compliance, Assessment Division Single Point of Contact
(SPOC) in accordance with LAC 33:1.3923.

In accordance with LAC 33:1.3923, prompt notification shall be provided within a time frame not to
exceed 24 hours and shall be given to the Office of Environmental Compliance, Assessment Division
(SPOC) as follows:

{1) by the Online Incident Reporting screens found at
http./fwww.deq.louisiana.gov/portalitabid/66/Default. aspx ;or
{2 by e-mail utilizing the Incident Report Form and instructions found at

http:/fwww.deq.louisiana. gov/portal/tabid/66/Default. aspx;or
{3} by telephone at (225} 218-3640 during office hours, or (225) 342-1234 aiter hours and
on weekends and helidays.

c. GConfent of Prompt Notifications. The following guidelines will be utilized as appropriate, based on the
conditions and circumstances surrounding any unauthorized discharge, to provide relevant information
regarding the nature of the discharge:

(1) the name of the person making the notification and the telephone number where any return calls
from response agencies can be placad;

(2) the name and location of the facility or site where the unauthorized discharge is imminent or has
occurred, using cormnmon [andmarks. In the event of an incident invoiving transport, include the
narne and address of the transporter and generator,

{3} the date anc time the incideni began and ended, or the estimated time of continuation if the
discharge is continuing;

(4) the extent of any injuries and identification of any known personnel hazards that response agencies
may face;

(5) the common or scientific chemical name, the U.S. Department of Transportation hazard
classification, and the best estimate of amounts of any and all discharged pollutants;

{6) a bref description of the incident sufficient to allow response agencies to formulate their level and
extent of response activity.

d. Written Netification Procadures. Written reports for any unauthorized discharge that requires notification
under Section D.6.a. or 6.b., or shall be submitted by the discharger to the Office of Environmental
Compliance, Assessment Division SPOC in accordance with LAC 33:1.3925 within seven calendar days
after the notification required by D.6.a. or 6.b., unless otherwise provided for in a valid permit or other
department regulation. Written notification reports shall include, but not be limited to, the following
information:

{1) the name, address, telephone number, Agency Interest (Al}) number (number assigned by the
department) if applicable, and any other applicable identification nurbers of the person, company,
or other party who is filing the written report, and specific identification that the report is the written
iollow-up report reguired by this section;

(2} the time and date of prompt notification, the state official contacted when reporting, the name of
person making that notification, and identification of the site or facility, vessel, transport vehicle, or
storage area from which the unauthorized discharge occurred;

{3) date(s), time(s), and duraticn of the unauthorized discharge and, if not corrected, the anticipated
time i is expected o coniinue;

(4) details of the circumstances (unauthorized discharge description and root cause) and events
leading to any unauthorized discharge, including incidents of loss of sources of radiation, and if the
release point is subject to a permit;

(a) the current permitted limit for the pollutant(s) released;and
(b) the permitied release point/outfall 1D.
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(8) the commen or scientific chemical name of each specific pollutant that was released as the resuit of
an unauthorized discharge, including the CAS number and U.S. Department of Transportation
hazard classification, and the best estimate of amounts of any and all released pollutants (total
amount of each compound expressed in pounds, including calculations);

{6) a statement of the actual or probable fate or disposition of the pollutant or source of radiation and
what off-site impact resulted;

(7) remedial actions taken, or to be taken, to stop unauthorized discharges or to recover pollutants or
sources of radiation.

(8) Written notification reports shall be submitted to the Office of Environmental Compliance,
Assessment Division SPOC by mail or fax. The transmittal envelope and report or fax cover page
and report should be clearly marked "UNAUTHORIZED DISCHARGE NOTIFICATION REPORT.”

Written reports {LAC 33:1.3925) should be mailed io:

Louisiana Department of Environmental Quality

Posi Office Box 4312

Saton Rouge, LA 70821-4312

ATTENTION: ASSESSMENT DIVISION — SPOC "UNAUTHORIZED DISCHARGE
NOTIFICATION REPORT"

The Written Notification Report may also be faxed to the Louisiana Department of Environmental
Quality, Office of Environmental Compliance, Assessment Division at: (225)-219-4044.

Please see LAC 33:1.3925.8B for additicnal written notification procedures.

e Twentv-four Hour Reporting. The pemittee shall report any noncompliance which may endanger human
health or the environment, Any information shall be provided orally within 24 hours from the time the
vermittee becomes aware of the circumstances. A written submission shall also be provided within five
days of the time the permitiee becomes aware of the circumstances. The written submission shall
contain a description of the noncompliance and its cause; the period of noncompliance, including exact
dates and times, and if the noncompliance has not been corrected, the anticipated time it is expected to
continue; and steps taken or planned to reducs, eliminate, and prevent recurrence of the
noncompiiance. The following shall be included as information which must be reported within 24hours;

(1) Any unanticipated bypass which exceeds any effluent limitation in the permit (see LAC

33X 2701.M.3.b.);

(2) Any upset which exceeds any efiluent limitation in the permit;

(8} Violation of a maximum daily discharge limitation for any of the pollutants listed by the state

administrative authority in Fart ii of the permit to be reported within 24 hours (LAC 33:1X.2707.G.).

—h

7. Other Noncompliance
The permittee shall report all insiances of noncompliance not reported under Section D.4., 5., and 6., at the
time monitoring reports are submiitted. The reporis shall contain the information listed in Section D.6.e.

8. Other Information
Where the permitlee becomes aware that it failed to submit any relevant facts in a permit application, or
submitted incorrect information in a permit application or in any report to the state administrative authority, it
shall promptly subrmit such facts or information.

9. Discharges of Toxic Substances
in addition to the reporting requirements under Section D.1-8, all existing manufacturing, commercial,
mining, and silvicultural dischargers musi notify the Oifice of Environmental Services, Water Permits
Division ag soon as they know or have reason to believe:
a. That any activity has occurred or will occur which would result in the discharge, on a routine or frequent
basis, of any toxic pollutant:
i isted at LAC 33:1X.7107, Tables It and Ilt (excluding Total Phenols) which is not fimited in the
permit, if that discharge will exceed the highest of the following notification levels:
form_7027_ri1
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(1) One hundred micrograms per liter (100 pg/i); .

(2) Two hundred micrograms per liter (200 pg/L) for acrolein and acrylonitrile; five hundred micro-
grams per liter (500 pg/i) for 2,4 -dinitro-phenol and for 2-methyl-4 8-dinitrophenol; and one
milligram per liter (1 mg/L) for antimony;

(3) Five (8) times the maximum conceniration value reported for that pollutant in the permit
application in accordance with LAC33:1X.2561.G.7; or

(4) The level established by the siate administrative authority in accordance with LAC
33K.2707.F; or

. which exceads the reportable quantity leveis for pollutants at LAC 33:1. Subchapter E.

0. That any activity has occurred or will occur which would result in any discharge, on a non-routine or
infreguent basis, of a toxic pativtant:
i tisted at LAC 33:1X.7107, Tables Il and !l (excluding Total Phenois) which is not limited in the
permit, if that discharge wili exceed the highest of the following "notification levels™:

(1) Five hundred micrograms per liter (500 pg/L):

{2} One milligram per fiter (1 mg/L) for antimony;

(3) Ten (10) times the maximum concentration value reported for that pollutant in the permit
application in accordance with LAC 33:1X.2501.G.7; or

{4} The level esiablished by the state administrative authority in accordance with LAC
33UR2ZT07.F; or

ii.  which exceeds the reportabie quantity levels for poliutants at LAC 33:1. Subchapter E.

1C. Signaron: Kequiremenis
All applicalions, raporis, or information submitied o the state administrative authority shall be signed and
certifisc.
a. Al permit applications shail be signed as foliows:
(1) ior a corporation - by a respensible corporate officer. For the purpose of this section, a
responsible corporate officer means:

(a) A president, secretary, treasurer, or vice-president of the corporation in charge of a principal
business function, or any other person who performs similar policy or decision making functions
for the corporation; or,

{b) The manager of ona or more manufacturing, production, or operating facilities, provided: the
manzger is authorized to make management decisions that govern the operation of the
regulated facility, including having the explicit or implicit duty of making major capital investment
recommendations and initiating and directing other comprehensive measures to ensure iong
erm snvironmentat compliance with environmental laws and reguiations; the manager can
gnsure that the necessary systems are established or actions taken to gather complete and
accurate information for permit application requirements; and the authority to sign documents
has been assigned or delegated to the manager in accordance with corporate procedures.

NOTE: DEQ does not require specific assignments or delegations of authority to responsible corporate
officers identified in Section D.10.a(1){a). The agency will presume that these responsible corporate
ofiicers have the requisite authority to sign permit applications unless the corporation has notified the
state adminisirative authority to the contrary. Corporate procedures governing authority to sign permit
applications may provide for assignment or delegation to applicable corporate positions under Section
2.10.a(1)(b) rather than o speciiic individuals.

12) Eor e perinership or sole proprigtorship - by a generat partner or the proprietor, respectively; or

{3) For & municipality, state. federal. or other public agency - by either 2 principal executive officer or
ranking elecied official.  For purposes of this section, a principal executive officer of a federal
agency includes:

{2} The chief executive officer of the agency, or
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(b) A senior executive officer having responsibility for the overall operations of a principal
geographic unit of the agency (e.g., Regional Administrators of EPA).

b. All reports required by permits and other information requested by the state administrative authority shall
be signed by a person described in Section D.10.a., or by a duly authorized representative of that
person. A person is a duly authorized representative only if:

(1) The authorization is made in writing by a person described in Section D.10.a. of these standard
conditions;

(2) The authorization specifies either an individual or a position having responsibility for the overall
operation of the regulated facifity or activity such as the position of plant manager, operator of a
well or a well field, superintendent, position of equivalent responsibility, or an individual or position
having overall responsibility for environmental matters for the company, (a duly authorized
representative may thus be either a named individual or an individual occupying a named position;
and,

(3) The written authorization is submitted to the state administrative authority.

c. Changes to authorization. If an authorization undsr Section D.10.b. is no longer accurate because a
different individual or position has responsibility for the overall operation of the facility, a new
authorization satisfying the requirements of Section D.10.b. must be submitted to the state
adminisirative authority prior to or together with any reports, information, or applications o he signed by
an authorized representative.

d. Certification. Any perscn signing & document under Section D.10. a. or b. above, shall make the
following certification:

"t certify under panaliy of iaw that this docurnent and all attachments were prepared under my direction
or supervision in accordance with & system designed to assure that qualified personnel properly gather
and evaluate the information submitied. Based on my inquiry of the person or persons who manage the
system, or those persons directiy responsible for gathering the information, the information submitted is,
1o the best of my knowledge and belief, true, accurate, and complete. | am aware that there are
significanit penalties for submitting faise information, including the possibility of fine and imprisonment for
knowing violaticns.”

11. Availability of Regoris
All recorded information (completed permit application forms, fact sheets, draft permits, or any public
document) not ciassified as confidential information under La. R.S. 30:2030(A) and 30:2074(D) and
designated as such in accordance with these regulations (LAC 33:1X.2323 and LAC 33:1X.6503) shall be
made avaiizble to the public for inspection and copying during normal working hours in accordance with the
Public Records Act, Le. R.8. 44:1 et seq.

Claims of confidentiality for the following will be denied:

a. Trhe name and address of any permit applicant or permitiee;

b. Permit applications, permits, and effluent data.

c. Information required by LPDES application forms provided by the state administrative authority under
LAC 33:1X.2501 may not be claimed confidential. This includes information submitted on the forms
themselves and any attachments used to supply information required by the forms.

SECTION E. PENALTIES FOR VIOLATIONS OF PERMIT CONDITION

1. Criminal
a. Negligent Viotations
The Louisiana Revised Staiutes La. R. S. 30:2076.2 provides that any person who negligently violates
any provision of the LPDES, or any order issued by the secretary under the LPDES, or any permit
condition or limitation implementing any such provision in a permit issued under the LPDES by the
secretary, or any requirement imposed in a pretreatment program approved under the LPDES is subject
to a fine of not less than $2,500 nor more than $25,000 per day of violation, or by imprisonment for not
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more than 1 year, or both. If a conviction of a persen is for a violation committed after a first conviction
of such person, he shail be subject to a fine of not more than $50,000 per day of violation, or
imprisonment of not more than two years, or both.

b, Knowing Viclations
The Louisiana Revised Statutes La. R. 8. 30:2076.2 provides that any person who knowingly violates

any provision of the LPDES, or any permit condition or limitation implementing any such provisions in a
permit issued under the LPDES, or any requirement imposed in a pretreatment program approved under
the LPDES is subject to a fine of not less than $5,000 nor more than $50,000 per day of violation, or
imprisonment for not more than 3 years, or both. |f a conviction of a person is for a violation committed
after a first conviction of such person, he shall be subject to a fine of not more than $100,000 per day of
violation, or imprisonment of not more than six years, or both.

c. Knowing Endangerment

The Louisiana Revised Statutes La. R. 8. 30:2076.2 provides that any person who knowingly violates
any provision of the LPDES, or any order issued by the secretary under the LPDES, or any permit
condition or limitation implementing any of such provisions in a permit issued under the L PDES by the
secretary, and who knows &t that time that he thereby places another person in imminent danger of
aeath or serious bodily injury, shail, upon conviction, be subject to a fine of not more than $250,000, or
by imprisonment for not more than 15 years, or both. A person which is an organization shall, upon
conviction of violating this Paragraph, be subject to a fine of not more than one miilion dollars. If a
conviction of a person is for a violaticn committed after a first conviction of such person under this
Paragraph, the maximusn punishment shall be doubied with respect to both fine and imprisonment,

d. Faise Statemenis

The Louisiana Revised Statutss La. R. S. 30:2076.2 provides that any person who knowingly makes any
faise material slatement, representation, or certification in any application, record, report, plan, or other
document fiied or required o be maintained under the LPDES or who knowingly falsifies, tampers with,
or renders inaccurate; any monitoring device or method required to be maintained under the LPDES,
shall, upon conviction, be subject to a fine of not more than $10,000, or imprisonment for not more than
2 years, or both. If a conviction of a parson is for a violation committed after a first conviciion of such

~ person under this Subsection, he shal! be subject to a fine of not more than $20,000 per day of violation,
or imorisonmant of not rmore than £ years, or both.

2. Cuil Penalties

The Louisiana Revised Statutes La. R. 8. 30:2025 provides that any person found to be in viclation of any
requirement of this Subtitle may be liabie for a civil penalty, to be assessed by the secretary, an assistant
secretary, or the court, of not more than the cost {o the state of any response action made necessary by
such violation which is not voluntarily paid by the violator, and a penalty of not more than $32,500 for each
day of violation. However, when any such violation is done intentionally, willfully, or knowingly, or resuits in
a discharge or disposal which causes irreparable or severe damage to the environment or if the substance
discharged is one which endangers human life or health, such person may be liable for an additional penalty
of not more than one million doliars.

{PLEASE NOTE: These penaities are listed in their entirety in Subiitle [l of Title 30 of the Louisiana Revised
Siaiutes.)

SECTION F. DEFINITIONS

All cefinitions contained in Section 502 of the Clean Water Act shall apply to this permit and are incorporated
nerein by referenca. Additional definitions of words or phrases used in this permit are as follows:

1. Clean Water Act (CWA) rmzans the Clean Water Act (formerly referred to as the Federal Water Pollution
Control Act or the Federal Waier Pollution Control Act Amendrents of 1872) Pub.L.92-500, as amended by
Pub.L. 95-217, Pub.L. 956-576, Puk.l. 96-483 and Pub.L. 87-117, 33 U.S.C. 1251 &t. seq.).
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2.

11.

12.

13.

14.

15.

16.

Accreditation means the formal recognition by the department of a laboratory’s competence wherein specific
tests or types of tests can be accurately and successfully performed in compliance with all minimum
requirements set forth in the regulations regarding laboratory accreditation.

Administrator means the Administrator of the U.S. Environmental Protection Agency, or an authorized
representative.

Applicable Standards and Limitations means all state, interstate and federal standards and limitations to
which a discharge is subject under the Clean Water Act, including, effluent limitations, water quality
siandards of performance, toxic effiuent standards or prohibitions, best management practices, and
pretreatment standards under Sections 301, 302, 303, 304, 306, 307, 308 and 403.

Applicable water guality standards means all water quaiity standards to which a discharge is subject under
the Ciean Water Act.

Commercial Laboratory means any iaboratory, wherever located, that performs analyses or tests for third
parties for a fee or other compensation and provides chemical analyses, analytical results, or other test data
¢ the depariment The term commercial laboratory does not include laboratories accredited by the
ouisiana Department of Health and Hospitals in accordance with La. R.S.49:1001 et seq.

Daily Discharge means the discharge of a pollutant measured during a calendar day or any 24-hour period
that reasonably represents the calendar day for purposes of sampling. For pollutants with limitations
expressed in terms of mass, the daily discharge is calculated as the total mass of the pollutant discharged
over ithe sampling day. For poilutants with limitations expressed in other units of measurement, the daily
discharce is calculated 2s ihe avarage measurement of the pollutant over the sampling day. Daily
discharge determination of concentration made using a compesite sample shall be the concentration of the
composite sample.

Dakiy Maximum discharge limitation means the highest allowabie "daily discharge".

Sirector means the U.S. Environmentz! Protection Agency Regional Administrator, or the state
administrative authority, or an authorized representative.

. Dormestic sepiage means either liquid or solid material removed from a septic tank, cesspeool, portable foilet,

Type Il marine sanitation device, or similar treatmeni works that receives only domestic sewage. Domestic
septage does not include liquid or solid material removed from a septic tank, cesspool, or similar treatment
wiorks that receives either commercial wastewater or industrial wastewater and does not include grease
removed from grease trap at a resiaurant,

Domestic sewage means waste and wastewater from humans, or household operations that is discharged tc
or otherwise enters a treatmeant works.

Environmentai Protection Agency or (EPA} means the U.S. Environmental Protection Agency.

Grab sample means an individual sample collected over a period of time not exceeding 15 minutes, unless
more dme is needed to collect an adequate sampie, and is representative of the discharge.

Industrial user means a nondomesiic discharger, as identified in 40 CFR 403, introducing pollutants to a
publicly owned treatment works,

LEQA means the Louisiana Environmeniai Quality Act.
Louisiana Pollutant Discharge Efimination System (LPDES) means those portions of the Louisiana

Environmentail Quality Act and the Louisiana Water Contrel Law and all reguiations promulgated under their
authority which are deemed equivalent to the National Pollutant Discharge Elimination System (NPDES)
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17.

18.

18.

20.

21.

22.

23.

24.

25.

26.

under the Clean Watar Act in accordance with Section 402 of the Clean Water Act and all applicable federal
regulations.

Monthly Average, other than for fecal coliform bacteria, discharge limitations are calculated as the sum of all
"daily discharge(s)’ measured during a calendar month divided by the number of "daily discharge(s)"
measured during that month. When the permit establishes monthly average concentration effluent
limitations or conditions, and flow is measured as continuocus record or with a totalizer, the monthiy average
concentration means the arithmetic average (weighted by flow) of all "daily discharge(s)" of concentration
determined during the calendar monih where C = daily discharge concentration, F = daily flow and n =
number of daily samples; monthly average discharge =

CiFy + Cofz * ... + CoFy

Fo+Fyr . 5,

When the permit establishes monthly average concentration effluent limitations or conditions, and the flow
is not measured as a continuous record, then the monthly average concentration means the arithmetic.
average of all "daily discharge(s)" of conceniration determined during the calendar month.

The monthly average for fecal coliform bacteria is the geometric mean of the values for all efflueat samples
collected during a calendar month.

National Pollutant Discharge Elimination System (NPDES) means the national program for issuing,
modifying, revoking and reissuing, terminaiing, monitoring and enforcing permits, and imposing and
enforcing preireatment requirements, under Sections 307, 318, 402, and 405 of the Clean Water Act.

Severe property damage means subsiantial physical damage to property, damage to the treatment facilities
that causes them o become inoperable, or substantial and permanent loss of natural resources that can
reasonably bs expected to occur in the absence of a bypass. Severe property damage does not mean
economic logs caused by delays in production.

Sewszge sludge means any solid, semi-solid, or liquid residue removed during the treatment of municipal
wastewater or domestic sewage. Seswage sludge includes, but is not limited to, solids removed during
primary, secondaiy, or advanced wastewater treatment, scum, domestic septage, portable toilet pumpings,
Typs lii marine sanitation device pumpings (33 CFR Part 159), and sewage sludge products. Sewage
sfudge does nct include grit or screenings, or ash generated during the incineration of sewage sludge.

Stormwater Runoff—aqueous surface runoff including any soluble or suspended material mobilized by
nizturally occurring precipitation events.

Surface Water: ail iakes, bays, rivers, streams, springs, ponds, impounding reservoirs, wetlands, swamps,
marshes, water sources, drainage systems and other surface water, natural or artificial, public or private
within the state or under its jurisdiction that are not part of a treatment system allowed by state law,
reguiation, or permit.

Treatment works means any devices and systems used in the storage, treatment, recycling and reclamation
of municipal sewage and industrial wastes of a liguid naturs to implement Section 201 of the Clean Water
Act, or necessary to recycle or reuse water at the most economical cost over the estimated life of the works,
including intercepting sewers, sewage collection systems, purnping, power and other equipment, and their
appurtenances, extension, improvemnent, remodeiing, additions, and alterations thereof. (See Part 212 of the
Ciean Water Act)

For fecal coliform bacleria, a2 sample consists of one effluent grab pertion collected during a 24-hour period
ai peak loads.

The term MGD shall mean miliion gallons per day.

The term GPD shall mean gallons per day.
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27.

28.

28,

30.

34.

I
i

The term ma/L shall mean milligrams per liter or parts per mitlion (ppm).

The term SPC shall mean Spill Prevention and Conirol. Plan covering the release of poliutants as defined
by the Louisiana Administrative Code (LAC 33:iX.Chapter 9).

The term SPCC shall mean Spill Prevention Control and Countermeasures Plan. Pian covering the release
of peliutants as defined in 40 CFR Pari 112.

The term pg/l shall mean micrograms per liter or parts per billion (ppb).

. The term ng/L shall mean nariograms per liter or paris per trillion (ppt).

- Visible Sheen: a silvery or metallic sheen, gloss, or increasad reflectivity; visual color; or iridescence on the

water surface.

- Wastewater—liquid waste resulting from commercial, municipal, private, or industrial processes. Wastewater

includes, but is not limited to, cooling and condensing waters, sanitary sewage, industrial waste, and
contaminated rainwater runoff.

Waters of the State: for the purposes of the Louisiana Pollutant Discharge Elimination system, all surface
waiers within the state of Louisiana and, on the coastiine of Louisiana and the Gulf of Mexico, all surface
waters extending there from three miles into the Gulf of Mexico. For purposes of the Louisiana Pollutant
Discharge Elimination System, this includes all surface waters which are subject to the ebb and flow of the
tide, lakes, rivers, streams. (including intermittent streams), mudflats, sandflats, wetlands, sloughs, prairie
potholes, wel meadows, piaya lakes, natural ponds, impoundments of waters within the state of Louisiana
oiherwise defined as “waters of the United Staies” in 40 CFR 122.2, and tributaries of all such waters.
"Waters of the state” does not include waste treatment systems, including treatment ponds or tagoons
designed fc meet the requirements of the Clean Wafer Act, 33 U.S.C. 1251 et seq.

. Weekly average, other than for fecal coliform bacteria, is the highest allowable arithmetic mean of the daily

discharges over a caiendar week, calculated as the sum of zil “daily discharge(s)” measured during a
calendar week divided by the number of “daily discharge(s)” measured during that week. When the permit
establishes weekiy average concentration effluent limitations or conditions, and flow is measured as
continuous record or with a totalizer, the weekly average concentration means the arithmetic average
{weighted by flow) of ali “daily discharge(s)" of concentration determined during the calendar wesk where C
= daily discharge concentraticn, F = daily flow and n = number of daily samples; weekly average discharge

C1F1 -+ CQFZ LTt CnFn
Fi+Fa+ . +F,

When the permit establishes weekly average concentration effluent limitations or conditions, and the flow is
not meastired ag a continuous record, then the weekly average concentration means the arithmetic average
of all "daily discharga(s)" of concentration deterrnined during the calendar week.

The weekly average for fecal coliform bacteria is the geometric mean of the values for all effluent samples
collected during 2 calendzr waek,

36. Sanitary Wastewaier Term(s).

a._3-hour composite sample consists of three effluent portions collected no closer together than one hour
(with the first portion collected nc earlier than 10:00 a.m.} over the 3-hour period and composited
according to flow, or a sample continuousiy collected in proportion to flow over the 3-hour period.
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b. 6-hour composite sample consists of six effluent portions collected no closer together than one hour
(with the first portion collected no earlier than 10:00 a.m.) over the 6-hour period and composited

according to flow, or a sample continuously collected in proportion to fiow over the 6-hour period.

¢.12-hour composite sample consists of 12 effluent portions collected no closer together than one hour
over the 12-hour period and composited according to flow, or a sample continuously collected in
proportion to flow over the 12-hour period. The daily sampling intervals shall include the highest flow

neriods.

d.24-hour composite sample consists of a minimum of 12 effluent portions collected at equal time
intervals over the 24-hour period and combined proportional to flow or a sample continuously collected

in proportion to flow over the 24-hour period.
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To: Prospective Applicants for Short-Term and
Emergency Discharge General Permit

A BV 4t o
LOUISIANA 2’

Attached is a Short-Term and Emergency Discharge General Permit Notice of Intent (NOI) STED-
G, for a Louisiana Pollutant Discharge Elimination System (LPDES) permit, authorized under EPA’s
delegated NPDES program under the Clean Water Act. To be considered complete, every item on
the form must be addressed and the last page signed by an authorized company agent. If an item
does not apply, please enter "NA" (for not apgicable) to show that the question was considered.

Two copies (one original and one copy) of your completed NOI, each with an attached marked
U.S8.G.8. Quadrangle map or equivalent, and the site/flow diagrams listed in Section V of the NOI,
shouid be submitted to:

fflailing Address: Physical Address (if NOI is hand delivered):
Department of Environmental Quality Department of Environmental Quality

QOffice of Environmental Services Office of Environmental Services

Post Office Box 4313 602 N Fifth Street

Baton Rouge, LA 70821-4313 Baton Rouge, LA 70802

Aftention: Water Permits Division Attention: Water Permits Division

If the permit applicability requirements are met, and unless notified otherwise by the Secretary or his
designee, owners/operators are authorized to discharge wastewater and/or stormwater under the
terms and conditions of the permit upon the receipt of a hand-delivered, properly completed NOI to
the Office of Environmental Services, Water Permits Division; 72 hours after the postmarked date
stamped on the envelope that contains the properly completed NOI; or upon submission of an
electronic NOI (e-NOIl}). The permittee is required to keep a copy of the NOI submitted to the Water
Permits Division at the permitied facility. The copy of the NOI should be kept with other records
related to the permit and permit compliance.

Please be advised that completion of this NOI may not fulfill all state, federal, or local requirements
for facilities of this size and type.

According to La. R. S. 48:385, any discharge to a state highway ditch, cross ditch, or right-of-way
shall require approval from:

L ouisiana DOTD Louisiana DHH

Office of Highways Office of Public Health

Post Ofiice Box 84245 AND Center for Environmental Services
Baton Rouge, LA 70804-9245 Post Office Box 4489

(225) 375-1827 Baton Rouge, LA 70821-4489

(225) 342-7499

in addition, the plans and specifications for sanitary treatment plants must be approved by the
Louisiana DHH, Office of Public Health at the address above.

A copy of the LPDES regulations may be obtained from the LDEQ web site at

hitp:/Awww.dedg.lovisiana.goviportal/itabid/1674/Default.aspx or from the Office of
Environmental Assessment, Regulations Development Section, Post Office Box 4314, Baton

Rouge, Louisiana 70821-4314, phone (225) 219-3550.

For questions regarding this NOI please contact the Water Permits Division at (225) 219-8371. For
help regardging completion of this NOI please contact DEQ, Small Business/Small Community
Assistance at 1-800-259-2890.
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Date Please check: | | Initial Permit
Agency Interest No. Al

D Modified Coverage
l:] Extended Coverage

STATE OF LOUISIANA
DEPARTMENT OF ENVIRONMENTAL QUALITY
Office of Environmental Services, Water Permits Division
Post Office Box 4313
Baton Rouge, LA 70821-4313
PHONE#: (225) 219-9371

LPDES NOTICE OF INTENT TO DISCHARGE

WASTEWATER FROWM SHORT-TERM and EMERGENCY ACTIVITIES
(Attach additional pages if needed.)

SECTION I - FACILITY INFORMATION

A. Permit is to be issued to the following: (must have operational control over the facility operations-
see LAC 33:1X.2501.B and LAC 33:1X.2503.A and B).
1. Legal Name of Applicant/Owner (Company,
Partnership, Corporation, etc.)

Facility Name

Miailing Address

Zip Code:

if appiicant named above is not aiso the owner, state owner name, phone # and address.

Federal Parish Municipal
Please check status:
State Public Private DOther:
Is this facility regulated by the Louisiana Public Service Commission? Yes No

If yes, under what name is this facility regulated?

2. Location of facility. Please provide a specific street, road, highway, interstate, and/or River
Miie/Bank iocation of the facility for which the NOI is being submitted.

City Zip Code: Parish

Front Gate Coordinates:
Latitude- deg. min. sec. Longitude- deg. min. sec.

Method of Coordinate Determination:

{Quad Map, Previous Permit, website, GPS)

is the facility located on indian Lands? Yes No

form_7341_rG1 Page 2 of 18
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SECTION [ - FACILITY INFORMATION (cont.)

3. Name & Title of Contact Person at Facility

Phone Fax e-mail

B. Name and address of responsible representative who completed the NOI:
Name & Title

Company

Pheone Fax e-mail

Address

C. Name and address of responsibiewater billing party:
Name & Title

Company

Phone Fax e-mail

Address

D. Discharges Requiring Approval from the Division of Historic Preservation:

if this NOI is being completed for a facility that has not yet been constructed, you should contact the
Section 106 Review Coordinator in the Office of Cultural Development, Archaeology Division (P. O. Box
44247, Baton Rouge, LA 70804 or felephone (225) 3428170) to determine if construction activities or
the proposed discharges will adversely affect properties listed or eligible for listing in the National

Register of Histeric Places.

e

NOI form.

| This is an existing facility and no construction activities related to this NOI ae proposed.

This is a new facility and construction activities were completed prior to the submission of this

This is a proposed facility and construction activities are not yet complete but | have obtained
approval from the State Historic Preservation Officer for the proposed construction activities. If

a no objection was previously obtained from the State Historic Preservation Officer, attach this

documentation io the NOI.

E. Facility Information.

Faciiity Type (cannery, oil refinery, dairy, etc.)

2. SIC (Standard Industrial Classification) Code(s):

SiC codes can be obtained from the U. S. Depariment of Labor intemet site at http:/fwww.osha.gov/oshstats/sicser.html
3.  Other Permits. List all existing or pending LDEQ and other environmental permits and permit

numbers for the facility (NPDES, PSD, UIC, RCRA, other).

form_7341_r01
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Source of water supply in gallons per day. List each source giving quality such as fresh, brackish,
salt, hard, or soft; and give breakdown as to how each source is used.

Wate_: Discharge Permit Revision (if applicable): Describe the requested revision to the existing
permit. : .

form_7341_r01 Page 4 of 18
9/10/2016 _ STED-G



o oh

SECTION I - FACILITY INFORMATION (cont)

Facility Operations (applicable to the discharges covered under the general permit)

Describe ihe processes used which produce industrial wastes discharged into waters of the State.
Please explain the operations in your facility in a comprehensive fashion. Include a description of the
composition of any cooling water additives. If you are a producer of a product, what steps are taken to
produce that product, especially those that generate a waste stream? If you are provider of a service,
be specific (give quantitative values where possible, i.e. a physical measure of the amount of business
you do in an average day, week, or month) about what the service is, how ii is provided, and how it
generaies wastewater. Attach extra sheets if space below is insufficient.

processes coincide with sources identified in Section II.

Products/Services:

Raw Materizls:

Disposal. List any solid or liquid waste disposal methods and facilities. Inciude a description of the

uitimate disposal of any solid or fiuid wastes that are disposed of other than by discharge.

Facility History
Date operations began at this site:

if 2 proposed facility, provide the anticipated date of startup.

if this is a short term discharge, how long does the facility plan to discharge (e.g., 2 weeks, 2

monins, eic.)

is the current operator the original operator? Yes

No

If this is new construction, describe the site property prior to construction. For example, was it
undisturbed or was there a previous structure on the site? What was the size of the site?

Is this facility located in 2 designated industrial area?

Yes

al

g

orm_7341_r01
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SECTION Il - DISCHARGE INFORMATION

A. Stormwater. Complete the following for each existing stormwater discharge. (Make additional
copies as necessary.)

i. Are existing stormwater discharges covered by a stormwater General Permif Yes No

2. if yes, please list the sormwater discharge authorization number(s):

B. Wiscellaneous Discharges intended to be covered by the general permit.

1. Are there any bridge washing activities at the facility? Yes No

2. Are there any hydroblasting activities at the facility Yes No

3. Arethere any bridge maintenance or hydrocleaning activities at the facility?) Yes No

4. Are there any deicing / antkicing activities at the facility? Yes No

5. Is gray water being discharged? Yes No

6. Is chlorinated dewatering wastewaier being discharged? Yes No

7. Does the facility wash equipment and/or vehicles? Yes :I No

8. Are equipment repair areas, shop floors or docks being washed? Yes No

8. Are there any pressure washing activities at the facility? Yes No

10. is water well flushing water being discharged at the facility? D Yes | |No
form_7341_r01 Page 6 of 18
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Qutfail identification.

SECTION li - DISCHARGE INFORMATION (cont.)

Complete this section for each discharge outfall. Outfalls are discharge points. An extemal outfall
is a discrete discharge point beyond which the waste stream receives no further mixing with other
waste streams prior to discharging into a receiving waterbody. An internal outfall is an outfall for a
waste stream that combines with other waste stream(s) before discharging into an “external” outfall.
Please provide your after-treatment test results in the units asked for on the application. You should
read Section B — Effluent Limitations of the permit before completing this section of the NOI. You
should place an “X” in the column next to any of the types of discharges that occur at your facility. The
schedules listed below correspond to the schedules listed in the permit, which are the only types of
discharges that are permissible under the general permit.

Facility
Discharges

Qutfall
No.

Operation Contributing Flow

Treatment
iethod

Average

Fiow (gpd) |

Schedule A - Treated Sanitary Wastewater and /
or Dewatering of Oxidation Ponds less than 5000
GPD

Schedule B - Uncontaminated Stormwater
Discharges and Utility Wash Water without soaps
and / or detergents

Schedule C — Utility Wash Waters with soaps
and / or detergents

Schedule D — Hydrostatic Testing and Vessel
Testing Wastewaters

Schedule E — Potable Water Treatment Plant
Fiiter Backwash, Clarifier Blowdown, Water
Softening, Iron and Manganese Removal, and
Disinfection of Source Water

Schedule F - Landfill Wastewater from a
Construction / Demolition Debris and Woodwaste

Landfill

Schedule G - Non-Contact Stormwater
Discharges from a Construction / Demolition
Debris Woodwaste Landfill

Schedule H — Other Wastewater Discharges

form_7341_r01
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SECTION il - DISCHARGE INFORMATION (cont.)

Outfall Location. Provide a description of the physical location for each outfdl. Make additional
1. copies for each cutfall.

2. Latitude/Longitude of Discharge:

Latitude- deg. min. sec. Longitude-  deg. min. sec.

Method of Coordinate Determination:

(Quad Map, Previous Permit, website, GPS)
If 2 new discharge, when do you expect to begin discharging?

hw

Indicate how the wastewater reaches state waters (named water bodies). This will usually be either
directly, by open ditch (if it is a highway ditch, indicate the highway), or by pipe. Please specifically
name all of the minor water bodies that your wastewater will travel through on the way to a major
water body. This information can be obtained from U.S.G.S. Quadrangle Maps. Include river mile of
discharge point if available.

By | (effluent pipe, ditch, etc.):

thence into (parish drainage ditch, canal, etc.);
thence intc (named bayou, creek, stream, etc.);
thencs into (lake, river, etc.).

5. Treatment Method applied to wastewaters. Please be specific.

6. Disposal. List any solid or fiquid waste disposal methods and facilities. Include a description of
the ultimate disposition of any solid or fluid wastes that are disposed of otherthan by discharge.

form_7341_r01 Page 8 of 18
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SECTION i - DISCHARGE INFORMATION (cont.)

Schedule H — Other Wastewater Discharges. Place an X by any of the following pollutants that you
believe will be present in the discharge

Complete this section for each outfallto be covered by Schedule H.

The permittee shall notify the appropriate Regional Office 24 hours prior to the commencement of
discharge for wastewater covered by Schedule H. Current regional office address and telephone
numbers are available on the LDEQ website at http://www.deg.louisiana.gov/portal/tabid/62/
Default.aspx. The permittee that will discharge into sensitive hydrological subsegments shall notify the
USFWS 24 hours prior to the commencement of discharge for wastewater covered by Schedule H

Qutfall Number:

Discharge Description:

o POLLUTANT BELIEVED TO BE NOTES
(SEE PERMIT FOR LIMITATIONS) PRESENT

1 Flow (GPD)

2-4 BOD;/ CBODs'

5 Enterococci Colonies/100 mL

6-7 Ammonia-Nitrogen (NH;-N)

8 Dissolved Oxygen

9-10 cop’

11-15 T88'

16 Oil & Grease

17-18 . Fecal Coliform Colonies/100 mL
| 19 | TOC

20 Total BTEX

21 Total Dissolved Solids

22 Chlorides

23 Suliates

24 Total Nitrogen

25 Total Phosphorous

26 Total Residual Chiorine

27 Temperaiure (Freshwater)

8 Temperature (Estuarine & Coastal

Waters)

29 pH - Allowable Range (Standard Units)

30 Total Antimony

31 Total Arsenic

32 Total Beryliium

a3 Total Cadmium

34 Total Chromium
form_7341_r01 Page 9 of 18
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o POLLUTANT BELIEVED TO BE NOTES
(SEE PERMIT FOR LIMITATIONS) PRESENT

35 Total Copper

36 Total Lead

37 Total Mercury

38 Total Nickel (Fresh water)

38 Total Selenium

40 Total Silver

41 Total Thaliium

42 Total Zinc

43 Total Cyanide

44 Acrolein

45 Acrylonitrile

46 Benzene

47 Bromoform

48 Carbon Tetrachloride

48 Chiorobenzene

50 Chlorodibromomethane

51 Chloroethane

52 2-Chloroethy! vinyl ether

53 Chloroform

54 Dibromochioromethane

55 1,2-Dichlorobenzene

56 1,3-Dichiorobenzene

57 1 ,4-Qich[orobenzene

! {p-Dichlorobenzene}

58 1,1-Dichloroethane

59 1,2-Dichloroethane (EDC)

60 1,1-Dichioroethylene {1, 1-dichloroethene}

51 1 :2—trans—DichIoroethylene {1,2-
dichioroethene}

62 1,2-Dichioropropane

63 1,_3-Dichloropropene {1,3
Dichlorcpropylene}

64 Ethylbenzene

65 T Methyl Bromide {Bromomethane}

66 Methy! Chloride {Chloromethane}

67 Methylene Chioride

68 1,1,2,2-Tetrachlorosthane

69 Tetrachloroethylene

form_7341_r01
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D POLLUTANT BELIEVED TO BE NOTES
(SEE PERMIT FOR LIMITATIONS) PRESENT
70 Toluene
il 1,1,1-Trichloroethane
72 1,1,2-Trichloroethane
73 Trichloroethylene {Trichloroethene}
74 Vinyi Chloride
fi- 2-Chlorophenol {o-Chlorophenol}
76 2,4-Dichlorophenol
77 2,4-Dimethyiphenol
78 4,6—Dipit_ro~o—cresol {4,6-Dinitro-o-phenol}
{4,6-Dinitro-2-methy! phenol}
79 2,4-Dinitrophenol
80 2-Nitrophenol
81 4-Nitropheno!
82 p-Chloro-m-cresol {Parachlorometacresol}
83 Pentachloropheno!
84 Phenol
85 2,4 6-Trichlorophenol
86 Acenaphthene
87 Acenapthylene
88 Antnracene
89 Benzidine
90 | Benzo(a)anthracene
21 Benzo(a)pyrene
92 3,4-Benzoflucranthene
{Benzo(b)flucranthene}
93 Benzo(ghi)perylene
G4 Benzo(k)fluoranthene
95 Bis(2-chioroethyl)ether
06 Bis(2-chloroethoxy)methane
97 Bis(2-chloroisopropyl)ether
| 98 Bis(2-ethylhexyl)phthalate
' 99 | 4-Bromopheny! phenyl ether
100 | Benzyl butyi phthalate {Butyl benzyi
phthalate}
101 2-Chicronaphthalene
102 ' 4-Chloropheny! pheny! ether
' 103 Chrysene
il 104 Dibenzo(a,h)anthracene

form_7341_r01
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iD

POLLUTANT
(SEE PERMIT FOR LIMITATIONS)

BELIEVED TO BE
PRESENT

NOTES

105 3,3-Dichlorobenzidine
106 Diethyl phthalate

107 Dimethyl phthalate

108 Di-n-butyl phthalate

109 2 4-Dinitrotoluene

110 2,6-Dinitrotoluene

111 Di-n-octyl phthalate

112 1,2-Diphenylihydrazine
113 Fluoranthene

114 Fluorene

115 Hexachiorobenzene
116 Hexachlorobutadiene
117 Hexachlorocyclopentadiene
118 Hexachloroethane

119 ideno(1,2,3-cd)pyrene
120 Isophorone

121 Naphthalene

122 Nitrobenzene

123 N-nitrosodimethylamine
124 N-nitrosodi-n-propylamine
125 N-nitrosodiphenylamine
126 Phenanthrene

127 Pyrene

128 1,2,4-Trichlorobenzene
128 Aldrin

130 Alpha-BHC

131 Beta-BHC

132 Delia-BHC

133 Gamma-BHC (Lindane)
134 Chiordane

135 4.4-DDT

136 4,4-DDE

137 4,4'-DDD

138 Dieldrin

139 Endosulfan-a

140 Endosulfan-p

form_7341_r01
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POLLUTANT

BELIEVED TO BE

i (SEE PERMIT FOR LIMITATIONS) PRESENT PREFEED
141 Endosulfansulfate
142 Endrin
143 Endrin aldehyde
144 Heptachlor
145 Heptachlor Epoxide
146 Total PCBs
147 PCB-1016
| 148 PCB-1221
149 PCB-1232
150 PCB-1242
151 PCB-1248
152 PCB-1254
153 PCB-1260
154 Toxaphene
155 2,3,7,8-Tetrachloro-dibenzo-p-dioxin
(TCDD)
156 Total Phenols

LDEQ will determine the most app;{lcgriate BODs/ CBODs, NH3-N, COD, fecal coliform, and TSS

limitations upon receipt of the

F. Additional Infermation

1. List any toxic materiais that the applicant currently uses or manufactures as an intermediate,
feedstock, final product, or by-product.

2. If any toxic or hazardous materials are present onsite,do you have an SPC plan? If “no”, explain

3. List periinent physical and chemical properties (e.g., toxic components, taste and odor compounds,
heavy metals, etc.) that may be associated with the discharge.

4. Toxicity Data. List any bioassay tests conducted on the effluent from he facility. Provide a
summary of the test resulis.

form_7341_r01
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SECTION lli - COMPLIANCE HISTORY

Report the history of all violations and enforcement actions for the facility, a summary of all permit
excursions including effluent violations reported on the facility’s Discharge Monitoring Reports (DMRs)
and bypasses for the last three years. Using a brief summary, report on the current status of all
administrative orders, compliance orders, notices of violation, cease and desist orders, and any other
enforcement actions either already resolved within the past 3 years or currently pending. The state
administrative authority may choose, at its discretion, to require 2 more in-depth report of violations and
compliance actions for the applicant covering any law, permit, or order concerning pollution at this or any
other facility owned or operated by the applicant.

SECTION IV — LAC 33:1.1701 REQUIREMENTS

A. Does the company or owner have federal or state environmental permits in other states that are either
identical to or similar in nature to, the permit for which you are applying? (This requirement applies to
all individuals, partnerships, corporations, or other entities who own a controlling interest of 50% or
more in your company, or who participate in the environmental management of the facility for an entity
ﬁlying for the permit or an cwnership interest in the parmit.)

Permits in Louisiana. List Permit Numbers:

D Permits in other states (list states):

D No other environmental permits.

B. Do you owe any outsianding fees or final penalties to the Department? D Yes No

If yes, please explain.

C. Is your company a corporation or limited liability company? D Yes No

If yes, is the corporation or LLC registered with the Secretary of Sate? D Yes Mo
If yes, atiach a copy of your company's Certificate of Registration and/or Certificate of Good
Standing from the Secretary of State.

form_7341_r01 Page 14 of 18
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SECTION V - MAPS/DIAGRAMS

A. Site Diagram. Attach to this NOI a complete site diagram of your facility showing the boundaries
of your facility, the location of all buildings and/or storage areas, the locationof treatment units
(such as settling basins, wash racks, sewage treatment plants), and demonstrate how the
wastewater fiows through your facility into each clearly labeled discharge point. Indicate
stormwater flow pattern with arrows on this diagram or provide additional diagrams if needed.
Please indicaie the location of the front gate or entrance to the facility on the site diagram. The
diagram need not be to scale.

£. Topographic Map. Attach to this NOI a map or acopy of a section of the map which has been
highlighted to show the path of your wastewater from your facility to the first named water
body. The highlighted map must be attached to BOTH NOIs that are submitted to
LDEQ (i.e., the original NOI and the copy of the NOI). Include on the map the area
. extending at least one mile beyond your property boundaries. Indicate the outline of the facility,
the location of each of its existing and proposed discharge structures, and any existing hazardous
waste treatment storage or disposal facilities. Waterways and streets/highways must be clearly
identified by name on the map.

AU.S.G.S. 1:24,000 scale map (7.5' Quadrangle) would be appropriate for this item. Appropriate
maps can be obtained from local government agencies such as DOTD or the Office of Public
Works. Maps can also be obtained online at http://map.deqg.louisiana.gov/index2 htm. Private
map companies can also supply you with these maps. If you cannot locate a map through these
sources you can contact the Louisiana Depariment of Transportation and Development at:

1201 Capitol Access Road
Baton Rouge, LA 70802
(225) 379-1107
maps@dotd.louisiana.gov

. Flow Diagram for the applicable discharges covered under the general permit. Attach a line
drawing of the water flow through the facility with a water balance showing operations
coniributing wastewater to the effluent and treatment units. The water balance must show
average and maximum fiows at intake and discharge points and between units, including
treatment units. If a2 water balance cannot be determined, the applicant may provide instead a
pictorial description of the nature and amount of any sources of water and any collection and
treatment measures. Hand drawn maps are acceptable.
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According to the Louisiana Water Quality Regulations, LAC 33:1X.2508, the foliowhg requirements
shall apply to the signatory page in this application:

Chapter 25. Permit Application and Special LPDES Program Requirements

2503. Signatories to permit applications and reports

A.  All permit applications shall be signed as follows:
1.

For a corporation - by a responsible corporate officer. For the purpose of this
Section responsible corporate officer means:

(a) A president, secretary, treasurer, or vice-president of the corporation in charge of
a principal business function, or any other person who performs similar policy- or
decision-making functions for the corporation, or

(b) The manager of one or more manufacturing, production, or operating facilities
provided: the manager is authorized to make management decisions that govern the
operation of the regulated facility, including having the explicit or implicit duty of
making major capital investment recommendations and initiating and directing other
comprehensive measures to ensure long term environmental compliance with
environmental laws and regulations; the manager can ensure that the necessary
systems are established or actions taken together complete and accurate
information for permit application requirements; and the authority to sign documents
has been assigned or delegated to the manager in accordance with corporation
procedures.

NOTE: LDEQ does not require specific assignments or delegations of authority to responsible
corporate officers identified in the Permit Standard Conditions, Section D.10.a.{1)(a). The
agency will presume that these responsible corporate officers have the requisite authority to sign
permit applications unless the corporation has notified the state administrative authority to the
contrary. Corporate procedures governing authority to sign permit applications may provide for
assignment or delegation to applicable corporate positions under Permit Standard Conditions,
Section D.10.a.(1){b)rather than to specific individuals.

2.

For a partnership or sole proprietorship - by a general partner or the proprietor,
respectively; or

For a municipality, state, federal or other public agency — by either a principal
executive officer or ranking elected official. For the purposes of this section a
orincipal executive officer of a federal agency includes:

(@) The chief executive officer of the agency, or

(b) A senior executive officer having responsibility for the overall operations of a
principal geographic unit of the agency (e.g., Regional Administrators of EPA).

B.  Alireports required by permits and other information requested by the state administrative
authority shall be signed by a person described in Permit Standard Conditions, Section
D.10.a., or by a duly authorized representative of that person. A person is a duly
authorized representative only if:

1.

The authorization is made in writing by a person described in Permit Standard
Conditions, Section D.10.a

The authorization specifies either an individual or a position having responsibility for
the overall operation of the regulated facility or activity such as the position of plant
manager, operator of a well or well field, superintendent, position of equivalent
responsibility, or an individual or position having overall responsibility for
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environmental matters for the company, (a duly authorized representative may thus
be either a named individual or any individual occupying a named position); and

3. The written authorization is submitted to the state administrative authority.

C. Changes to authorization. if an authorization under Permit Standard Conditions, Section
£.10.b is no longer accurate because a different individual or position has responsibility for
the overall operation of the facility, a new auihorization satisfying the requirements of
Section D.10.b must be submitted to the state administrative authority prior to or together
with any reports, information, or applications to be signed by an authorized representative.

D.  Any person signing any document under Permit Standard Conditions, Section D.10.a. or
B shall make the following certification:

"{ certify under penalty of law that this document and all attachments were prepared under
my direction or supervision in accordance with a system designed to assure that qualified
personnel properly gather and evaluate the information submitied. Based on my inquiry of
the person or persons who manage the system, or those persons directly responsible for
gathering the information, the information submitted i, to'the best of my knowledge and
belief, true, accurate, and complete. | am aware that there are significant penalties for

submitting false information including the possibility of fine and imprisonment for knowing
violations."

form_7341_r01 Page 17 of 18
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SIGNATORY AND AUTHORIZATION

Pursuant to the Water Quality Regulations (specifically LAC 33:1X.2503) promulgated September
1895, the state NO! must be signed by a responsible individual as described in LAC 33:1X.2503
and that person shall make the following certification:

“l certify under penalty of law that | have read and understand the Section A “Applicability”
requirements for coverage under the general permit for short-term and emergency discharges. To
the best of my knowledge, my facility is eligible for coverage under this general permit and iis
operation will not result in a discharge of pollutants from sources not covered by the general
permit, or otherwise authorized by another individual or general permit.”

“1 certiiy under penalty of law that this document and all attachments were prepared under my
direction or supervision in accordance with a system designed to assure that qualified personnel
properly gather and evaluate the information submitted. Based on my inquiry of the person or
persons who manage the system, or those persons directly responsible for gathering the
information, the information submitted is, to the best of my knowledge and belief, true, accurate,
and complete. | am aware that there are significant penalties for submitting false information
including the possibility of fine and imprisonment for knowing vidations."

Signature

Printed Name
Title

Company
Date
Teiephone
Email Address
Federal Tax iD

CHECKLIST

To prevent any unnecessary delay in the processing of your notice of intent to be covered under the
general permit, pisase take a moment and check to be certain that the following items have been

addressed and enclosed:

1. ALL questions and requested information have been answered N/A if the question or
information was not applicable).

2. ALL required maps, drawings, lab analysis, and otter reports are enclosed.

3. The appropriate person has signed the signatory page.

4, Please forward the original and one copy of this NO! and ali attachments.

ANY NO!I THAT DOES NOT CONTAIN ALL OF THE REQUESTED INFORMATION WILL BE

CONSIDERED INCOMPLETE. NOI PROCESSING WILL NOT PROCEED UNTIL ALL

REQUESTED INFORMATION HAS BEEN SUBMITTED

NOTE: UPON RECEIPT AND SUBSEQUENT REVIEW OF THE NO1 BY THEWATER PERMITS
DIVISION, YOU MAY BE REQUESTED TO FURNISH ADDITIONALINFORMATION IN ORDER TO

COMPLETE THE PROCESSING OF THE PERMIT.
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@EQNe@MR and Electronic DMR Reporting
| **Useful Information**

EPA Electronic Reporting Rule
o hups://www.epa.gov/compliance/final-national-pollutant-discharge-elimination-system-npces-electronic-
reporting-rule
o Phase I- Requires electronic submittal of DMRs as of December 21, 2016
o Phase II- Requires electronic submittal of NOIs and Program Reports as of December 21, 2020
o Electronic DMR Reporting requirement adopted by LDEQ Water Regulations May 20, 2016

LDEQ Public Website
o http:/fwww.deg.louisiana.gov
o 225-219-5337 or 866-896-5337 (customer service)

LDEQ NetDMR Information
o htip:/iwww.deq.louisiana. gov/netdmr
o 225-219-3752 or 225-219-3767

LDEQ NetDMR Training (training materials and schedule)
o htp//www.deg.louisiana.gov/NetDMR Training

NetDMR Homepage
o hups:/netdmr.epa.gov

Steps to Submit DMRs via NetDMR
o Register in NetDMR
Request Access to Permit and Submit Subscriber Agreement to LDEQ
Receive approval by LDEQ
Enter DMR data and add any attachments
Sign and Submit On-line
Download Submittal from NetDMR or EDMS

0 0 00

No Data Indicater (NODI) Codes

o NODI codes are used to indicate why no DMR value was submitted for a specific data field, parameter, or

whole DMR
c List of Common NODI Codes
a2 C=no discharge

9 = conditional monitoring/ not required this period
E = analysis not conducted (failure to sample)
B = below detection limit
D = lost sample
G = equipment failure
H = invalid test

H o u o o 8

NetDMR Attachments (cover letters, noncompliance reports, ete.)
o (Click the “Add Attachment” button on the DMR screen. Click “Browse...” and select the document you
wish to attach to the DMR

o LDEQ only accepts PDF files as attachments

EDMS (search documents related to a facility)
o htip./fwww.deg . Jouisiana.gov/edms



10.

1l.

13.

NetDMR Form
General Instructions

Form has been partially completed by the Office(s) specified in permit, verify the following information is correct on
the form: .

- Permittee Name/ Mailing Address and Facility Name/ Location

- Permitted Feature/ Discharge

- Monitoring Period

- Parameter/ Permit Requirement/ Frequency of Analysis/ Sample Type

Optional- Enter “First Name/Last Name”, “Title” and “Telephone Number” of Principal Executive Officer

Enter “Sample Measurement” (Smpl.) data for each parameter under “Quantity” and “Quality” in units specified in
permit.

Under “No Ex” enter number of sample measurements during monitoring period that exceed maximum (and/or
minimum or 7-day average as appropriate)} permit requirement for each parameter. If none, enter “0”.

Change “Frequency of Analysis” for Sample Measurement 1o actual frequency of analysis used during monitoring
period if different than prepopulated value (e.g., Enter “99/99,” for continuous monitoring, “01/07” for one per week,
“01/30" for one per month, “01/90" for one per quarter, etc.)

Change “Sample Type” for Sample Measurement to actual sample type used during monitoring period if different
than prepopulated value (e.g., Enter “GR” for grab samples, “24" for 24-hour composite, “CN” for continuous
monitoring, eic.)

If “no discharge” occurs during monitoring period, choose appropriate no data indicator (NODI) code to correspond
with reason no data is available for the entire DMR, the parameter(s), or the specific value(s)

Address Edit Check Errors, if applicable:

- Hard Errors must be resolved by editing the DMR

- Soft Errors can be resolved by editing the DMR or by acknowledging the errors
- Errors must be addressed before DMRs can be Signed & Submitted

Where violations of permit requirements are reported, attach non-compliance report with a brief explanation to
describe cause and corrective actions taken, and reference each violation by date.

Comments- this field provides space to enter additional comments related to your DMR submission, if any.

Attachments- Add Attachment allows one or more PDF files to be attached 1o the DMR submission (such as cover
letters, non-compliance reports, other permit required reports, etc.)

- DMRs with a NetDMR Validated status may be signed & submitted. A Copy of Record (COR) will be maintained
" with in NETDMR.

More detailed Instructions for use of NetDMR may be obtained from the Office(s) specified in permit.



